Form 4—683 UNITED STATES Mineral Survey number
(January 1963) DEPARTMENT OF THE INTERIOR 4669
BUREAU OF LAND MANAGEMENT e
FIELD NOTES Arizona
Land District
Arjzona

Of the Survey of the Mining Claim of (name and address of Claimant)

Inspiration Consolidated Copper Co.

Inspiration, Arizona

c/o G. Henry Ladendorff, Attorney at Law

Suite 716, Arizona Bank Building Phoenix, Arizona 85003

Known as the, (name of group, if any)

CHRISTMAS MILL SITES MENNESESANS

CONSISTING OF LOCATIONS NAMED AND LOCATED AS FOLLOWS

NAME OF LOCATION LOCATE_DDATE :M;NDED ]

CHRISTMAS MILL SITE NO. 1 1-22-68
CHRISTMAS MILI SITE NO. 2 1-22-68
CHRISTMAS MILL SITE NO.3 1-19-68
CHRISTMAS MILI SITE NO. 4 1-19-68
CHRISTMAS MILL SITE NO. S 1-22-68
CHRISTMAS MILL SITE NO. 6 1-22-68
CHRISTMAS MILL SITE NO. 7 1-22-68
CHRISTMAS MILL SITE NO. 8 1-22-68
CHRISTMAS MILIL SITE NO. 9 1-19-68
CGHRISTMAS MILL SITE NO. 10 1-19-68
CHRISTMAS MILI, SITE NO, 11 12-29-67
CHRISTMAS MILL SITE NO. 12 12-29-67
CHRISTMAS MILIL SITE NO, 13 1-19-68
CHRISTMAS MILL SITE NO. 14 1-19-68
CHRISTMAS MILL SITE NO. 15 1-22-68
CHRISTMAS MILL SITE NO. 16 1-22-68
CHRISTMAS MILL SITE NO. 17 1-22-68
CHRISTMAS MILL SITE NO. 18 1-22-68
CHRISTMAS MILIL SITE NO. 19 1-19-68
CHRISTMAS MILI. SITE NO. 20 1-19-68
CHRISTMAS MILL SITE NO. 21 12-29-67
CHRISTMAS MILL SITE NO, 22 12-29-67
CHRISTMAS MII1. SITE NO. 23 1-4-68

Mining district Deanar County Gila

Section ?1}1‘. 1 8%Township Range Meridian Survey under order dated

Unsur. 19°2’ 20l South 16 East Gila and Salt River March L, 1968

Survey com?enced ssavg completegB N?I‘n:l‘ea % l\slhxietah gggeyox







MINERAL SURVEY NO. L669

NAME OF LOCATION

CHRISTMAS MILL SITE NO. 2L
CHRISTMAS MILL SITE NO. 25
CHRISTMAS MILL SITE NO. 26
CHRISTMAS MILI SITE NO. 27
CHRISTMAS MILL SITE NO. 28
CHRISTMAS MILL SITE NO. 29
CHRISTMAS MILL SITE NO. 30
CHRISTMAS MILL SITE NO. 31
CHRISTMAS MILL SITE NO. 32
CHRISTMAS MILL SITE NO. 33
CHRISTMAS MILL SITE NO. 3k
CHRISTMAS MILL SITE NO. 35
CHRISTMAS MILL SITE NO. 36
CHRISTMAS MILL SITE NO. 37
CHRISTMAS MILL SITE NO. 38
CHRISTMAS MILL SITE HD. 39
CHRISTMAS MILL SITE NO. LO
CHRISTMAS MILL SITE NO. L1
CHRISTMAS MILL SITE NO. L2
CHRISTMAS MILL SITE NO. 43
CHRISTMAS MILL SITE NO. Ll
CHRISTMAS MILL SITE NO. 45
CHRISTMAS MILL SITE NO. L6
CHRISTMAS MILL SITE NO. L47
CHRISTMAS MILL SITE NO. L8
CHRISTMAS MILL SITE NO. L9
CHRISTMAS MILL SITE NO. 50
CHRISTMAS MILL SITE NO. 51
CHRISTMAS MILL SITE NO. 52
CHRISTMAS MILL SITE NO. 53
CHRISTMAS MILL SITE NO. 5k
CHRISTMAS MILL SITE NO. 55

Cont'd on page 3

Page 2 of 5

Located

1-3-68
1-3-68
12-29-67
12-29-67
1-19-68
1-19-68
1-22-68
1-22-68
1-22-68
1-22-68
1-19-68
1-19-68
12-29-67
12-29-67
1-3-68
1-3-68
1-5-68
1-5-68
1-18-68
1-5-68
1-5-68
1-3-68
1-3-68
12-29-67
12-29-67
1-19-68
1-19-68
1-22-68
1-22-68
1-22-68
1-22-68
1-19-68
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MINERAL SURVEY NO. h669 Page 3 of 5

NAME OF LOCATION Located
CHRISTMAS MILL SITE NO. 56 1-19-68
CHRISTMAS MILL SITE NO. 57 12-28-67
CHRISTMAS MILL SITE NO. 58 12-28-67
CHRISTMAS MILL SITE NO. 59 1-2-68
CHRISTMAS MILL SITE NO. 60 1-2-68
CHRISTMAS MILL SITE NO. 61 1-5-68
CHRISTMAS MILL SITE NO. 62 1-5-68
CHRISTMAS MILL STIE NO. 63 1-18-68
CHRISTMAS MILL SITE NO. 6L 1-18-68
CHRISTMAS MILI, SITE NO. 65 1-5-68
CHRISTMAS MILIL SITE NO. 66 1-5-68
CHRISTMAS MILL SITE NO. 67 1-2-68
CHRISTMAS MILL SITE NO. 68 1-2-68
CHRISTMAS MILL SITE NO. 69 12-28-67
CHRISTMAS MILL SITE NO. 70 12-28-67
CHRISTMAS MILL SITE NO. T1 12-28-67
CHRISTMAS MILL SITE NO, 72 12-28-67
CHRISTMAS MILL SITE NO. 73 1-2-68
CHRISTMAS MILL SITE NO. 7h 1-2-68
CHRISTMAS MILL SITE NO. 75 1-5-68
CHRISTMAS MILL SITE NO. 76 1-5-68
CHRISTMAS MILL SITE NO. 77 1-18-68
CHRISTMAS MILL SITE NO. 78 1-18-68
CHRISTMAS MILL SITE NO. 79 1-5-68
CHRISTMAS MILL SITE NO. 80 1-5-68
CHRISTMAS MILL SITE NO. 81 1-2-68
CHRISTMAS MILL SITE NO. 82 1-2-68
CHRISTMAS MILL SITE NO. 83 12-28-67
CHRISTMAS MILL SITE NO. 84 12-28-67
CHRISTMAS MILL SITE NO. 85 12-28-67
CHRISTMAS MILL SITE NO. 86 12-28-67
CHRISTMAS MILL SITE NO. 87 1-2-68

Cont'd on page L
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MINERAL SURVEY NO. L4669

NAME OF LOCATION

CHRISTMAS MILL SITE NO. 88
CHRISTMAS MILL SITE NO. 89
CHRISTMAS MILL SITE NO. 90
CHRISTMAS MILIL SITE NO. 91
CHRISTMAS MILL SITE NO. 92
CHRISTMAS MILL SITE NO. 93
CHRISTMAS MILL SITE NO. Sk
CHRISTMAS MILIL SITE NO. 95
CHRISTMAS MILL SITE NO. 96
CHRISTMAS MILL SITE NO. 97
CHRISTMAS MIIL SITE NO. 98
CHRISTMAS MILL SITE NO. 99
CHRISTMAS MILL SITE NO. 100
CHRISTMAS MILL SITE NO. 101
CHRISTMAS MILL SITE NO. 102
CHRISTMAS MILL SITE NO. 103
CHRISTMAS MILL SITE NO. 10k
CHRISTMAS MILL SITE NO. 105
CHRISTMAS MILL SITE NO. 106
CHRISTMAS MIIL SITE NO. 107
CHRISTMAS MILL SITE NO. 108
CHRISTMAS MILL SITE NO. 109
CHRISTMAS MILL SITE NO. 110
CHRISTMAS MILL SITE NO, 111
CHRISTMAS MILL SITE NO. 112
CHRISTMAS MILL SITE NO. 113
CHRISTMAS MILL SITE NO. 11k
CHRISTMAS MILL SITE NO. 115
CHRISTMAS MILL SITE NO. 116
CHRISTMAS MILL SITE NO,. 117
CHRISTMAS MILL SITE NO. 118
CHRISTMAS MILL SITE NO. 119

Cont'd on page 5

Page L of 5

Located

1-2-68
1-5-68
1-5-68
1-16-68
1-16-68
1-16-68
1-16-68
1-5-68
1-5-68
1-9-68
1-9-68
1-16-68
1-16-68
1-16-68
1-16-68
1-9-68
1-9-68
1-9-68
1-9-68
1-16-68
1-16-68
1-16-68
1-16-68
1-16-68
1-16-68
1-9-68
1-9-68
1-9-68
1-9-68
1-16-68
1-16-68
1-16-68
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MINERAL, SURVEY NO. L4669

NAME OF LOCATION

CHRISTMAS MILL SITE NO. 120
CHRISTMAS MILL SITE NO. 121
CHRISTMAS MILL SITE NO. 122
CHRISTMAS MILL SITE NO. 123
CHRISTMAS MILL SITE NO. 124
CHRISTMAS MIIL SITE NO. 125
CHRISTMAS MILL SITE NO. 126
CHRISTMAS MILL SITE NO. 127
CHRISTMAS MILL SITE NO. 128
CHRISTMAS MIIL SITE NO. 129

CHRISTMAS MILL SITE NO, 130

1-11-68
1-11-68
1-16-68
1-16-68
1-9-68
1-9-68
1-9-68
1-9-68
1-10-68
1-11-68
1-11-68

Page 5 of 5

Located






Form 9180-21
(November 1967)

.SURVEY NO. L4669

1.

FEET

This survey was made with a W, & L. E.
Gurley transit, No. 57289, with horizontal
limb 6% ins. diam., having two double opposite
verniers, and full vertical circle 5 ins. diam.,
having one double vernier; the horizontal ver~
niers read to 30 secs. of arc, the vertical
vernier reads to one minute of arc; the eye=
piece is equipped with a colored shade set in
the dust shutter for making direct observations
upon the sun. The instrument was in good con-

| dition at the time of the survey and all ad-
| Justments were in good order,

. A1l azimuths in this record were determined
by the method of deflection angles referred to
the meridian determined by the following ob-

. servations

May 31, 1968, at Cor, No. 1 of the CHRIST-
MAS. MITL STE NO. 106, in latitude 33° O4' 16"
N., and longitude 110° 4l4' 35" W., I make a
series of six altitude observations upon the
sun for azimuth at appreximately equal time
intervals, three each with the telescope in
direct and reversed positions, observing oppo-
site limbs of the sun, and reading the horizon-
tal angles from a reference point approximately
3000 ft. northward clockwise to the sun.

.Mean time of observation,. L:h7 p.m.

105th meridian, standard time=

Declination of sun at mean time

of observation = 22° 02' O7" N|
Mean observed vertical angle
tp sun's center = 30° L6 L

Mean horizontal, angle from
reference point to sun's
center, turned clockwise
and to the right to the
sun's center = 277° 38! Lo
True bearing to reference point =
N. 0° 00' Li* E|
The lines were measured with a Lufkin steel
tape 500 feet in length, graduated every foot
for 500 ft., with an added foot on the zero
end graduated in tenths and hundredths; the
tape was compared with a standard 100,00 f+%.
Invar tape at the time of begimning of the
survey and found correct.
All lines and connections of this survey
were run by direct methods.
The magnetic declination observed at each
corner of the survey gave a uniform value of
13° 30! E.

~ SURVEY NO. L669

CHRISTMAS MILL SITE NO, 1

At Cor. No. 1 of the CHRISTMAS MILL SITE NO. 1,
identical with Cor. No. I of the CHRISTMAS
MILL SITE NO. 6 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 15

ins, in the ground and in a concrete base,
with brass cap mkd. CM 1-1-4669 and CM 6-l4-
116695 from which

(This forin bound on left side)



(%]

.SURVEY NO. L4669

FEET

20,63

600,27

362.58

270

585.23 |

600.28

362,61

The % sec., cor. of secs. 16 and 17, T« L.
S., R. 16 Eu, G. & S, R, Mo, bears S,
2° 191 25" W,,.823,80 ft. dist., an iron
post 1 in, diam., 12 ins. above ground,
firmly set, with brass cap marked as
described in the official record.

Thence N, 89° 54t 30" W,

Intersect the line bet. secs, 16 and 17, at a
point from which the % sec. cor. of secs.
16 and 17 bears S. 0° 53' 17" W,, 823.24 ft.
dist., previously described.,

Cor. No, 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 2, Cor. No. 4 of the
CHRISTMAS MILL SITE NO. 5, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 6 of this survey.

Set an iron post 2 ft. long, 1 ins,. diam,.,

14 ins. in the ground and in a concrete base,
with brass cap mkd, CM 1-2-4669, CM 2-1-
L4669, CM 5-4=L669, and CM 6-3-L669.

Thence N, 0° 00* 25" E,

Cor. No. 3, identicalwith Cor. No. 4 of the
CHRISTMAS MILL SITE NO. 2 of this survey,

Set an iron post 2 ft. long, 1 ins. diam.,
12 ins. in the ground and in a concrete
base, with brass cap mkd. CM 1-3-4669 and
CM 2-L-h669.

Thence S. 89° 54t LO" E,

Center local drainage, 12 ft. wide, course
North,

Intersect the line bet. secs. 16 and 17 at a
point from which the % sec. cor. of secs.
16 and 17 bears S, 0° 53' 17" W., 1,185.88
ft. dist.

Cor., No. L.

Set an iron post 2 ft. long, 1 ins, diam.,
14 ins, in the ground and in a concrete base,
with brass cap mkd, CM 1-4-4669; from which

A granite rock in place, 12 x 26 ins.,

6 ins. above ground, bears S. 80° L43' W.,
35.17 ft. dist., mkd. X B R - CM 1-4-L669
on north face.

A granite rock in place, 19 x 20 ins.,
5 ins.. above ground, bears S. 18° 28! E.,
50017 ft. dist., Tnkd.' X B R - CM 1"')4"‘)4669
on north face.

Thence S. 0° 00' 32% W,

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 2

GPO 839-788




Form 9180-21
(November 1967)

SURVEY NO. L4669 3.

FEET

600055

362.61

362.58

601.05

360.95

Beginning at Cor. No. 1 of the CHRISTMAS MILL S

" NO: 2, identical with Cor. No. 2 of the CHRIST-
MAS MILL SITE NO. 1, Cor. No. li of the CHRI
MILL SITE NO. 5, and Cor. No. 3 of the CHRISTMAS
MILL SITE NO., 6 of this survey; from which

The % sec. cor. of secs. 16 and 17 bears
S. 34° 31 26" E., 1,000,23 ft. dist.,
previously described. ’
Thence S. 89° L7' LS" W.
Cor. No. 2, identical with Cor. No. L of the
CHRISTMAS MILL SITE NO. L and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 5 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 13
ins. in the ground and in a concrete base,
with brass cap mkd. CM 2-2-4669, GM hL-L-L669,
and GM 5-3-L669.

Thence N. 0° 00* 16" E.

Cor. NO. 30

Set an iron post, 2 ft.-long, 1 ins, diam., 13
ins, in the ground and in a concrete base,
with brass cap mkd. Q1 2-3-4669.

Thence N. 89° 47' 55" E.,

Cor. No. L, -identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 1.

Thence S, 0° 00' 25" W,

Cor, No. 1, and place of begimnning,

CHRISTMAS MILL SITE NO. 3

At Cor. No. 1 of the CHRISTMAS MILL SITE NO. 3,
identical with Cor. No. 2 of the CHRISTMAS MILL
SITE NO. li, Cor. No. 3 of the CHRISIMAS MILL
SITE NO. 9, and Cor. No. L4 of the CHRISTMAS
MILL SITE NO. 10 of this swrvey.

Set an iron post 2 ft. long, 1 ins, diam., 1l ins;
in the ground and in a concrete base, with bras
cap mkd. CM 3-1-14669, CM L-2-4669, 9-3-4669, anh
10-4-4669; from which

The % sec. cor. of secs. 16 and 17 bears S.
75° 23% 10 E., 1,826.39 £t. dist.,
previously described.

Thence S. 89° 05' 02" W,

Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 10 of this survey.

Set an iron post 2 ft. long, 1 ins. diam., 12
ins. in the ground and in a concrete base, with
brass cap mkd. CM 3-2-14669 and CM 10-3-L4669.

Thence N. 0° 00! 10" E,

Cor. No. 3.

(This form bound on left side)




. SURVEY NO. L4669 k.

FEET

. 290

601 .14

362,51

Set, an iron post, 1 ins. diam., 2 £t. long, 13
ins. in the ground and in a concrete basej
with brass cap mkd. (M 3-3-4669.

Thence N. 88° 55! 57" E,

Cersn;.er local drainage, 6 ft. wide, course N.

We

Cor. No. L, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. L of this survey.

Set an iron post, 2 ft. long, 1 ins. diam.,
12 ins. in the ground and in a concrete base,
nggh brass cap mkd. CM 3-L-4669 and M L-3-
9. :

Thence S. 0° 00' S4" W.
Cor. No, 1, and place of beginning,

256
599.85
362.54 .

280
599.79

CHRISTMAS MILL SITE NO. L

.|At Cor. No. 1 of the CHRISTMAS MILL SITE NO. L,

identical with Cor. No. 2 of the CHRISTMAS
MILL SITE NQ. 5, Cor. No. 3 of the CHRISTMAS
MILL SITE NO. 8, and Cor. No. L4 of the CHRIST-
MAS MILL SITE NO. 9 of this survey.

Set_an iron post, 2 ft. long, 1 ins. diam.,
15 ins. in the ground and in a concrete base,
with brass cap mkd., CM L-1-4669, CM 5-2-4669,
CM 8-3-4669, and CM 9-L4-4669; from which

The % sec. cor. of se¢s. 16 and 17 bears
S. 68° 30' 57" E., 1,254.62 f£t. dist.,
previously described.
Thence N. 89° 521 331 W,
Centerline of road, bears N. 60° E. and S. 60° W.
Cor. No. 2, idemntical with Cor. No, 1 of the
CHRISTMAS MILL SITE NO. 3, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 9, and Cor. No. L
of the CHRISTMAS MILL SITE NO. 10 of this
survey.
Thence N. 0° 00' 54" E.

Cor. No. 3, identical with Cor. No. L of the
CHRISTMAS MILL SITE NO. 3 of this survey.

Thence S. 89° 51t 58" E.
Center local drainage, 8 ft. wide, course North.
Cor. No. li, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 2 and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 5 of this survey.

Thence S. 0° 00' 16" W,

GPO B39-+785
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SURVEY NO. L4669

FEET

207

362.h4l

90
600.'53

155,00

362,59

. Centerline of road, bears N, 75° E., and S. 75°

. Cor. No. 1, and place of beginning

W

Set an iron post 2 ft.Jong, 1 ins. diam., 14 ins|

3624k

600,55

CHRISTMAS MILL SITE NO. 5

At Cor. No. 1 of the CHRISTMAS MILLSITE NO. 5,
identical with Cor. No,.. 2 of the CHRISTMAS
MILL SITE NO. 6, Cor. No. 3 of the CHRISTMAS
MILL SITE NO. 7, and Cor. No. k4 of the CHRIST-
MAS MILL SITE NO. 8 of this survey.

in the ground and in a concrete base, with brasg
cap mkd. CM 5-1-U4669, CM 6-2-4669, 7-3-U4669,
and CM 8-L4-L4669; from which

. The % sec. cor. of Secs. 16 and 17 bears
S. 50° 51t 120 E., 731.01 £t, dist.,
previously described.

Thence S. 89° L48' 36" W.
Centerlme of road, bears N, 15° W, and 8. 15° E

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. L, .Cor. No..3 of the
CHRISTMAS MILL SITE NO. 8, and Cor. No. L4 of
the CHRISTMAS MILI, SITE NO. 9.of this survey.

Thence N. 0° 00! 16"E,

Centerline of road, bears N. 75° E, and S. 75° W

Cor. No. 3, identical with Cor. No. 2.of the
CHRISTMAS MILL SITE NO, 2, and Cor. No. L of
the CHRISTMAS MILL SITE NO, L4 of this survey.

Thence N, 89° L47' 45" E,

Cor. No. L,.identical with Cor. No, 2 of the
CHRISTMAS MILL SITE NO. 1, Cor. No. 1 of the
CHRISTMAS MILL SITE NO., 2, and Cor, No. 3 of
the CHRISTMAS MILL SITE NO. 6 of this survey,

- Thence S. 0° 00' 25" W,

Cor. No. 1, and place of beginning.

| At Cor. No. 1.of the CHRISIMAS MILL SITE NO. 6,

CH'RISI‘MA.S l\ﬂLL SITE NO. 6

identical with Cor. No. 4 of the CHRISTMAS
MILL SITE NO. 7 of this survey.

Set an iron post 2 ft. long, 1 ins, in diam.,
16 ins., in the ground and in a concrete base,
with brass cap mkd. CM 6-1 -h669 and CM 7-4-
L669; from which

The % sec. cor., of secs, 16 and 17 bears
Se. 4° 08' 25" W., L461.73 ft. dist.,
previously described,

(This forin bound on left side)



SURVEY NO. 4669

FEET

26,20

230

600,26

362,59

579.6L

600,27

230

362.60.

3.77

560

Center of dry wash,40 ft. wide, course N, 30° E,

Cor. No. L, identical with Cor. No. 1 of the

Thence N. 89° 54t 27" W,

Intersect the line bet, secs, 16 and 17 at a
point from which the % sec.. cor. of. secs. 16
and 17 bears S, 0° 53' 17" W,, L60.61 ft.
dist,, previously described.

Cor, No.. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 5, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 7, and Cor. No. k4 of
the CHRISTMAS MILL SITE NO. 8 of this survey.

Thence N. 0° 00! 25% E,

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 1, Cor, No. 1 of the
CHRISTMAS MILL SITE NO. 2, and Cor, No. L4 of
the CHRISTMAS MILL SITE NO. 5 of this survey.
| " Thence S. 89° 54' 30" E.

Intersect the line bet. secs., 16 and 17 at a
point from which the % sec. cor. of secs. 16

and 17 bears S, 0° 53' 17" W,, 823.2,4 ft. dist}

CHRISTMAS MILL SITE NO. 1 of this srvey.
oy Thence S. 0° 00! 32! W,

Center of dry wash, 30 ft. wide, course N,
80° E. .

Cor, No. 1, and place of beginning.

_Intersect the line bet. secs. 16 and 17 at a

CHRISTMAS MILL SITE NO. 7

At Cor, No. 1 of the CHRISTMAS MILL SITE NO. 7,
identical with Cor. No. 1 of the CHRISTMAS
MILL SITE NO. 16 of this survey.

Set_an iron post, 2 ft. long, 1 ins. diam., 12
ins. in the ground and in a concrete base,
with brass cap mkd, CM 7-1-L4669 and G4 16-1-
L669; from which

The % sec. cor. of secs. 16 and 17 bears
Se. 18° 47" W., 103.38 ft. dist., previousi]
described.
Thence N, 89° 54t 02" W,
point from which the % sec. cor. of secs. 16

and 17 bears S, 0° 53! 17" W., 97.94 ft. dist.

Water line of storage le;ke; shore bears N. 70°
E. and S. 70° W.

i
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Te

FEET

600,25

160

370.26

57h.06
600.26

362 .65

. 180

252
600,51

362.58

Cor. No. 2, identical with Cor. Nos. 1 of the
CHRISTMAS MILL SITE NO. 8 and of the CHRIST-
MAS MILL SITE NO. 15, and with Cor. No. L
of the CHRISTMAS MILL.SITE NO. 16 of this
survey.

This corner falls in a reservoir where a
monument cannot be preserved, witnessed
S. 0° 00! 25" W,, 53. 07 ft. dist., herein-
+after described.

Thence N, 0° OO' 25"

Water line of storage lake; shore bears N,
hso E and S, ,450 W,

Cor. No., 3, identical with Cor. No, 1 of the
CHRISTMAS MILL SITE NO. 5, Cor. No..2 of
the CHRISTMAS MILIL SITE NO. 6, and Cor. No.
li of the CHRISTMAS MILL SITE NO. 8 of this
survey. d

Thence S. 89° sl 2 E,

Center of dry wash, LO ft. wide, course N.
30° E.

Intersect the line bet. secs. 16 and 17 at a
point from which the % sec. cor. of. secs.
16 and 17 bears S. 0° 53" 17" W., 460.61
ft. distc

Cor. No. ki, identical with Cor. No. 1 of
CHRISTMAS MILL SITE NO. 6 of this survey.

Thence S, 0° 00' 32" W,

. Cor. No. 1, and place of beginning.

CHRISTMAS MTLL SITE NO. 8

Beginning at Cor, No. 1 of the CHRISTMAS
MILL SITE NO, 8, identical with Cor. No. 2
. of the CHRISTMAS MILL SITE NO., 7, Cor. No.
1 of the CHRISTMAS MILL SITE NO. 15, and
Cor. No. 4 of the CHRISTMAS MILL SITE NO.
16 of this .survey.

This corner falls in a.reseryoir where a mon-
ument. cannot be preservéd, witnessed S. Q°
00* 25" 'W., 53.07 ft. dist., hereinafter
described.

From the true point for Cor, No. 1,

The % sec. cor. of sécs. 16 and 17
bears S. 80° 06' 14" E., 575.52 ft,
dist., previously described.

Thence S. 89° 48 33" W,

Water line of storage lake; shore bears N.
45° E, and S. L45° W,

Centerline of road, bears N. hS‘ E. and S. 45° W

Cor, No, 2, 1dent1cal with Gor. Nos. .1 of the
CHRISTMAS MILL SITE NO. 9 and of the CHRIST-
MAS MILL SITE NO. 14, and Cor. No. 4 of the

(This form bound on left side)
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. SURVEY NO. L4669

8,

FEET

362.59

510,53

600,53

202.58

362,58

599.92

. 279

362,59

.CHRISTMAS MILL SITE NO. 15.of this survey.

Set an iron post, 2 ft. long, 1 ins. diam.,

. 15 ins. in the ground, and in a concrete
base, with brass cap mkd. CM 8-2-L669
CM 9-1-L669, CM 14=-1-4669, and CM 15-L-4669.

Thence N, 0° 00' 16" E,

Cor. No. 3 s id.entical with Cc‘>r. No. 1 of the
CHRISTMAS.MILL SITE NO. L4, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 5, and Cor. No. 4 of
the CHRISTMAS MTLL SITE NO. 9 of this survey.

Tﬁence N; 89° L8t 36" E,

_Centerline of road, bears N. 15° W, and S. 15°

E.

Cor. No, L, identical with Cor. No. 1 of the
CHRISTMAS MILI, SITE NO. 5, Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 6, and Cor. No.
3 of the CHRISTMAS MILL SITE NO, 7 of this
survey.

Thence S. 0° 00' 25" W,

Water line of storage lake; shore beai‘s N.
L45° E., and S. L5° W.

Cor. No. 1,and place of beginning.

CHRISTMAS MILL SITE NO. 9

Begimning at Cor. No., 1 of the CHRISTMAS MILL
SITE NO. 9, identical with Cor. No.. 2 of the
CHRISTMAS MILL SITE NO. 8, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 1k, and Cor. No. k4 of

. the CHRISTMAS MILIL SITE NO. 15 of this survey;
from which

The % sec. cor. of secs, 16 and 17 bears
S. 85° 15 17" E,, 1,171.49 ft. dist.,
previously described,

Thence N. 8§° 52-' 33" W,

Cor, No.:2, identical with Cor. Nos. 1 of the
CHRISTMAS MILL SITE NO. 10 and of the CHRIST-

. MAS MILL SITE NO. 13, and Cor. No. L4 of the
CHRISTMAS MILL SITE NO. 14 of this survey.

Set an iron post, 3 ft. long, 1 ins, diam,,
15 ins. in the ground and in a concrete base,
with brass cap mkd. CM 9-2-4669, CM 10-1~
4669, CM 13-1-L669, and CM 1h-L-U669.

Thence N, 0° 00t si* E,

Centerline of road, bears S. 80° E, and N. 80°
W, : . ’

Cor. No. 3, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 3, Cor. No, 2 of the
CHRISTMAS MILL SITE NO. 4 and Cor. No. L of

GPO 839-788
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Fe

FEET

343.85
599.85

362.59

566
600.9L

361.00

601.05

83.59

362,59

the CHRISTMAS MILL SITE NO. 10.of this survey.

Thence S. 89° 52! 33% E.

Centerline of road, bears N. 60° E. and S. 60° W,

Cor. No. L, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO., L, Cor. No. 2 of the
CHRISTMAS MILL SITE NOs; 5, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 8 of this survey.

Thence S. 0°.00' 16" W,

Gor., No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 10

| Beginning at Cor. No. 1 of the CHRISTMAS MILL

SITE NO. 10, identical with Cor. No, 2 of
the CHRISTMAS MILIL SITE NO. 9, Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 13, and Cor. No.
li of the CHRISTMAS MILL SITE NO. 14 of this
survey; from which

The % sec. cor. of secs. 16 and 17 bears
S. 86° 4o tOn E., 1,770.12 ft. dikt.,
previously described.

Thence S. 89° 14' O7" W.
Centerline of road, bears N. 10° E. and S. 10° W.

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. }2 and Cor. No. L
of. the CHRISTMAS MIIL SITE NO. 13 of this
survey.

Set an iron post, 2 ft. long, 1 ins,., in diam.,
‘14 ins. in the ground and in a concrete base,
with brass cap mkd. CM 10-2-4669, CM 12-1-
U669, and CM 13-L-L669.

Thence N. 0° 00! 10" E.

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILIL SITE NO. 3 of this survey.

Thence N. .89°. 05'- o2" E,

Cor, No. li, identical with Cor. No. 1 of the
CHRISTMAS MILIL SITE NO. 3, Cor. No, 2 of
the CHRISTMAS MILI SITE NO. ).L, and Cor. No.
3 of the CHRISTMAS MILL SITE NO. 9. of this
survey. !

Thence S. 0° 00' 54" W.

Centerline of road, bears S. 80° E. and N.
80° W.

Cor. No. 1, and place of begimning.

(This form bound on left side)
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.SURVEY NO. 4669 10,

FEET

335

363.00

25
600.75

270

362,00

75

| Set an iron post, 2 ft. lang, .1 ins. diam., 13

CHRISTMAS MILL SITE 8O. 11

At Cor. No.1 .of the CHRISTMAS MILL SITE NO. 11,
identical with Cor. No. 4 of the CHRISTMAS
MILL SITE NO. 12 of this survey.

. ins., in the ground, with brass cap mkd.
CM 11-1=4669 and CM 12-4-4669; from which

The % sec. cor. of secs. 16 and 17 bears
S. 88° 02! 22" E., 2,969.56 ft. dist.,
previously described.

Thence S. 0° 00! 30" W.

Centerline of road, bears N. 50° E. and S.
50° W.

Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 12, Cor. No. 4 of
the CHRISTMAS MILL SITE NO. 21, and Cor. No.
1 of the CHRISTMAS MILL SITE NO. 22.of this
survey.

Set an iron post, 2 ft. long, 1 ins. diam., 12
-ins. in the.ground and in a concrete base
with brass cap mkd., CM.11-2-4669, CM 12-3-
L4669, CM 21-4-4669, and CM 22-1-4669.

Thence S. 89° 52 30" W.
Centerline of road, bears N. 40° E. and S. 4O° W,

Cor. No. 3, ddentical with Cor. No. 4 of the
CHRISTMAS MILL SITE NO. 22 and Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 23 of this survey.

Set an iron post, 2 ft. long, 1 ins., diam.,
13 ins. in the ground and in a concrete base,
with brass cap mkd. CM 11-3-4669, CM 22-L-
L1669 and CM 23-1-U4669.

Thence N. 0° 00' Lh" W,

Center of local drainage, 10 ft. wide, course
East,

Cor. No. L.

Set an iron post, 2 ft. long, 1 ins, diam.,
1L ins. in the ground and in a concrete base,
with brass cap mkd. CM 11-L4-4669; from which

A granite rock in place, 16 x 16 ins.,
12 ins. above ground, bears S. 30° 2i' E.,
23.46 ft. dist., mkd. X BR - (M 11-L~
4669 on nortmwest face.

A granite rock in place, 22 x 15 ins.,
10 ins. above the ground, bears N,
81° 15' E., 22.29 ft. dist., mkd.
X BR - CM 11-4-14669 on southeast face.

Thence N. 89° 46" 47" E,

Center of local drainage, 10 ft. wide, course
N. 10° W,

GPO 839-785
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11,

FEET

600.88

110

361.06

599.6kL

28
363.00

599.65

Cor. No. 1, and place of beginning.

CHRISTMAS MILI SITE NO. 12

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 12, identical with Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 10 and Cor. No.
i of the CHRISTMAS MILL SITE NO. 13 of this
survey; from which

The % sec. cor. of .secs. 16 and 17 bears
S. 87° L9' 09" E., 2,370.00 ft. dist.,
previously described.

Thence S. 0° 00! 10" W.

Centerline of road, bears N. L45° E. and S.

L5° wW. -

Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 13, Cor. No. L4 of
the CHRISTMAS MILL SITE NO. 20, and Cor. No.
1 of the CHRISTMAS MILL SITE NO. 21 of this
Surveye.

Set an iron post, 2 ft. long, 1 ins. diam.,
15 ins. in the ground, and in a concrete
base, with brass cap mkd. CM 12-2-4669,

CM 13-3-4669, CM 20-4-4669 and CM 21-1-U4669.

Thence N. 89° 05! L6" W.
Cor. No., 3, identical with Cor. No, 2 of the
CHRISTMAS MILL SITE NO. 11, Cor. No. L of
the CHRISTMAS MILI SITE NO. 21, and Cor. No.
1. of the CHRISTMAS MILL SITE NO. 22 of this
survey.
Thence N. 0° 00* 30" E.
Centerline of road, bears N. 50° E. and S. 50° W

Cor. No. L, identical with Cor. No. 1 of the
CHRISTMAS MIIIL SITE NO. 11 of this survey.

Thence S. 88° 5}' 38" E.

Cor. No. 1, and place of beginning.

CHRISTMAS MILLI. SITE NO. 13

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 13, identical with Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 9, Cor. No. 1
of the CHRISTMAS MILL SITE NO. 10, and Cor.
No. 4 of the CHRISTMAS MILL SITE NO. 1l of
this survey.

Thence S. 0° 00' 54" W,

Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 1L, Cor. No. L4 of
the CHRISTMAS MILIL SITE NO. 19, and Cor. No.
1 of the CHRISTMAS MILL SITE NO. 20 of this
SUrvey.

(This form bound on left side)
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SURVEY NO. L4669

FEET

600.85 |

251.06

361.06

3h.5k

600.9)

200

362,58

174

599.99

Set an iron post, 2 ft. long, 1 ins. diam.,
13 ins. in the ground and in a concrete base,
with brass cap mkd. CM 13-2-4669, CM 14-3-
4669, CM 19-L-4669, and CM 20-1-L669.

. Thence S. 89° 22' 45" W,

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MIILL SITE NO. 12, Cor. No. L of
the CHRISTMAS MILL SITE NO. 20, and Cor. No.
1 of the CHRISTMAS MILL SITE NO. 21 of this
survey.

Thence N. 0° 00' 10" E.

. Centerline of road, bears N. 45° E, and S.

L5° W.

Cor. No. L, identical with Cor. No. 2 of the
CHRISTMAS MILI SITE NO. 10 and Cor. No, 1
of the CHRISTMAS MILL SITE.NO. 12 of this
survey.

Thence N. 89° 14! O7" E.

Centerline of road, bears N. 10° E. and S.
10° W, .

Cor. No. 1,and place of.beginning.

CHRISTMAS MILL SITE NO. 1L

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 1L, identical with Cor. No. 2 of
the CHRISTMAS MILL SITE NO. &, Cor. No. 1
of the CHRISTMAS MILL SITE NO. 9, and Cor.
No. L of the CHRISTMAS MILL SITE NO. 15 of
this survey.

Thence S. 0° 00' 16" W,

Center of dry wash, 30 ft. wide, course N.
75° E.

Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 15, Cor. No. L of
the CHRISTMAS MILL SITE NO. 18, and Cor. No.
1 of the CHRISTMAS MILL SITE NO. 19 of this
survey.

Set an iron post, 2 ft. long, 1 ins. diam.,
1L ins. in the ground and in a concrete
base, with brass cap mkd. CM 14-2-L669, CM
15-3-1669, CM 18-14-L669, and CM 19-1-L669.

Thence N. 89° 52! 27" W.

Center of dry wash, LO ft. wide, course N.
45° E.

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 13, Cor. No. L4 of
the CHRISTMAS MILL SITE NO. 19, and Cor. No.
1 of the CHRISTMAS MILL SITE NO. 20 of
this survey.

GPO 839-785%5
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13.

FEET

362.57

599.92

L1

53.07

105

362-59

600.49

162,58

362,58

Thence N. 0° 00' 54" E,

Cor. No. L, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 9, Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 10, and Cor. No.
1 of the CHRISTMAS MILIL SITE NO. 13 of this
survey.

Thence S. 89° 52! 33" E,

Cor. No. 1,and place of beginning.

CHRISTMAS MILL SITE NO. 15

Begimming at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 15, identical with Cor., No. 2 of
the CHRISTMAS MILL SITE NO. 7, Cor. No, 1
of the CHRISTMAS MILL SITE NO. 8, and Cor.
No. l} of the CHRISTMAS MILL SITE NO. 16 of
this survey.

This corner falls in a reservoir where a mon-
ument cannot ne preserved.
Thence S. 0° 00' 25" W,

Water line of storage lake; shore bears N.
L45° E. and S. L45° W.

A point selected for witness Cor, No. 1.

Set an iron post, 2 ft. long, 1 ins. diam.,
15 ins. in the ground and in a concrete
base, with brass cap mkd. WC-CM 15-1-4669,
CM 8-1-U4669, CM 7-2-L4669, and CM 16-L-4669.

Centerline of road, bears East and West.

Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 16, Cor. No. L of
the CHRISTMAS MILIL SITE NO. 17, and Cor,
No. 1 of the CHRISTMAS MILL SITE NO. 18 of
this survey.

Set an iron post, 2 ft. long, 1 ins. diam.,
15 ins. in the ground and in a concrete
base with brass cap mkd. CM 15-2-4669,

CM 16-3-4669, CM 17-4-1669, and CM 18-1-4669.

Thence S. 89° L8' 36" W,

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 14, Cor. No. L4 of
the CHRISTMAS MILL SITE NO. 18, and Cor. No.
1 of the CHRISTMAS MILL SITE NO. 19 of this
survey.

Thence N. 0° 00' 16" E,

Center of dry wash, 30 ft. wide, course N.
75%:E.

Cor. No. L, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 8 and Cor. Nos. 1
of the CHRISTMAS MILL SITE NO, 9 and of the
CHRISTMAS MILL SITE NO. 1l of this survey.

(This [orm bound on left side)
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SURVEY NO. L1669 1.

FEET

- Thence N. 89° 48' 33" E.

348.51°| ‘Centerline of road bears N: L5° E. and S.
‘ L5 W.

1120.51 Waterline of storage lake; shore bears
N. L45° E. and S. L5° W.

600.51 Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 16

Beginning at Cor. No. 1 of the CHRISTMAS
MILL SITE NO. 16, identical with Cor. No.
1 of the CHRISTMAS MILL SITE NO. 7 of
this survey. .

Thence S. 0° 00' 32" W.

362.62 Cor. No. 2, identical with Cor. No. 1 of
the CHRISTMAS MLL SITE NO. 17 of this survey}

Set an iron post, 2 ft. long, 1 ins. diam.,
12 ins. in the ground and in a concrete
base, with brass cap mkd. CM 16-2-L669
and CM 17-1-L4669.

Thence N. 89° 53t g2n W,

30.43 Intersect the line bet. secs. 16 and 17 at
' a point from which the % sec. cor. of
secs. 16 and 17 bears N. 0° 36' 26" W.,

) 26L.72 ft. dist.
528 Centerline of road, bears N. 15° W. and S.
: 15° E.

600.2L Cor. No. 3, identical with Cor. No.-2 of
- the CHRISTMAS MILI SITE NO, 1%, Cor. No.

- I} of the CHRISTMAS MILL SITE NO. 17, and !
Cor. No. 1 of the CHRISTMAS MILL SITE NO.
18 of this survey.

- Thence N. 0° 00' 25" E.
257.59 Centerline of road, bears East and West.

309.52 Witness Corner for Cor. No. L, previously
5 described.

321,59 | - Water line &f storage-lake; shore bears
. : N.-45° E. and S. 45° W.

362.59 Cor. No. li, identical with Cor. No. 2 of
the CHRISTMAS MILL. SITE NO, 7, Cor. Nos.
1 of the CHRISTMAS MILL SITE NO. 8 and of
the CHRISTMAS MILL SITE NO. 15 of this
survey.

This corner falls in a reservoir where a
monument cannot be pregerved.

Thence S. 89° 54' 02" E.

GPO 839-78%5
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15,

FEET

L0.25

568.48

600.25

182
362.63

26.53

81

157

600,22

362.58

Water line of storage lake; shore bears N. 70°
E. and S. 70° W.

Intersect the line bet. secs. 16 and 17 at a
point from which the % sec. cor. of secs.
16 and 17 bears S. 0° 53' 17" W. 97.9L4 ft.
dist.

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 17

- Beginning at Cor. No. 1 of the CHRISTMAS MILL

SITE NO. 17, identical with Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 16 of this
survey; from which

The % sec. cor. of secs. 16 and 17 bears
N. 7° 09" 15" W., 266.83 ft. dist.,
previously described.

Thence S. 0° 00' 32" W.
Power line; bears N. L2° E. and S. L42° W.

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 31 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam.,
12 ins. in the ground and in a concrete
base, with brass cap mkd. CM 17-2-4669 and
CM 31-1-L669.

Thence N. 89° 53t 35n W,

Intersect the line bet. secs. 16 and 17 at a
point- from which the % sec. cor. of secs.
16 and 17 bears N. 0° 36! 26" W., 627.36 ft.

dist., previously described.

Centerline of road, bears N. 50° W. and
S. 50° E.

Power line; bears N. L42° E. and S. 42° W.

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 18, Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 30, and Cor.
No. L4 of the CHRISTMAS MILL SITE NO. 31
of this survey.

Set an iron post, 2 ft. long, 1 ins. diam.,
1} ins. in the ground and in a concrete
base, with brass cap mkd. CM 17-3-L669,
CM 18-2-4669, CM 30-1-4669, and CM 31-L-
1669,

Thence N. 0° 00' 25" E,

Cor. No. li, identical with Cor. No. 2 of the
CHRISTMAS MILI, SITE NO. 15, Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 16, and Cor. No.
1 of the CHRISTMAS MILL SITE NO. 18 of this
survey.

(This forin bound on left side)
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SURVEY NO. L669

16.

FEET

72.24

569.81

600.2L

362.58

600.L8

362.59

600.49

Thence S. 89° 53' 52" E.

Centerline of road, bears N. 15° W. and S. 15°

E.

Intersect the line bet. secs. 16 and 17 at a
point from which the 1 sec. cor. of secs.
16 and 17 bears N. 0° 36' 26" W., 26L.72 ft.
dist., previously described.

Cor. No. 1,and place of beginning.

CHRISTMAS MILL SITE NO. 18

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 18, identical with Cor. No. 2 of
the CHRISTMAS MILI, SITE NO. 15, Cor. No. 3
of the CHRISTMAS MILL SITE NO. 16, and Cor.
No. i of the CHRISTMAS MILI, SITE NO. 17 of
this survey; from which

The % sec. cor. of secs. 16 and 17 bears
N. 65° 03' 35" E., 625.32 ft. dist.,
previously described.

Thence S. 0° 00! 25" W.

Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 17, Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 30, and Cor. No.
Ly of the CHRISTMAS MILL SITE NO. 31 of this
survey .

Thence 5. 89° 48" 32" W,

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO, 19, Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 29, and Cor.
No. L4 of the CHRISTMAS MILL SITE NO. 30
of this survey.

Set an iron post, 2 ft. long, 1 ins. in diam.,
15 ins. in the ground and in a concrete
base, with brass cap mkd. CM 18-3-L669,

CM 19-2-L4669, CM 29-1-4669, and CM 30-L-L669.

Thence N. 0° 00' 16" E.
Cor. No. L, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 14, Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 15, and Cor. No.

1 of the CHRISTMAS MILL SITE NO. 19.of this
survey.

Thence N. 89° L8B! 36" E.

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 19

Beginning at Cor. No., 1 of the CHRISTMAS MILL
SITE NO. 19, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 1L, Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 15, and Cor. No.
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17.

FEET

362.59

438

600.05

362.58

125,99

599.99

L, of the CHRISTMAS MILL SITE NO. 18 of this
survey; from which

The. % sec. cor. of secs. 16 and 17 bears
N. 77° 10" 49" E., 1,197.35 ft. dist.,
previously described.

Thence S. 0° 00' 16" W,

Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILIL SITE NO. 18, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 29, and Cor. No. L of
the CHRISTMAS MILI. SITE NO. 30 of this survey.

Thence N. 89° 52! 23" W.

Center of dry wash, 25 ft. wide, course N.
L5° E.

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 20, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 28, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 29 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 16
ins. in the ground and in a concrete base,
with brass cap mkd. CM 19-3-U4669; CM 20-2-
1,669, CM 28-1-L669, and CM 29-L-L669.

Thence N. 0° 00! 54" E.

Cor. No. L, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 13, Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 14, and Cor. No.
1 of the CHRISTMAS MILL SITE NO. 20 of this
survey.

Thence S. 89° 52' 27" E,

Center of dry wash, 4O ft. wide, course N.
L5° E.

Cor. No. 1, and place of beginning.

362.58

CHRISTMAS MILIL SITE NO. 20

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 20, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO, 13, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 1L, and Cor. No. 4 of
the CHRISTMAS MILL SITE NO. 19 of this survey;
from which

The 4% sec. cor. of secs. 16 and 17 bears
N.2818-229 3 61LpE 2 T BN G fitn e dals b o)
previously described.

Thence S. 0° 00! 54" W.

Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 19, Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 28, and Cor. No.
} of the CHRISTMAS MILL SITE NO. 29 of this
survey.

(This form bound on left side)
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FEET

Thence S. 89° 31' 08" W,

600.76 | Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 21, Cor., No. 1 of

- the CHRISTMAS MILL SITE NO. 27, and Cor. No.
Ly of the CHRISTMAS MILL SITE NO. 28 of this
survey.

Set an iron post, 2 ft. long, 1 ins. in diam.,
12 ins. in the ground anml in a concrete base,
with brass cap mkd. CM 20-3-4669, CM 21-2-
L669, CM 27-1-L669, and CM 28-4-L669.

Thence N. 0° 00* 10" E.

361.11 | Cor. No. L, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 12, Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 13, and Cor. No.
1 of the CHRISTMAS MILL SITE NO. 21 of this
survey. -

Thence N. 89° 22' Li5n E,

600.85 | Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 21

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 21, identical with Cor. No. 2 of
the CHRISTMAS MILL SITE NO, 12, Cor. No. 3
of the CHRISTMAS MILL SITE NO. 13, and Cor.

"No. L of the CHRISTMAS MILI SITE NO. 20 of
this survey; from which

The % sec. cor. of secs. 16 and 17
bears N. 83° 28" 31" E., 2,383.74
ft. dist., previously described.

Thence S. 0° 00" 10" W,

361.11 | Cor. No. 2, identical with Cor. No. 3 of the

CHRISTMAS MILL SITE NO. 20, Cor. No. 1 of the
CHRISIMAS MILL SITE NO. 27, and Cor. No. L4 of
the CHRISTMAS MILL SITE NO. 28 of this survey.

Thence N. 89° 15' 13% W,

599.65 | Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 22, Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 26, and Cor. No.
li of the CHRISTMAS MILL SITE NO. 27 of this
survey.

Set an iron post, 2 ft. long, 1 ins. diam.,
13 ins. in the ground and in a concrete base,
with brass cap mkd. CM 21-3-04669, CM 22-2-
11669, CM 26-1-L669, and CM 27-L-L669.

Thence N. 0° 00' 30" E.

362.76 | Cor. No. L, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO., 11, Cor. No. 3 of

the CHRISTMAS MILL SITE NO. 12, and Cor. No. 1
of the CHRISTMAS MILL. SITE NO. 22 of this
survey.
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599.6L

362.76

585.62

600.62

1h.71

362.25

575.75

Thence S. 89° 05' L6" E.

Cor. No. 1, and place of beginning.

600.75 |

CHRISTMAS MILL SITE NO. 22

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 22, identical with Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 11, Cor. No. 3
of the CHRISTMAS MILL SITE NO. 12, and Cor.
No. 4 of the CHRISTMAS MILL SITE NO. 21 of
this'survey; from which

The % set. cor. of secs. 16 and 17 bears
N. 84° 57' 59" E., 2,979.36 ft. dist.,
previously described.

Thence S. 0° 00' 30" W.

Cor. No.. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 21, Cor. No. 1 of
the CHRISTMAS MILI, SITE NO. 26, and Cor. No.
L, of the CHRISTMAS MILI, SITE NO. 27 of this
survey.

Thence S. 89° 55t 25" W,

Centerline of road, bears N. 60° E. and S.
60° w..

The true point for Cor. No. 3, identical with
Cor. No. 2 of the CHRISTMAS MILL SITE NO. 23,
Cor. No. 1 of the CHRISTMAS MILL SITE NO. 25,
and Cor. No. L of the CHRISTMAS MILL SITE NO.
26 of this survey.

This corner falls on the edge of a gravel road
where a monument cannot be preserved.

Set a temporary point for Cor. No. 3.
Thence N. 0° 00' LL" W.

A point selected for witness Cor. No. 3,
identical with Cor. No. 2 of the CHRISTMAS
MILL SITE NO. 23, Cor. No. 1 of the CHRISTMAS
MILL SITE NO. 25, and Cor. No. L of the
CHRISTMAS MILL SITE NO. 26 of this survey.

Set an iron post, 2 £t. long, 1 ins. in diam.,
15 ins. in the ground and in a concrete base,
with brass cap mkd. WC-CM 22-3-L4669, CM 23-2-
1669, CM 25-1-4669, and CM 26-L-L669.

Cor. No. L, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 11, and Cor. No. 1

of the CHRISTMAS MILL SITE NO. 23 of this
survey.

Thence N. 89° 52' 30" E.

Ceﬁéerline of road, bears N. j0° E. and S.
0° W.

Cor. No. 1, and place of begihhing.

(This form bound on left side)

22




23

SURVEY NO. U669

20.

FEET

3L7.54

362.25

598.32

122

188

598.0L

CHRISTMAS MILL SITE NO. 23

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 23, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 11, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 22 of this survey;
from which

The % sec. cor. of secs. 16 and 17 bears
N. 85° L7+ 22" E., 3,578.28 ft. dist.,
previously described.

Thence S. 0° 00' 44" E.

Witness Corner for Cor. No. 2, previously de-
scribed.,

The true point for Cor. No. 2, identical with
Cor. No. 3 of the CHRISTMAS MILL SITE NO. 22,
Cor. No. 1 of the CHRISTMAS MILL SITE NO. 25,
and Cor. No. L4 of the CHRISTMAS MILL SITE NO.
26 of this survey.

This corner falls on the edge of a gravel road
where a monument cannot be preserved.

Thence N. 89° 54! 53" W,

Cor. No. 3, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 24, and Cor. No. L
of the CHRISTMAS MILI SITE NO. 25 of this
survey.

Set an iron post, 2 ft. long, 1 ins. in diam.,
13 ins. in the ground and in a concrete base,
with brass cap mkd. CM 23-3-U4669, CM 2L4-1-4669,
and CM 25-4-4669.

Thence N, 0° 01' i E,

Center local drainage, 6 ft. wide, course N.
50° E.

Cor. No. L.

Set an iron post, 2 ft. long, 1 ins. diam,,
14 ins. in the ground, and in a concrete base,
with brass cap mkd. CM 23-L4-L669; from which

A granite rock in place, 30 x 16 ins.,
10 ins. above ground, bears N. 32° 31' E.,
20.47 ft. dist., mkd. X B R-CM 23-L4-L669
on south face.

A granite rock in place, 24 x 15 ins.,
12 ins. above the ground, bears S. 72°
50" E., 28.46 ft. dist., Mkd. X B R-CM
23-14-14669 on southwest face.

Thence S. 89° 50' 34" E.

Center local drainage, 7 ft. wide, course N.
50° E.

Cor. No. 1, and place of beginning.

GPFO 839-785
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363.00

601.45

182

361.30

L70 .

601.62

CHRISTMAS MILL SITE NO. 24

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 24, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 23 and Cor. No. L4 of
the CHRISTMAS MILL SITE NO. 25 of this survey;
from which

The % sec. cor. of secs. 16 and 17 bears
N. 81° 28' 55" E., L,213.3L4 ft. dist.,
previously described.

Thence S. 0° O1' 54" W,

Cor. No. 2, identical with Cor, No. 3 of the
CHRISTMAS MILIL SITE NO. 25, Cor. No. L of the
CHRISTMAS MILL SITE NO. 38, and Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 39 of this survey.

. Set ‘an iron pobt, 2 ft. long, 1 ins, diam., 13

ins. in the ground, and in a concrete base,
with brass cap mkd. CM 24-2-4669, CM 25-3-
1669, CM 38-L-L669, and CM 39-1-L669.

' Thence S. 88° LL' 52" W,

Cor. No. 3, identical with Cor. No. L of the
CHRISTMAS MILL SITE NO. 39 and Cor. No. 1 of
the CHRISTMAS MILI SITE NO..4O of this survey.

Set an iron post, 2 ft. long, 1L ins. in the
ground and in a concrete base, with brass cap
mkd. CM 24-3-1669, CM 39-4-4669, and CM LO-1-
L669."

Thence N. 0° 00! 36" E.

Center local drainage, 5 ft. wide, course N.
80° E.

Cor. No. L.
Set an iron post, 2 ft. long, 1L ins. in the
ground and in a concrete base, with brass

cap mkd. CM 24-4-L669.

Thence N. 88° 35' 14" E.

Center local drainage, 6 ft. wide, course N.

750 «

Cor. No. 1, and place of beginning.

CHRISTMAS MILI SITE NO. 25

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO.” 25, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 22, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 23, and Cor. No. L4 of
the CHRISTMAS MILL SITE NO. 26 of this survey.

(This form bound on left side)
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FEET

This corner fall s on the edge of a gravel road
where a monument cannot be preserved, witnessed
N. 0° 00* Lh" W., 1h.71 ft. dist., previously
described. :

From the true point for Cor. No. 1, the
1 sec. cor, of secs. 16 and 17 bears
N. 80° 03* 59" E., 3,622.85 ft. dist.,
previously described.

Thence S. 0° 00' 4" E.
7 Centerline of road, bears N. 60° E. and S. 60° W,

362.16 |Cor. No. 2, identical with Cor. No. 3 of the

CHRISTMAS MILL SITE NO. 26, Cor. No. L of the
CHRISTMAS MILL SITE NO. 37, and Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 38 of this survey.

Set an iron post, 2 ft.long, 1 ins. diam., 1L
ins. in the ground and in a conceete base, with
brass cap mkd. CM 25-2-4669, CM 26-3-4669,

CM 37-L4-L669, and CM 38-1-L669.
Thence N. 89° 59' L3" W.

51,7.60 |Centerline of road, bears N. 55° E. and S. 55° W.

598.60 |Cor.-No. 3, identical with Cor. NO. 2 of the

CHRISTMAS MILL SITE NO. 24, Cor. No. L of the

CHRISTMAS MILL SITE NO. 38. and Cor. No. 1 of

the CHRISTMAS MILL SITE NO. 39 of this survey.

Thence N. 0° 01! 54" E,

363.00 |Cor. Nc. li, identical with Cor. No. 3 of the

CHRISTMAS MILL SITE NO. 23, and Cor. No. 1 of

the- CHRISTMAS MILL SITE NO. 24 of this survey.

Thence S. 89° 54 53" E.

598.32 [Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 26

- |Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 26, identical with Cor. No. 3 of the
CHRISTMAS MILI, SITE NO. 21, Cor. No., 2 of the
CHRISTMAS MILL SITE NO.- 22, and Cor. No. 4 of
the CHRISTMAS MILL SITE NO. 27 of this survey;
from which

The * sec. cor. of secs. 16 and 17 bears
N. 78° O7' 24" E., 3,032. 8l ft. dist.,
previously described.

Thence S. 0°% 00! 30" W.

346.02 |A point selected for witness Cor. No. 2,
identical with Cor. No. 3 of the CHRISTMAS
MILL SITE NO. 27, Cor. No. L of the CHRISTMAS
MILL SITE NO. 36, and Cor. No. 1 of the CHRIST-
MAS MILL SITE NO. 37 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 13

GPO 839-788%
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363;11

600.49

355.16
362.16

15
600.62

361.11

ins. in the ground, and in a concrete base,
with brass cap mkd. WC-CM 26-2-4669, CM 27-3-
4669, CM 36-L-4669, and CM 37-1-L669.

The true point for Cor. No. 2, identical with
Cor. No. 3 of the CHRISTMAS MILL SITE NO, 27,
Cor. No. 4 of the CHRISTMAS MILL SITE NO. 36,
and Cor. No. 1 of the CHRISTMAS MILL SITE NO.
37 of this survey.

This corner falls on the near-vertical wall of
an arroyo where a permanent monument cannot
be established, bears NW and SE.

Thence N. 89° 59t 08" W.

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 25, Cor. No. L of the
CHRISTMAS MILL SITE NO. 37, and Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 38 of this survey.

Thence N. 0° 00' Lh" W.
Centerline of road, bears N. 60° E. and S. 60° W,
The true point for Cor. No. L, identical with
Cor. No. 3 of the CHRISTMAS MILL SITE NO. 22,
Cor. No. 2 of the CHRISTMAS MILL SITE NO. 23,
and Cor. No. 1 of the CHRISTMAS MILL SITE NO,
25 of this survey, witnessed N. 0° 00 LL4" W.,
14.71 ft. dist., previously described.
Thence N. 89° 55' 25" E,
Centerline of road, bears N. 60° E., and S. 60°W.

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 27

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 27, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 21, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 20, and Cor. No. 4 of
the CHRISTMAS MILL SITE NO. 28 of this survey;
from which

The % sec. cor. of secs. 16 and 17 bears
N. 75° 03+ 320 E., 2,h51.19 ft. dist. .
previously described.

Thence S. 0° 00' 08" W.

The true point for Cor. No. 2, identical with
Cor. No. 3 of the CHRISTMAS MILL SITE NO. 28,
Cor. No. L of the CHRISTMAS MILL SITE NO. 35,
and Cor. No. 1 of the CHRISTMAS MILL SITE NO.
36 of this survey. -

This corner falls in the center of a dry wash,
20 ft. wide. course N. 60° E., from S. 80° E.,
where a monument cannot be preserved, witnessed
S. 0° 00' 10" W., 33.20 ft. dist., hereinafter
described.

(This form bound on left side)
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Thence N. 89° 26% LO" W,

170 Center of dry wash, 20 ft. yide, course N. 60°
E.

-599.67 | The true point for Cor. No. 3, identical with

. Cor. No. 2 of the CHRISTMAS MILL SITE NO. 26,
Cor. No. Ui of the CHRISTMAS MILL SITE NO. 36,
and Cor. No. 1 of the CHRISTMAS MILL SITE NO.
37 of this survey.

This corner falls on the near-vertical wall of
an aproyo where a permanent monument cannot
be established.

Thence N. 0° 00' 30" E.
17.09 | Witness Cor. No. 3, previously described.

363.11 | Cor. No. L, identical with Cor. No. 3 of the

CHRISTMAS MILL SITE NO, 21, Cor. No. 2 of the

CHRISTMAS MILIL SITE NO,., 22, and Cor. No. 1 of

the CHRISTMAS MILL SITE NO. 26 of this survey.

Thence S.89° 15' 13" E.

. 599.65 | Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 28

Beginning at Cor., No. 1 of the CHRISTMAS MILL
SITE NO. 28, identical with Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 19, Cor. No. 2
of the CHRISTMAS MILIL SITE NO. 20, and Cor.
No. L4 of the CHRISTMAS MILL SITE NO. 29 of
this survey; from which

The % sec. cor. of secs. 16 and 17 bears
N. 70° 28' 15" E., 1,875.L7 ft. dist.,
previously described.

Thence S. 0° 00' Sh4" W.

298 Center of dry wash, 20 ft. wide, course N. 4O°
E.

362.58 | Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 29, Cor. No. L of
the CHRISTMAS MILL SITE NO. 3L, and Cor. No.
1 of the CHRISTMAS MILL SITE NO. 35 of this
survey.

Set an iron post, 2 ft. long, 1 ins. diam.,

1l ins. in the grownd and in a concrete base,
with brass cap mkd. CM 28-2-4669, CM 29-3-
h6693 CM 3’4"4"’4669) and CM 35"‘1 ')-l-669-

‘Thence S. 89° 39' 34" W.

L08 Center of local drainage, 10 ft. wide, course
North.
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361.11
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362.60

600.12

6l.58
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The true point for Cor. No. 3, identical with
Cor. No. 2 of the CHRISTMAS MILL SITE NO. 27,
Cor. No. 4 of the CHRISTMAS MILL SITE NO. 35,
and Cor. No. 1 of the CHRISTMAS MILL SITE NO,
36 of this survey, witnessed S. 0° 00' 10" W.,
33.20 ft. dist., hereinafter described.

This corner falls in the center of a dry wash,
20 ft. wide, course N. 60° E., from S. 80° E.,
where a permanent monument cannot be preserved
witnessed S. 0° 00' 10" W., 33.20 ft. dist.

Thence N. 0° 00' 08" E.

Cor. No. L, identical with Cor. No. 3 of the
CHRISTMAS MILI. SITE NO. 20, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 21, and Cor. No. 1 of
the CHRISTMAS MILIL SITE NO. 27 of this survey.

Thence N. 89° 31' 08" E,.

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 29

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 29, identical with Cor. No. 2 of the
CHRISTMAS MIILL SITE NO. 19, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 18. and Cor. No. L of
the CHRISTMAS MILL SITE NO. 30 of this survey;
from which :

The % sec. cor. of secs. 16 and 17 bears
N. 61° 42! 53" E., 1,325.83 ft. dist.,
previously described.

Thence S. 0° 00! 16" W.

Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 30, Cor. No.. 4 of the
CHRISTMAS MILIL SITE NO. 33, and Cor. No. 1 of
the CHRISTMAS MIIL SITE NO. 34 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam.,
1l ins. in the ground and in a concrete base,
with brass cap mkd. CM 29-2-4669, CM 30-3-L669
CM 33-L4-L669, and CM 34-1-L669.

Thence N. 89° 52! 15" W,

Cor. No. 3, identical with Cor. No. Y4 of the
CHRISTMAS MILL SITE NO. 3L, and Cor. No. 1
of the CHRISTMAS MILL SITE NO. 35, and Cor,
No. 2 of the CHRISTMAS MILL SITE NO. 28 of

this survey.
Thence N. 0° 0Q' 54" E.

Center of dry wash, 20 ft. wide, course N. LO°E.

Cor. No. L, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 19, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 20. and Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 28.

(This form bound on left side)
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FEET
Thence S. 89° 52! 23" E.
162.05 [Center of dry wash, 25 ft. wide, course N, L45° E.

600.05 [Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 30

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO., 30, identical with Cor. No. 3 of the
CHRISTMAS: MILL. SITE NO. 17, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 18, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 31 of this survey;
from which

The % sec. cor. of secs. 16 and 17 bears
N..L2° 09' 33" E., 84L.8l ft. dist.,
previously described.

Thence S. 0° 00! 25" W.

362.59 .[Cor. No. 2, identical with Cor. No. 3 of the

CHRISTMAS MILL SITE NO. 31, Cor. No. L of the
CHRISTMAS MILL SITE NO. 32, and Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 33 of this survey.

Set an iron post 2 ft. long, 1 ins. diam., 12
ins, in the ground and in a concrete base.
with brass cap mkd. CM 30-2-L4L669, CM 31-3-4669,
CM 32-L-1669, and CM 33-1-L669.

Thence S. 89° L&' 28" W.

600.47 Por. No. 3, identical with Cor. No. 2 of the

CHRISTMAS MILL SITE NO. 29, Cor. No. L of the

CHRISTMAS MILL SITE NO. 33, and Cor. No. 1 of

the CHRISTMAS MILL SITE NO. 3L of this survey.
Thence N. 0° 00' 16" E.

362.60 [or. No. L, identical with Cor. No. 3 of the

CHRISTMAS MILL SITE NO. 18, Cor. No. 2 of the

CHRISTMAS MILL SITE NO. 19, and Cor. No. 1 of

the CHRISTMAS MILL SITE NO. 29 of this survey.
Thence N. 89° L8' 32" E,

600.48 Por. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 31

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 31, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 17 of this survey; from
which :

The % sec. cor. of secs. 16 and 17 bears
N. 3° 01' 38" W., 628.26 ft. dist.,
previously described.

Thence S. 0° 00' 32" W.

75 benterline of road bears N. 50° W. and S. 50° E.
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362.62

22.63

L72
600. 21

362.59

Lh3.22
519.22
573.69

600.22

80
362.70

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 32 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam.,
1y ins. in the ground and in a concrete base,
with brass cap mkd. CM 31-2-4669, and CM
32-1-1669.

Thence N. 89° 53! 25n W.

Intersect the line bet. secs. 16 and 17 at a
point from which the % sec. cor. of secs.
16 and 17 bears N. 0° 36' 26" W., 990.00 ft.
dist.

Power line, bears N. 42° E. and S. L2° W.

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 30, Cor. No. L4 of the
CHRISTMAS MILL SITE NO. 32, and Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 33 of this survey.

Thence N. 0° 00' 25" E,
Cor. No. L, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 17, Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 18, and Cor. No.

1 of the CHRISTMAS MILL SITE NO., 30 of this
survey.

Thence S. 89° 53t 35" E,
Power line, bears N. 42° E. and S. 42° W.
Centerline of road, bears N. 50° W. and S. 50° E.

Intersect the line bet. secs. 16 and 17 at a
point from which the % sec. cor. of secs. 16

and 17 bears N. 0° 36' 26" W., 627.36 ft. dist.

Cor, No. 1, and place of beginning.

+

CHRISTMAS MILL SITE NO. 32

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 32, identical with Cor., No. 2 of the
CHRISTMAS MILL SITE NO. 31 of this survey;
from which

The:%;sec; cor, of secs. 16 and 17 bears
N. 1° 54 58" W., 990.55 ft. dist.,
previously described.

Thence S. 0° 00! 32" W.

Centerline of paved highway, bears East and West.

Cor. No. 2, .identical with Cor. No. L of the
CHRISTMAS MILL SITE NO. 52 of this survey.

(‘This jorm bound on left side)
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Set.an iron post, 2 ft. long, 1 ins. diam.,
13 ins..in the ground and in a concrete base,
with brass cap mkd. CM 32-2-4669, and CM 52-L-
L669.

Thence N. 89° 52' L3 W.

18.72 | Intersect the line bet. secs. 16 and 17 at a
point from which the 4 sec. cor. of secs. 16
and 17 bears N. 0° 36' 26" W., 1,352.72 ft.
dist.

600.20 |Cor. No. 3, identical with Cor. No., 2 of the

CHRISTMAS MILL SITE NO. 33, Cor. No. L of the
CHRISTMAS MILL SITE NO. 51, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 52 of this survey.

Set an irom post, 2 ft. long, 1 ins. diam., 13
ins, in. the ground and in a concrete base,
with brass cap mkd. CM 32-3-4669, CM 33-2-
1669, CM 51-4-U669, and CM 52-3-L669.

Thence N. 0° 00' 25" E,
218 Power line, bears N. 42° E. and S. L2° W.

273 Centerline of paved highway, bears N. 85° E.,
and S. 80° W. ’

362.58 |Cor. No. L, identical with Cor. No. 2 of the

CHRISTMAS MILL SITE NO. 30, Cor. No. 3 of the

CHRISTMAS MILL SITE NO. 31, and Cor. No. 1 of

the CHRISTMAS MILL SITE NO. 33 of this survey.
Thence S. 89° 53! 25" E,

128.21 |Power line, bears N. 42° E. and S. L2° W.

577.58 |Intersect the line bet. secs. 16 and 17 at a

point from which the % sec. cor. of secs. 16

and 17 bears N. 0° 36! 26" W., 990.00 ft. dist.

600.21 |Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 33

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 33, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 30, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 31, and Cor. No. L
of the CHRISTMAS MILL SITE NO, 32 of this
survey; from which

The % sec. cor. of secs. 16 and 17 bears
N, 29° 50t o2 E.) 1,139.92 ft. dist.,
previously described.

Thence S. 0° .00' 25" W.

89.58 Centerline of paved highway, bears N. 85° E.
and S. 80° W.
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FEET

‘”4)4058
362.58

192
600.45

362.58

600.47

362.58

Power line, bears N. 42° E. and S. 42° W.

Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 32, Cor. No. L of the
CHRISTMAS MILL SITE NO. 51, and Cor. No. 3 of
the CHRISTMAS MILI SITE NO. 52 of this survey.

Thence S. 89° L48' 29" W.

Power line, bears N. L2° E., and S. 42° W.

The true point for Cor. No. 3, identical with

Cor. No. 2 of the CHRISTMAS MILL SITE NO. 3k,
Cor. No. L of the CHRISTMAS MILL SITE NO. 50
and Cor. No. 3 of the CHRISTMAS MILL SITE NO.
51 of this survey.

This corner falls on the surface of a paved
highway where a monument cannot be preserved,
witnessed S. 0° Q0' 16" W., 26.88 ft. dist.,
hereinafter described; highway bears N, L5°
E. and S. L5° W.

Set a spike in the paved surface for a tempor-
ary point for Cor. No. 3.

Thence N. 0° 00' 16" E,.

Cor. No. L, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 29, Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 30, and Cor.
No. 1 of the CHRISTMAS MILL SITE NO. 3L of
this survey.

Thence N. 89° 48! 28" E.

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 3L

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 3L, identical with Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 29, Cor. No. 3
of the CHRISTMAS MILL SITE NO. 30, and Cor.
No. L of the CHRISTMAS MILL SITE NO. 33 of
this survey; from which

The % sec. cor. of secs. 16 and 17 bears
N. 49° Lot L8 E., 1,531.34 ft. dist.,
previously described.

Thence S. 0° 00' 16" W.

The true point for Cor. No., 2, identical with
Cor. No. 3 of the CHRISTMAS MILL SITE NO. 33,
Cor. No. li of the CHRISTMAS MILL SITE NO. 50,
and Cor. No. 3 of the CHRISTMAS MILL SITE NO.
51 of this survey.

This corner falls on the surface of a paved
highway where a monument cannot be preserved,
witnessed S. 0° 00' 16" W., 26.88 ft. dist.,
hereinafter described.

(This form bound on left side)
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Thence N. 89° 52! 20" W.

600.18 Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 35, Cor. No. L of
the CHRISTMAS MILL SITE NO. L9, and Cor. No.
3 of the CHRISTMAS MILL SITE NO. 50 of this
survey.

Set an iron post, 2 ft. long, 1 ins. diam.,
13 ins. in the ground and in a concrete base,
with brass cap mkd. CM 3L4-3-U4669, CM 35-2-L4669
CM 49-L-4669, and CM 50-3-L669.

Thence N. 0° 00' 54" E.

362.59 Cor. No. L, identical with Cor. No. 2 of the
CHRISTMAS MILI, SITE NO., 28, Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 29, and Cor.

No. 1 of the CHRISTMAS MILL SITE NO. 35 of
this survey.

Thence S. 89° §2' 15m E,

600.12 Cor. No. 1,and place of beginning.

CHRISTMAS MILL SITE NO. 35

Beginning at €or. No. 1 of the CHRISTMAS MILL
SITE NO. 35, identical with Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 28, Cor. No. 3
of the CHRISTMAS MILL SITE NO, 29, and Cor.
No. L4 of the CHRISTMAS MILL SITE NO. 34 of
this survey; from which

The % sec. cor. of secs. 16 and 17 bears
N. 60° LS' 38" E., 2,025.79 ft. dist.,
previously described.

Thence S. 0° 00' 54" W.

362.59 Cor No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 3k, Cor. No. L of
the CHRISTMAS MILL SITE NO. 49, and Cor.
No. 3 of the CHRISTMAS MILL SITE NO. 50
of this survey.

Thence S. 89° L7' 59" W.

296 Center local drainage, 10 ft. wide, ¢ourse
North. '

600.58 The true point for Cor. No. 3, identical with
Cor. No. 2 of the CHRISTMAS MILL SITE NO.
36, Cor. No. 4 of the CHRISTMAS MILIL SITE
NO. 48, and Cor. No. 3 of the CHRISTMAS
MILL SITE NO. L9 of this survey.

This cormer falls on slide rock below a road-
way where a monument cannot be preserved,
witnessed S. 0° 00' 10" W., 116.24 ft. dist.,
hereinafter described.
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‘ Set a temporary point for Cor. No. 3.
Thence N. 0° 00! 10" E.

. 327.91 |A point selected for witness Cor. No. l,
identical with Cor. No. 2 of the CHRISTMAS
MILL SITE NO. 27, Cor. No. 3 of the CHRISTMAS
MILL SITE NO. 28, and Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 36 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 1k
ins. in the ground and in a concrete base,
with brass cap mkd. WC-CM 35-L4-1669, CM 36-1-
1669, CM 27-2-L4669, and CM 28-3-4669.

361.11 |The true point for Cor. No. L, identical with -
Cor. No. 2 of the CHRISTMAS MILL SITE NO. 27,
Cor. No. 3 of the CHRISTMAS MILL SITE NO. 28,
and Cor. No. 1 of the CHRISTMAS MILL SITE NO,
36 of this survey..

This corner falls in the center of a dry wash,
20 ft. wide, course N. 60° E., from S. 80° E.,
where 'a monument cannot be preserved.

Thence N. 89° 39' 34" E.

192.67 |Center of local drainage, 10 ft. wide, course
North.

600.67 |Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 36

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 36, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 27, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 28, and Cor. No. L of
the CHRISTMASMILL SITE NO. 35 of this survey.

1 This corner falls in the center of a dry wash,
20 ft. wide, course N. 60° E., from S. 80° E.,
where a monument cannot be preserved; from this
point
.The % sec. cor. of secs. 16 and 17 bears
N. 67° 15t 02" E., 2,568.12 ft. dist.,
previously described.

Thence S. 0° 00' 10" W,
33.20 |Witness Cor. No. 1, previously described.

361.11 | The true point for Cor. No. 2, identical with
Cor. No. 3 of the CHRISTMAS MILL SITE NO. 35,
Cor. No. 3 of the CHRISTMAS MILL SITE NO. L9,
and Cor. No. L of the CHRISTMAS MILL SITE NO.
L8 of this survey.

This corner falls on slide rock below a roadway
where a monument cannot be preserved, witnessed
S. 0° 00* 10" W., 116.24 ft. dist., hereinafter
described.

(This [orm bound on left side)
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Thence N. 89° 38" 10" W. -
23 Centerline of road, bears N. 30° W. and S. 30° )

E'

599.69 | Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 37, Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 48, and Cor. No.
i of the CHRISTMAS MILL SITE NO. L7 of this
survey.

Set an iron pipe, 2 ft. long, 1 ins. diam.,
14 ins. in the ground, and in a concrete
base, with brass cap mkd. CM 36-3-L669,
CM 37-2-L669, CM L7-L-L669, and CM L8-3-

L669.
Thence N. 0° 00' 34" E.
143 Centerline of road, bears East and West.
350 Center of dry wash, 16 ft. wide, course East.

363.11 The true point for Cor. No. L, identical with
Cor. No. 2 of the CHRISTMAS MILL SITE NO. 26,
Cor. No. 3 of the CHRISTMAS MILL SITE NO. 27,
and Cor. No. 1 of the CHRISTMAS MILL SITE NO.
37 of this survey.

This corner falls on the near-vertical wall of
an arroyo where a permanent monument cannot
be established, witnessed N. 0° 00' 30" E.,
17.09 ft. dist., previously described.

Thence S. 89° 26* LO" E.

L29.67 | Center of dry wash, 20 ft. wide, course N.
60° E. ;

599.67 | Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 37

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 37, identical with Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 26, Cor. No. 3
of the CHRISIMAS MILL SITE NO. 27, and Cor.
No. L of the CHRISTMAS MILL SITE NO. 36. of
this survey.

This corner falls on the near-vertical wall
of an arroyo where a permanent monument cannot
be established, witnessed N. 0° 00' 30" E.,
17.09 ft. dist., previously described.

From the true point for Cor. No. 1,
The %4 sec. cor. of secs. 16 and 17 bears
N. 71° 36! 02" E., 3,127.87 ft. dist.,
previously described.
Thence S. 0° 00' 34" W.
13.11 | Center of dry wash, 16 ft. wide, course East.

220.11 Centerline of road, bears East and West.
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363.11

160
315
572

600.36

13.40

362.23

600.49

Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILI, SITE NO. 36, Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 48, and Cor. No.
4 of the CHRISTMAS MILI SITE NO. L7 of this
survey.

Thence N. 89° 54! 05" W,

Pipeline, 12 ins. diam., bears N. 7° W., and
Sn 7° .E'

Centerline of dual concrete drainage pipe-
lines, L8 ins. diam., course N. 45° E.

Centerline of road, bears N. 75° E., and
So 75° Wo

The true point for Cor. No. 3, identical with
Cor. No. 2 of the CHRISTMAS MILL SITE NO. 38,
Cor. No. i of the CHRISTMAS MILL SITE NO. L6,
and Cor. No. 3 of the CHRISTMAS MILL SITE NO.
L47 of this survey.

This corner falls on the cut-bank of a road-
way where a permanent monument cannot be
established.

Thence N. 0° 00' L2" W.

A point selected for witness Cor. No. 3,
identical with Cor. No. 2 of the CHRISTMAS
MILL SITE NO. 38, Cor. No. L of the
CHRISTMAS MILL SITE NO. L6, and Cor, No. 3
of the CHRISTMAS MILL SITE NO. 47 of this
survey.

Set an iron post, 2 ft. long, 1 ins., in diam.,
13 ins. in the ground and in a concrete base,
with brass cap mkd. WC-CM 37-3-4669, CM 38-2-
U669, CM L6-L-L669, and CM L47-3-L669.

Cor. No. L, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 25, Cor. No. 3 of
the CHRISTMAS MILL SITE NQ. 26, and Cor. No.
1 of the CHRISTMAS MILL SITE NO. 38 of this
survey.

Thence S. 89° 59t 08" E.

Cor. No. 1, and place of begimming.

CHRISTMAS MILL SITE NO. 38

Beginning at Cor. No. 1 of the CHRISTMAS
MILL SITE NO. 38, identical with Cor. No. 2
of the CHRISTMAS MILL SITE NO. 25, Cor. No.
3 of the CHRISTMAS MILL SITE NO. 26, and
Cor. No. ; of the CHRISTMAS MILL SITE NO.
37 of this survey; from which

The % sec. cor. of secs. 16 and 17 bears
N. 74L° 32' 11" E., 3,702.50 ft. dist.,
previously described.

{This form bound on left side)
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Thence S. 0° 00' L2 E. *
348.83 Witness Cor. No. 2, previously gscribed.

362.23 The true point for Cor. No. 2, identical with
Cor. No. 3 of the CHRISTMAS MILL SITE NO.
37, Cor, No. 3 of the CHRISTMAS MILL SITE
NO. 447, and Cor. No. L of the CHRISTMAS
MILL SITE NO. L6 of this survey.

This corner falls on the Cut-bank of a road-
way where a permanent monument cannot be
established.

Thence S. 89° 55! 31" W,

598.87 Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 39, Cor. No. L of
the CHRISTMAS MILL SITE NO. L5, and Cor.
No. 3 of the CHRISTMAS MILL SITE NO. L46
of this survey.

Set an iron post, 2 ft. long, 1 ins. diam.,
14 ins. in the ground and in a concrete
base, with brass cap mkd. CM 38-3-L669,
i2639-2-h669, CM 45-L-L669, and CM L6-3-

9.

Thence N. 0° 01! 54" E

327.06 Centerline of road, bears N. 55° E. and S.
55° W. ;

363.06 Cor. No. L4, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 24, Cor. No. 3 of ”
the CHRISTMAS MILL SITE NO. 25, and Cor.
No. 1 of the CHRISTMAS MILL SITE NO. 39
of this survey.

Thence S. 896 59+ Lj3" E,

51 Centerline of road, bears N. 55° E., and
S. 55° W

598.60 Cor. No. 1, and place of beginning.

CHRISTMAS MIIIL SITE NO. 39

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 39, identical with Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 24, Cor. No. 3
of the CHRISTMAS MILL SITE NO. 25, and Cor.
No. L of the CHRISTMAS MILL SITE NO. 38 of
this survey; from which

The % sec. cor. of secs. 16 and 17 bears
N. 76° Lo' 25v E., 1,282,37 ft. dist.,
previously described.

Thence S. 0° 01' Sh* W. - .
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.36
363.06

601,28

118

361.LY

601.45

2h3.hh

361.LL

600.51

Centerline of road, bears N. 55° E. and S. 55° W.

Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 38, Cor. No. 3 of
the CHRISTMAS MILL SITE NO. L6, and Cor. No.
4 of the CHRISTMAS MILL SITE NO. L5 of this
survey.

Thence S. 88° 54! 09" W.

Cor. No.. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. L4LO, Cor. No. L of
the CHRISTMAS MILL SITE NO. LY, and Cor.
No. 3 of the CHRISTMAS MILL SITE NO. L5 of
this survey.

Set an iron post, 2 ft. long, 1 ins. diam.,

1l ins.. in the ground and in a concrete base,
with brass cap mkd. CM 39-3-L4669, CM LO-2-
4669, CM lh-L-L669, and CM L45-3-4669.

Thence N. 0° 00' 36" E.

Centerline of road, bears East and West.

Cor. No. L, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 24 and Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 4O of this survey.

Thence, N. 88° L' 52" E,

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 4O

Begimning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. L0, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 24 and Cor. No. L of
the CHRISTMAS MILL SITE NO,., 39 of this survey.

The % sec. cor. of secs. 16 and 17 bears
N. 78° 094 12" E., L,872.1k ft. dist.,
previously described.

Thence S. 0° 00! 36" W.
Centerline of road; bears East and West.

Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILIL SITE NO. 39, Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 45, and Cor. No.
I of the CHRISTMAS MILL SITE NO. Ll of this
survey.

Thence N, 88° 57' 05" W,

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. L1, Cor. No. L of
the CHRISTMAS MILL SITE NO. 43, and Cor. No,
3 of the CHRISTMAS MILL SITE NO. Ll of this
survey.

(This jorm bound on left side)
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Set an iron post, 2 ft. long, 1 ins., diam., 13
ins, in the ground and in a concrete base,
with brass cap mkd. CM 4O-3-4669, CM. L41-2-
4669, CM 43-L4-U669, and CM LL-3-L669.

Thence N. 0° 00! Li" E
3l Centerline of road, bears N. 65° E. and S. Li5°W.

362.58| Cor. No. lj, identical with Cor. No. 1 of the
- CHRISTMAS MILL SITE NO.. 41 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 1L
ins. in the ground and in a concrete base,
with brass cap mkd. CM LO-L4-4669, and
M U1-1-4669.

Thence S.. 88° 50' 32" E.

600,51 | Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. i1

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 41, identical with Cor. No.. L of the
CHRISTMAS MILL SITE NO. 4O of this survey;
from which

The % sec. cor. of secs. 16 and 17 bears <
N. 79 34 18" E., 5,458.93 ft. dlst-, -
previously described.

Thence S. 0° 00' LL" W. -

328.58| Centerline of road, bears N. 65° E. and S. 45°W.

362.58| Cor. No. 2, identical with Cor. No. 3 of the

. . CHRISTMAS MIILIL SITE NO. 4O, Cor. No. 3 of the

CHRISTMAS MILL SITE NO. Lk, and Cor. No. L of

the CHRISTMAS MILL SITE NO. 43 of this survey.
Thence S. 89° 36' 35" W

3L Centerline of road, bears N. 45° E., and S.
| L5°w
600.31| Cor. No. 3, identical with Cor. No. L .of the
CHRISTMAS MILL SITE NO. 42 and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 43 of this survey.
Set .an iron post, 2 ft., long, 1 ins. diam., 13
ins. in the ground and in a concrete base,
with brass cap mkd. CM 41-3-4669, CM 42-l-
L669, and CM L3-3-L669.
Thence N. 0° 00' L' E
75 Center of dry wash, 15 ft. wide, course East.
26L Center of dry wash, 15 ft. wide, course N 4O° W.

362.50| Cor. No. L.
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Sét an iron post, 2 ft. iong, 1 ins. &iam., 13
ins. in the.ground and in a concrete base,
with brass cap mkd. CM L1-L-L4669.

Thence N. 89° 36' O7" E.

600.31| Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. L2

At Cor. No. 1 of the CHRISTMAS MILIL SITE NO. L2,
identical with Cor. No. 2 of the CHRISTMAS
MILL SITE NO. L3, Cor. No. 3 of the CHRISTMAS

. MILL SITE NO. 62, and Cor. No. L of the
CHRISTMAS MILL SITE NO. 63 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 15
s ' ins. in the ground and in a concrete base,

with brass cap mkd..CM L2-1-L4669, CM 43-2-4669,
CM 62-3-4669, and CM 63-4-L4669; from which

The cor. of secs. 16, 17, 20, and 21, T.
h S., R. 16 E., G. & S. R. M., bears S.
81° 51t 21 E,, 6,057.59 ft. dist., an
iron post, 2 ins. diam, 12 ins. above
ground, firmly set, with brass cap marked
as described in the official record.

Thence N. 89° 58! 55" W,
L3k | Center of dry wash, 20 ft. wide, course North.

- 600.31| Cor. No. 2, identical with Cor. No. 3 of the
. CHRISTMAS MILL SITE NO. 63 of this survey.

Set an iron post, 2 ft..long, 1 ins, diam., 13
ins. in the gZround and in a concrete base,
with brass cap mkd. CM }2-2-4669 and CM 63-3-
L669.

Thence N, 0° 00' LO" E.
362.55| .Cor. No. 3.

Set an iron post, 2 ft. long, 1 ins. diams,1k
ins. in the ground and in a concrete base,
with brass cap mkd. CM L2-3-4669; from which

A granite rock in place, 30 x 18 ins., 20
ins. above ground, bears N. 32° 56' W.,
27.uly ft. dist., mkd. X B R CM L2-3-1669
on southeast face.

A granite rock in place, 36 x 24 ins., 21
ins. above ground, bears N. 9° 00! E.,
54.38 £t. dist., mkd. X B R CM L2-3-1669
on south face.

Thence S. 89° 55! 18" E,

513 Center of dry wash, 18 ft. wide, course N. L5°E,

(This farm bound on left side)
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. SURVEY NO. L669 38.

FEET

600, 31 Cor. No. li, identical with Cor. Nos. 3 of the
: CHRISTMAS MILIL SITE NO. 41 and of the CHRIST-
MAS MILL SITE NO. 43 of this survey.
Thence S. 0° 00' L2' W.

361.92 | Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. L3

At Cor. No. 1 of the CHRISTMAS MILL SITE NO,.
L3, identical with Cor. No. 2 of the CHRIST-
MAS MILL SITE NO. Lli, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 61, and Cor. No. 4

. of .the CHRISTMAS MILL SITE NO. 62 of this
survey.

This corner falls in the bottom of a ravine
where 2 monument cannot be preserved, course
N.-80* E. from S. L5° W., witnessed N. 0° 00!
Lon E., 9.35 ft. dist., hereinafter described.

Set a temporary point for Cor. No. 1; from which

. The dor. of secs. 16, 17, 20 and 21, bears
S. 80° 55' L1" E., 5,464.56 ft. dist.,
previously described.

Thence S. 89° 39' Bh» W.
Lo | centerline of road, bears N. 45° E. and S. L45°W.

600,31 Cor., No. 2, identical with Cor. No. 1 of the

| .CHRISTMAS MILL SITE NO. 42, Cor. No, 3 of
the CHRISTMAS MILL SITE NO. 62, and Cor. No.
Ly of the CHRISTMAS MILL SITE NO. 63 of this
survey. .

Thence N. 0° 00' 42" E,

361.92 | Cor. No. 3, identical with Cor. No. 3 of the
.CHRISTMAS MILL SITE NO. 41 and Cor. No. L4 of
the CHRISTMAS MILL SITE NO. 42 of this survey.

Thence N. 89° 36' 35" E.

566.3i Centerline of road, bears N. 45° E. and S.
45° W.

.600.31 Cor. No. L, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. L1, and Cor. Nos. 3
of the CHRISTMAS MILL.SITE NO. 4O and of the
CHRISTMAS MILL SITE NO. LL of this survey.

Thence S. 0° 00' L2" W,

353.15 | A point selected for witness Cor. No. 1,
identical with Cor. No. 2 of the CHRISTMAS
MILL SITE NO. LkL, Cor. No. 3 of the CHRISTMAS
MILL SITE.NO. 61, and Cox. No. L of the
CHRISTMAS MILL SITE NO. 62 of this survey.
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SURVEY NO. L4669 39.

FEET

Set an iron post, 2 ft. long, 1 ins. diam., 14
ins,' in the ground and in a concrete base,
with brass cap mkd. ,WC-CM L3-1-4669, CM LL-2-
1669, CM 61-3-L669, and CM 62-L-1669.

362.50| Cor. No._1, and pléce of begimning.

CHRISTMAS MILL SITE NO. Lk

At Cor. No. 1 of the CHRISTMAS MILL SITE NO. Lk,
identical with Cor. No. 2 of the CHRISTMAS
MILL SITE NO. 45, Cor. No. 3 of the CHRISTMAS
MILL SITE NO. 60, and Cor. No. L of the CHRISTH
MAS MILI SITE NO. 61 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 1k
ins. in the ground and in a concrete base,
with brass cap mkd. CM Lh-1-L669, CM }5-2-4669,
CM 60-3-1669, and CM 61-L4-L669; from which

The cor. of secs. 16, 17, 20, and 21,
bears S. 79° 55' 4i" E., 4,870.85 ft.

dist., previously described.
Thence N. 89° 03! 55" W,

600.49 | The true point for Cor. No. 2, identical with
Cor. No. 1 of the CHRISTMAS MILL SITE NO. 43,
Cor. No. 3 of the CHRISTMAS MILL SITE NO. 61,
. _ and Cor. No. Ly of the CHRISTMAS MIII SITE NO.
62 of this survey.

- This corner falls in the bottom of a ravine
where a monument cannot be preserved.

Thence N. 0° 00' Lh2" E,
9.35| Witness Cor. No. 2, previously described.

362.50| Cor. No. 3, identical with Cor. No. 3 of the

CHRISTMAS MILL SITE NO. 4O, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. L1, and Cor. No. L of
the CHRISTMAS MILL SITE NO. L3 of this survey.

Thence S. 88° 57! 05" E,

600.51 | Cor. No. Y, identical with Cor. No. 2 of the

CHRISTMAS MILL SITE NO. 4O and Cor. Nos. 3 of

the 'CHRISTMAS' MILL SITE NO. 39 and of the

CHRISTMAS MILL SITE NO. L5 of this survey.
Thence S. 0° 00' LO" W.

275.31 Céntefline of dry ﬁash, 12 ft. wide, course East.

361.31| Cor. No. 1, and place of begimming.

(This form bound on left sude)
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SURVEY NO. L4669 L0.

FEET

601.12

86

361.31

601,28

312,06

363.06

CHRISTMAS MILL SITE NO. 45

At Cor. No. 1 of the CHRISTMAS MILL SITE NO. L5,
identical with Cor. No. 2 of the CHRISTMAS
MILI, SITE NO. L6, Cor. No. 3 of the CHRISTMAS
MILL SITE NO. 59, and Cor. No. L4 of the
CHRISTMAS MILL SITE NO.-60 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 15
ins. in the ground and in a concrete base,
with brass cap mkd. 45-1-L669, CM 46-2-4669,
CM 59-3-14669, and €M 60-4-L669; from which

The cor. of secs. 16, 17, 20, and 21, bears
S. 78° 23* 34" E., 4,282.32 ft. dist.,
previously described.

Thence S. 89° O4' O7" W.

Cor., No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILI SITE NO. Lk, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 60, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 61 of this survey.

Thence N. 0° 00' Lo" E,

Center of dry wash, 12 ft. wide, course East.

Cor, No. 3, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 39, Cor. No. 2 of the

CHRISTMAS MILL SITE NO. L4LO, and Cor. No. L of
the CHRISTMAS MILL SITE NO. L4 of this survey.

Thence N. 88° 54' 09" E,

Cor. No. U4, identical with Cor, No. 2 of the
CHRISTMAS MILL SITE NO. 39, and Cor. Nos. 3
of the CHRISTMAS MILL SITE NO. 38 and of the
CHRISTMAS MILIL SITE NO. L6 of this survey.

Thence S. 0° 01' 54" W,

Center of concrete drainage pipeline, L8 ins.
diam.,  course East,

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. L6

At Cor. No. 1 of the CHRISTMAS MILL SITE NO. L6,
identical with Cor. No, 2 of the CHRISTMAS
MILL SITE NO. L7, Cor. No. 3 of the CHRISTMAS
MILL SITE NO. 58, and Cor. No. L of the
CHRISTMAS MILL SITE NO. 59 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 13
ins. in the ground and in a concrete base,
with brass cap mkd. CM L6-1-4669, CM L7-2-L4669,
CM 58-3-4669, and CM 59-4~L4669; from which

The cor. of secs. 16, 17, 20 and 21 bears
S. 76° 30' 11" E,, 3,697.72 ft. dist.,
previously described.
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SURVEY NO. L4669 1,

FEET

Thence S. 89° 51! L7" W.

221 Center of concrete drainage pipeline, L8 ins.
diam., course N. 30° E. :

599.15 | Cor. No..2, identical with Cor. No. 1 of the

CHRISTMAS MILL SITE NO. L5, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 59, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 60 of this survey.

Thence N. 0° 01' 54" E.

51 Center of concrete drainage pipeline, L8 ins.
diam., course East, .

363.06 | Cor. No. 3, identical with Cor. No. 3 of the

CHRISTMAS MILL SITE NO. 38, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 39, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 45 of this survey.

Thence N. 89° 55! 31" E,

598,87 | The true point for Cor. No. li, identical with

. .Cor. No. 2 of. the CHRISTMAS MILL SITE NO, 38,
and with Cor. Nos. 3 of the CHRISTMAS MILL
SITE NO. 37 and of the CHRISTMAS MILI, SITE
NO. L47. of this survey.

This corner falls on the cut-bank of a. roadway
where a permanent monument cannot be establishd
ed, witnessed N. 0° 00' 42" W., 13.40 ft. distd,
previously described.

. ' . Thence S. 0° 00* L4* E.

8 Centerline of road, bears N. 75° E., and S.
75° W. G _

212.41 | Center of dual concrete drainage pipelines, L8
. ins. diam., course N. 65° E.

362.41 | Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. L7

At Cor. No. 1 of the CHRISTMAS MILL SITE NO. L47,
identical with Cor. No. 2 of the CHRISTMAS

" MILL SITE NO. 48, Cor. No. 3 of the CHRISTMAS
MILL SITE NO. 57, and Cor. No. L of the
CHRISTMAS MILL SITE NO. 58 of this survey.

Bet an iron post, 2 ft. long, 1 ins. diam., 13
ins. in the ground and in a concrete base,
with brass cap mkd. CM L47-1-L669, CM LB8-2-
L4669, CM 57-3-4669, and cM 58-L-L669; from
which

The cor. of secs. 16, 17, 20 and 21 bears
S. 73° 57' 28" E., 3,116.74 ft. dist.,
previously described.

Thence N. 89° 50' 05" W,

(This form bound on left side)
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SURVEY NO. 1,669 2,

FEET

115 Ripeline, 12 ins. diam., bears N. 7° W. and
S. 7° E.

600.23 | Cor. No..2, identical with.Cor. No. 1 of the

CHRISTMAS MILL SITE NO. 46, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 58, and Cor..No. L4 of
the CHRISTMAS MILL SITE NO. 59 of this survey.

Thence N. 0° 00' L' W,

150 . Center of dual concrete drainage pipelines, 48
ins. diam., course N. 65° E.

35L4.41 | Centerline of road, bears N. 75° E. and S. 75° W

362.41 | The true point for Cor. No. 3, identical with
Cor. No. 3 of the CHRISTMAS MILL SITE NO. 37,
Cor. No. 2 of the CHRISTMAS MILL SITE NO. 38,
and Cor. No. li of the CHRISTMAS MILI SITE NO.
L6 of this survey.

This corner falls on the cut-bank of a roadway
where a permanent monument cannot be. establish+
ed; witnessed N, 0° 00' L2" W,, 13.40 ft. dist,,
previously described.

Thence S. 89° 54t 05" E,
28.36 | Centerline of road, bears N, 75° E. and S. 75° W.

.285.36 | Centerline of dual concrete drainage pipelines, Lf
ins. diam., course N. L5° E.

4)0.36 | Pipeline, 12 ins. diam., bears N. 7° W. and S.
7° E,

600.36 | Cor. No. L, identical with Cor. No. 2 of the
CHRISTMAS MILIL SITE NO. 37, and with Cor. Nos.
3 of the CHRISTMAS MILL SITE NO. 36 and of the
CHRISTMAS MILL SITE.NO. 48 of this survey.

Thence S. 0° 00! 30" W, .

363.11 | Cor. No. 1, and place of beginning,

CHRISTMAS MILL SITE NO. L8

At Cor. No. 1 of the CHRISTMAS MILL SITE NO. L8,
.identical with Cor. No. 2 of the CHRISTMAS
MILL SITE NO. 49, Cor. No. 3 of the CHRISTMAS
MILL SITE NO. 56, and Cor. No. L of the
CHRISTMAS MILL SITE NO. 57 of this survey.

Set-an iron post, 2 ft. long, 1 ins. diam., 15
-ins. in the ground and in a concrete base,
with brass cap mkd. CM L48-1-4669, CM L9-2-L4669,
CM 56-3-4669, and CM 57-L4-L4669; from which

The cor. of secs, 16, 17, 20 and 21 bears
S. 70° 15* Lh2" E,, 2,545,20 ft. dist.,
previously described.

GPO 839-78%




Form 9180--21

- (November 1967)

SURVEY NO. L669

L3.

FEET

90

599.71

363.11

576.69

4O .

116.24

361.02

,Cor..No. 3, identical with Cor. No. 3 of the

599,69

265.02

Thence N. 89° 50' 08" W.
Centerline of road, bears N. 40° E. and S. 40° W.

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILIL SITE NO. L7, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 57, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 58 of this survey.

Thence N. 0° 00' 30" E.

CHRISTMAS MILL SITE NO. 36, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 37, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 47 of this survey.

Thence S. 89° 38' 10" E.

Centerline of road, bears N. 30° W., and S.
30° E.

The true point for Cor. No. Ui, identical with
Cor. No. 2 of the CHRISTMAS MILL SITE NO. 36,
and with Cor. Nos. 3 of the CHRISTMAS MILL
SITE NO. 35 and of the CHRISTMAS MILL SITE NO.
L9 of this survey.

This corner falls on siide rock below amwadway
where a monument cannot be preserved.

Thence S. 0° 00' 10" W,

Centerline of road, bears N. 30° W., and S.
30° E. ’

A point selected for witness Cor. No. L, identi-
cal with Cor. No. 2 of the CHRISTMAS MILI SITE
NO. 36, and with Cor. Nos. 3 of the CHRISTMAS
MILL SITE NO. 35 and of the CHRISTMAS MILL
SITE NO. L9 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam,,
13 ins. in the ground and in a concrete base,
with brass cap mkd. WC-CM L48-L4-U4669, CM L49-3-
L4669, CM 35-3-L669, and CM 36-2-4669.
Centerline of road, bears N. 20° E, and S. 30° W,

Cor. No., 1, and place of beginning.

CHRISTMAS MILL SITE NO. L9

At Cor. No. 1 of the CHRISTMAS MILL SITE NO. L9,

identicgl with Cor. No. 2 of the CHRISTMAS MILL
SITE NO. 50, Cor. No. 3 of the CHRISTMAS MIIL
SITE NO. 55, and Cor. No. L of the CHRISTMAS
MILL SITE NO. 56 of this survey.

Set an.iron post, 2 ft. long, 1 ins. diam.,
1l ins. in the ground and in a concrete base,
with brass cap mkd. CM 49-1-4669, CM 50-2-4669,
CM 55-3-4669, and CM 56-L4-4669; from which

(This [orm bound on left side)
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SURVEY NO. L4669

FEET

5L6

600,50

96 -

- 24L.78

321.02

I361.Q2

30L.58

600,58

36é.58

The cor. of secs. 16, 17, 20 and 21 bears
i SO 6)-|.° 23' 58" E., 1,990.58 fto-dist.’
previously described.

Thence S. 89° 56! S5i" W,

- Center local drainage, 10 ft. wide, course N.

LO® E.-

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 48, Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 56, and Cor. No.
Ly of the CHRISTMAS MILL SITE NO. 57 of this
survey.

Thencé N. 0° 00! 10" E.
Centerline of road, bears N. 20° E., and S. 30° W
Witness Cor. No. 3, previously described.

Centerline of road, bears N. 30°W ., and S,
30°g. - ) .

The true point for Cor. No. 3, identical with
Cor. No. 3 of the CHRISTMAS MILL SITE NO. 35,
Cor. No. 2 -of the CHRISTMAS MILL SITE NO. 36,
and Cor. No. L of the CHRISTMAS MILL SITE NO.
L8 of this survey.

This corner falls on slide rock below a roadway
where a monument cannot be preserved.

Thence N, 89° L7t 59" E,

Center of local drainage, 10 ft. wide, course
North.

Cor. No. L, identical with Cor. No. 2 of the
CHRISTMAS MILIL SITE NO. 35, and with Cor.
Nos. 3 of the CHRISTMAS MILL SITE NO. 3L and
of the CHRISTMAS MILL SITE NO. 50 of this
survey. -

Thence S. 0° 00' 54" W,

Cor. No. 1, and place of beginning.

CHRISTMAS MILIL SITE NO. 50

At Cor. No. 1 of the CHRISTMAS MILL SITE NO. 50,
identical with Cor. No. 2 of the CHRISTMAS
MILL SITE NO. 51, Cor. No. 3 of the CHRISTMAS
MILL SITE NO. 54, and Cor. No. L4 of the
CHRISTMAS MILI. SITE NO. 55 of this survey.

Set an iron post, 2 ft., long, 1 ins. diam.,
14 ins. in the ground and in a concrete base,
with brass cap mkd. CM 50-1-4669, CM 51-2-4669
CM 5L4-3-L669, and CM 55-4-L669; from which
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SURVEY NO. L669

L5,

FEET

374

600,25

362,58

600,18

26.88

Centerline of paved highway, bears N. 15° E. and

. A point selected for witness Cor. No. L,

362.59

The cor. of secs. 16, 17, 20 and 21 bears
S. 54° 17" L4 E., 1,471.49 ft. dist.,
previously described.

Thence N, 89° 521 16" W,

S. 15° W,

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILI. SITE NO. L9, Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 55, and Cor. No.
I of the CHRISTMAS MILL SITE NO. 56 of this
survey.

Thence N. 0° 00' 54" E,

Cor. No. 3, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 34, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 35, and Cor. No. 4 of
the CHRISTMAS MILL SITE NO. L9 of this survey.

Thence S, 89° 52¢ 20" E,

The true point for Cor. No. U, identical with
Cor. No. 2 of the CHRISTMAS MILL SITE NO. 3L,
and Cor. Nos. 3 of the CHRISTMAS MILL SITE NO.
33 and of the CHRISTMAS MILL SITE NO. 51 of
this survey.

This corner falls on the surface of a paved
highway where a monument cannot be preserved.

Thence S. 0° 00' 16" W.

identical with Cor. No. 2 of the CHRISTMAS
MILL SITE NO. 34, and Cor. Nos. 3 of the
CHRISTMAS MILL SITE NO. 33 and of the
CHRISTMAS MILL SITE NO. 51 of this survey.

Set an iron post, 2 ft. long, 1 ins, diam.,
13 ins. in the ground and in a concrete base,
with brass cap mkd. WC-CM 50-L-4669, CM 51-3-
4669, CM 33-3-L669, and CY 3L-2-L669.

Cor. Nos 1, and place of beginning.

. CHRISTMAS MILL SITE NO. 51

At Cor. No.:-1 of the CHRISTMAS MILL SITE NO. 51,
identical with Cor. No. 2 of the CHRISTMAS
MILL SITE NO. 52, Cor. No. 3 of the CHRISTMAS
MILL SITE NO. 53, and Cor. No. L of the
CHRISTMAS MILL SITE NO. 54 of this survey.

This corner falls in the bottom of a ravine
where a monument cannot be preserved, witness-
ed S 0° 00! 25" W., 27.60 ft. dist., herein-
after described.

Set a temporary point for Cor. No. 1; from which

(This form bound on left side)
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SURVEY NO. L669 L6.

FEET

The cor. of secs. 16, 17, 20 and 21 bears
S. 34° 37' L8" E., 1,046.11 ft. dist.,
previously described.

Thence S. 89° L8' 30" W.
Le2 Center of dry wash, 18 ft. wide, course N. 30° E.
562 .14l | Power line, bears N. 45° E. and S. L5° W,
; 60d.hh Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 50, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 54, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 55 of this survey.
Thence N. 0° 00! 16" E.
335.71 | Witness Cor. No. 3, previously described,
362.59 | The true point for Cor. No. 3, identical with
Cor. No. 3 of the CHRISTMAS MILL SITE NO. 33,
Cor. No. 2 of the CHRISTMAS MILL SITE NO. 3L,
and Cor. No. li of the CHRISTMAS MILL SITE NO.
50 qof this survey.

This corner falls on the surface of a paved
highway where a monument cannot be preserved.

Thence N. 89° 48! 29" E,
L08.45 | Power line, bears N. 12° E. and S. L42° W.
600.45 | Cor. No. L4, identical with Cor. No. 2 of the -
CHRISTMAS MILL SITE NO. 33, and with Cor. Nos.
3 of the CHRISTMAS MILL SITE NO. 32 and of the
CHRISTMAS MILL SITE NO. 52 of this survey.

| Thence S. 0° 00! 25% W,

362.59 | Cor. No. 1, and place of beginning.

. CHRISTMAS MILL SITE NO. 52

| At Cor. No. 1 of the CHRISTMAS MILL SITE NO. 52,
identical with Cor. No, L of the CHRISTMAS
MILL SITE NO. 53 of this survey.

| Set an iron post, 2 ft. long, 1 ins, diam.,

13 ins. in the ground and in a concrete base,
with brass cap mkd. CM 52-1-4669 and CM 53-4-
L4669; from which

‘The cor. of secs. 16, 17, 20 and 21 bears
S. 0° 22" 51" W,, 860.00 ft. dist.,
previously described.

Thence N, 89° 55" 25n ],
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SURVEY NO. L1669 L7,

FEET

14.82 | Intersect the line bet. secs. 16 and 17 at a
point from which the cor. of secs. 16, 17, 20
and 21, bears S. 0° 36! 26" E,, 860.05 ft.
dist., previously described.

600,18 | The true point for Cor. No. 2, identical with
Cor., No. 1 of the CHRISTMAS MILL SITE NO. 51,
Cor. No. .3 of the CHRISTMAS MILL SITE NO. 53,
and Cor. No. |} of the CHRISTMAS MILL SITE NO.
Sl of this survey.

This corner falls in the*bottom of a ravine
where a monument cannot be preserved, witnessed
S. 0° 00' 25" W., 27.60 ft. dist., hereinafter
described.

Thence N. 0° 00' 25" E,

362,59 | Cor. No. 3, identical with Cor. No. 3 of the

! . CHRISTMAS MILL SITE NO. 32, Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 33, and Cor. No.
Ly of the CHRISTMAS MILL SITE NO. 51 of this
survey. .

. Thence S. 89° 52! }j3" E,

581.48 Intersect the line bet. secs., 16 and 17 at a
point from which the cor. of secs. 16, 17,
20 and 21, bears S. 0° 36' 26" E,, 1,222.21
ft. dist. ;

600.20 | Cor. No. L, identiscal with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 32 of this survey.

Thence S. .0° Q0' 32" W,
232 Center of dry wash, 18.ft..wide, course East.

362.12 [ Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 53

At Cor. No. 1 of the CHRISIMAS MILL SITE NO. 53,
on line 1-2 Sur. No. LL;3 INSPIRATION 23 lode.

Set an iron post, 2 ft. long, 1 ins. diam., 1k
ins. in the ground and in a concrete base,
with brass cap mkd. CM 53-1-4669; from which

The cor. of secs. 16, 1?, 20 and.21, bears
S. 0° 38! 50" W., 500.12 ft. dist.,
previously described.

A granite rock in place, 50 x 35 ins., 30
ins. above ground, bears S. 18° L1' W.,
19.52 ft. dist., mkd. X B R CM 53-1-4669
on North face. ;

A granite rock in place, 30 x 24 ins., 18

. ins. above the ground, bears N. 86° 35!

W., 25.35 ft. dist., mkd. X B R CM 53-1-

L4669 on Northeast face.

Thence S. 89° 56' 03" W,

(This form bound on left side)
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SURVEY NO. L669 148,

FEET

10.95 | Intersect the line bet. secs. 16 and 17 at a

. point from which the cor. of secs. 16, 17, 20
_and 21, bears S. 0° 36' 26" E., 500.12 ft.
dist., .

600.16 | Cor. No. 2, identical with Cor. No. 1 of the
: CHRISTMAS MILL SITE NO. 54 of this survey,
on line 3-l Sur. No. Lh);3 INSPIRATION 23
lode, and line 1-2 Sur. No. Lll3 INSPIRATION
2}, lode.

Set an iron post, 2 ft. long, 1 ins. diam.,
1} ins. in the ground and in a concrete base,
with brass cap mkd. CM 53-2-4669 and CM 5L4-1-
L669. :

Thence N. 0° 00' 25" E,

56,48 | Intersect Cor. No. L of Sur. No. Li)3 INSPIRA-
; TION 23 lode, identical with Cor. No. 1 of
Sur. No. LLly3 INSPIRATION 24 lode.

333.78 | A point selected for witness Cor. No. 3,
identical with Cor. No. 1 of the CHRISTMAS
MILI, ‘SITE NO. 51, Cor. No. 2 of the CHRISTMAS
MILL SITE NO. 52, and Cor. No,. Ly of the
CHRISTMAS MILL SITE NO.5l4 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 15
ins. in the ground and in .a concrete base,
with brass cap mkd. WC-CM 53-3-L669, CM 5hL-L- ’
L669, CM 51-%-L669, and CM 52-2-4669.

361.38 | The true point for Cor. No. 3, identical with -
Cor. No. 1 of the CHRISTMAS MILL SITE NO. 51,
Cor. No. 2 of the CHRISTMAS MILL SITE NO. 52,

~ and Cor. No. l} of the CHRISTMAS MILL SITE NO.
5L, of this survey.

This corner falls in the bottom of a ravine
where a monument cannot be preserved.

Thence S. 89° 551 25" E,

585.36 | Intersect the line bet. secs. 16 and 17 at a
point from which the cor. of secs. 16, 17,
20 and 21, bears S. 0° 36! 26" E., 860.05
ft. dist. .

600.18 | Cor. No. L, identical with Cor. No. 1 of the
CHRISTMAS MILI SITE NO. 52 of this survey.

Thence S. 0° 00' 32" W,

.304.04 | Intersect Cor. No. 1 of Sur. No. LLlL3
INSPIRATION 23 lode.

359.89 | Cor. No. 1,.and place of beginning. .

.CHRISTMAS MILL SITE NO. 5h 2
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52

FEET

600,43

56.83

195
321,66

38
178.1L
600.1L,

27.60
304.90

361.38

359.66

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 54, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 53 of this survey, on
line 3-k Sur. No. LLL3 INSPIRATION 23 lode
and line 1-2:Sur. No. hhhs INSPIRATION 24
lode; from which

The cor. of secs. 16, 17, 20 and 21, bears
S..1,9° 58! 10" E., 776.LL ft. dist.,
. previously described.

Thence S. 89° 58! 20" W,

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 55 of this survey, on
line 3-l, Sur. No. lLhili3 INSPIRATION 2L lode
and line 1-2, Sur. No. LLl3 INSPIRATION 25
lode.

Set an iron post, 2 ft. long, 1 ins., diam., 13
ins. in the ground and in a concrete base,
with brass cap mkd. CM 54-2-4669, and CM 55-1-
L669.

Thence N. 0° 00' 16¢ E.
Intersect. Cor. No. 4 of Sur. No. Lljhi3 INSPIRATION
2y lode, identical with Cor. No. 1 of Sur. No.

LLl3 INSPIRATION 25 lode.
Center of dry wash, 10 ft. wide, course S. 80° E
Power line, bears N. 45° E. and S. L5° W
Cor. No. 3, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 50, Cor. No. 2 of the

. CHRISTMAS MILI SITE NO. 51, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 55 of this survey.

Thence N. 89° 48 30" E,

Power line, bears N. 45° E. and S. L45° W

Center of dry wash, 18 ft. wide, course N. 30° E

The true point for Cor. No. U4, identical with
Cor. No. 1 of the CHRISTMAS MILL SITE NO. 51,
Cor. No. 2 of the CHRISTMAS MILL SITE NO. 52,
and Cor. No. 3 of the CHRISTMAS MILI, SITE NO.
53 of this survey.

This corner falls in the bottom of a ravine
where a monument cannot be preserved.

Thence S. 0° 00' 25" W
Witness Cor. No. L, previously described.
Intersect Cor. No. L of Sur. No. LLL3 INSPTRATION
23 lode, identical with Cor. No. 1 of Sur. No.
Lhly3 INSPIRATION 2l lode.

Cor. No. 1, and place of beginning.

(This form bound on left side)
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SURVEY NO. L669 50.

FEET

CHRISTMAS MILI. SITE NO. 55

Beglnnrng at.Cor, No. 1 of the CHRISTMAS MILL
SITE NO. 55, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 54 of this survey, on
line 3-L, Sur. No. Lh)i3 INSPIRATION 24 lode,
and line.1-2 Sur.: No. LLL3 INSPIRATION 25
lode.

The cor. of secs. 16, 17, 20, and 21, bears
S. 67° 19' Lo* E., 1,294.99 ft. dist.,
. previously described.

Thence S. 89° 51' O7" W.
278 | Center of dry wash, 10 ft. wide, course North.
318 Powerline, bears N. L5° E,, and S. 45° W

L0oo Centerline of paved highway, bears North and
South.

516 | Centerline of road, bears N. 30° E., and S. 30°
W. .

600.31| Cor. No. 2, identical with Cor. No. 1 of the

. CHRISTMAS MILL SITE NO. 56 of this survey,
on line 3-L Sur. No. L3 INSPIRATION 25
.lode and line.1-2.Sur. No. Lh};3 INSPIRATION
26 lode.

Set an iron post, 2 ft. long, 1 ins. diam., 13
.ing. in the ground and in a concrete base,
with brass cap mkd. CM 55-2-4K69 and CM 56-1-
L669.

Thence N, 0° 00! 5" E
58.38| Intersect Cor. No. L of Sur. No. LLh3 INSPIRATION
25, lode, identical with Cor. No. 1 of Sur. No.
Lli)y3 INSPIRATION 26 lode.

362.56| Cor. No. 3, identical with Cor. No. 1 of the

. CHRISTMAS MILL SITE NO. L9, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 50, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 56 of this survey.

Thence S, 89° 52' 16" E,

226.25| Centerline of paved hlghway, bears N. 15° E.
and S. 15° W

600.25| Cor. No. L, identical with Cor. No. 1 of the

CHRISTMAS MILL SITE NO. 50, Cor. No. 2 of the

CHRISTMAS MILL SITE NO. 51, and Cor. No. 3 of

the CHRISTMAS MILL STTE NO. 5k of this survey.
Thence S. 0° 00' 16" W.

38 | Powerline, bears N. L5° E.,and S. L5° W

16L..66 | Center of dry wash, 10 ft. wide, course S. 80° E

GPO B839-785
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514

54

FEET

302.83

359.66

Intersect Cor. No. i of Sur. No. Llii3
INSPIRATION 24 lode s ihdentical with Cor. No.
1 of Sur. No. 443 INSPIRATION 25 lode.

Cor. No. 1, and place of beginning.

L72

600.L2

57.69

274.19
336.19
: 36{.19

54,50

600,54

304.18

CHRISTMAS MILL SITE NO. 56

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 56, identical with Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 55 of this
airvey, on line 3-l4 Sur. No. LLL43 INSPIRATION
25 lode, and line 1-2 Sur. No. LL}i3 INSPIRA-
TION 26 lode; from which

The cor. of secs. 16, 17, 20, and 21,
bears S. 7h°® 30' 33" E., 1,862.92 ft.
dist., previously described.

Thence N. 89° 55' 15" W,
Water line of tailings pomd, bears N. and S.

The true point for Cor. No. 2, identical with
Cor. No. 1 of the CHRISTMAS MILL SITE NO.
57, and Cor. No, L of the CHRISTMAS MILL
SITE NO. 70 of this survey, on line 3-L
Sur. No. 44)y3 INSPIRATION 26 lode.

This cerner falls in a tailings pond and
cannot be set; witnessed S. 0° 00' 10" W.,
117.63 ft. dist., hereinafter described.

Thence N. 0° 00' 08" E.

Intersect Cor. No. L of Sur. No. LiL3
INSPIRATION 26 lode.

Crest of tailings dam, bears East and West.
Toe of tailings dam.

Cor. No. 3, identical with Cor. No. 1 of the
GHRISTMAS MILL SITE NO. 48, Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 49, and Cor. No.
i ‘of the CHRISTMAS MILL SITE NO. 57 of this
survey.

Thence N. 89° 56' 54" E.

Center -local drainage, 10 ft. wide, course
N. Lo° E.

Cor. No. L, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 49, Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 50, and Cor.
No. 3 of the CHRISTMAS MILL SITE NO. 55 of
this survey.

Thence S. 0° 00' 54" W.

Intersect Cor. No. L4 Sur. No. Lli}i3 INSPIRATION

25 lode, identical with Cor. No. 1 of Sur.
No. 4ly3 INSPIRATION 26 lode.

(I'bis form bound on left side)
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SURVEY NO. L669 2

FEET

362.56 Cor. No. 1, and piace of beginning.

CHRISTMAS MILL SITE NQ. 57

Begimning at Cor. No. 1 of the CHRISTMAS MILIL
SITE NO. 57, identical with Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 56, and Cor. No.
Ly of the CHRISTMAS MILIL SITE NO. 70 of this
survey, on line 3-4.Sur. No. LL}j3 INSPIRATION
26 lode.

.Thié corner falls in a tailings pond and cannot
be set, witnessed S. 0° 00' 10" W., 117.63
ft. dist., hereinafter described.

Frqom the érue'poinﬁ for Cor. No. 1,

The cor. of secs. 16, 17, 20, and 21,
bears S. 78° 14! 52" E., 2,446.96 ft. dist.|,
previously described.

Thence S. 89° 58' 584 W,

125 Water line of tailings pond, bears N. 20° W. and
S. 20°E. . .
151 Centerline of road, bears N. 25° W. and S. 25° E.

599.%6 | Cor. No. 2, identical with Cor. No. 1 of the

CHRISTMAS MILL SITE NO. 58, Cor. No. L of the
CHRISTMAS MILIL SITE NO. 69, and Cor. No. 3 of -
the CHRISTMAS MILL SITE NO. 70 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 13 3
ins. in the ground and in a concrete base,
with brass cap mkd. CM 57-2-4669, CM 58-1-L4669,
CI{ 69")4".)4669, and CM 70-3-)46690

Thence N. 0° 00' 32" E,

363.09 | Cor. No. 3, .identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 47, Cor. No., 2 of the

. CHRISTMAS MILL SITE NQ. L8, and Cor. No. L of
the GHRISTMAS MILL SITE NO. 58 of this survey.
' Thence S. 89° 50' 08" E.

509.71 | Centerline of road, bears N. L0° E. and S. L0° W.

599.71 | Cor. No. ki, identical with Cor. No. 1 of the

CHRISTMAS MILL SITE NO. 48, Cor. No., 2 of the

CHRISTMAS MILL SITE NO. L9, and Cor. No. 3 of

the CHRISTMAS MILL SITE NO. 56 of this survey.

Thence S. 0° 00' 08" W,
25 Toe of tailings dam.
87 Crest of tailings-dam, bears East and West.

303.50 | Intersect Cor. No. L of Sur. No. LLL3 INSPIRATION .
26 lqde. ) . '

361.19 {Cor. No. 1, and place of beginning.

GPO 839-78%
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53.

56

FEET

88

600.10

362,57 .

485.23
600.23

CHRISTMAS MILL SITE NO. 58

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 58, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 57, Cor. No. L of the
CHRISTMAS .MILL SITE NO. 69, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 70 of this survey;
from which

The cor. of secs. 16, 17, 20, and 21, bears
S. 80°.33' 25" E,, 3,036.58 ft. dist.,
previously described.

Thence N. 89° L7' O7" W.
Pipeline, bears N. 7° W. and S. 7° E.

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 59, Cor. No. L of the
CHRISTMAS MILIL SITE NO., 68, and Cor..No. 3 of
the CHRISTMAS MILL SITE NO. 69 of this survey.

Set.an iron post, 2 ft. long, 1 ins. diam.,

- 15 ins..in the ground and in a concrete base,
with brass cap mkd. CM 58-2-14669, CM 59-1-4669,
CM 68-4-L669, and CM 69-3-4669.

° Thence N. 0° 00! L2" W.

Cor. No. 3, identical with.Cor. No. 1 of the
CHRISTMAS MILL SITE NO. L6, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 47, and Cor. No. L of
the CHRISTMAS MILIL SITE NO., 59 of this survey.

Thence S. 89° 50' 05" E,

Pipeline, bears N. 7° W..and S. 7° E.

Cor. No. L, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 47, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 48, and Cor. No. 3 of
the CHRISTMAS MILI SITE NO. 57 of this survey.

Thence S. 0° 00' 32" W,

Cor. No. 1, and place of beginning.

139.42

CHRISTMAS MILL. SITE NO. 59.

Beginning. at Cor. No., 1 of the CHRISTMAS MILL
SITE NO. 59, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 58, Cor. No. L of the
CHRISTMAS, MILL SITE NO. 68, and Cor. No. 3 of
the CHRISTMAS MILL SITE. NO. 69 of this survey;
from-which . -

The cor., of secs. 16, 17, 20, and 21, bears
S. 82° o' 33" E., 3,630.19 ft. dist.,
previously described.

Thence S. 89° )48' ‘59" W.

Center of concrete drainage pipe, L8 ins. diam.,
Course N, 30° E.

(This [orm bound on left side)
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FEET

599,42 |Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 60, Cor. No. L of the
CHRISTMAS MILL SITE NO. 67, and Cor. No., 3 of

. the CHRISTMAS MILI SITE NO. 68 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam.,
15 ins. in the ground and in a concrete base,
with brass cap mkd. CM 59-2-4669, CM 60-1-4669,
M 67-14-4669, and CM 68-3-4669.

. Thence N. 0° O1' 54" E.

363,06 |Cor. No. 3, identical with Cor. No. 1 of the

CHRISTMAS MILL SITE NO. 45, Cor. No. 2 of the

CHRISTMAS MILL SITE NO. L6, and Cor. No. L4 of

the CHRISTMAS MILI. SITE NO. 60 of this survey.
Thence N. 89° 51t 47" E.

378.15 Center of.concrete drainage pipe, L8 ins. diam.,
course N. 30° E.

599.15.| Cor, No, L, identical with Cor. No. 1 of the

CHRISTMAS MILI, SITE NO.‘).;6, Cor. No. 2 of the

CHRISTMAS MILI, SITE NO, )47, and Cor. No. 3 of

the GHRISTMAS MILIL SITE NO. 58 of this survey.
" Thence S. 0° 00! 42" E.

362.57 | Cor. No. 1, and place of beginning.

CHRISTMAS MILI SITE NO. 60

Beginning at Cor. No. 1 of the CHRISTMAS MILL

* SITE NO..60, identical with Cor. No..2 of the
CHRISTMAS MILL SITE NO. 59, Cor. No, L of the
CHRISTMAS MILL SITE NO. 67, and Cor..No. 3 of
the CHRISTMAS MILL SITE NO. 68 of this survey;
from which

The cor. of secs. 16, 17, 20, and 21 bears
S. 83°.13' 21" E., 4,224,147 ft. dist.,
previously described.

Thence S. 89° TL 36"‘W.

600,96 | Cor. No. 2, identical with Cor. No, 1 of the

CHRISTMAS MILI SITE NO. 61, Cor. No. Ly of the
CHRISTMAS MILL SITE NO. 66, and Cor., No. 3 of
the CHRISTMAS MILI SITE NO. 67 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam.,
15 ins, in the ground and in a concrete base,
with brass cap mkd. CM 60-2-4669, CM 61-1-L669,
M 66-L4-U4669, and CM 67-3-L669.

Thence N. 0° 00' 36" E.,

361,75 | Cor, No. 3, identical with Cor. No. 1 of the
.| CHRISTMAS MILL SITE NO. hkL, Cor. No. 2 of the i

CHRISTMAS MILL SITE NO. 45, and Cor. No. L of '

the CHRISTMAS MILL SITE NO. 61 of this survey.

GPO 839-78%5




Form 9180-21
- (November 1967)

SURVEY NO. L669

55,

FEET

601,12

363.06

362.50

361.75

. Thence N. 89° oi! O7" E.

Cor. No. L4, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 45, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. L6, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 59 of this survey.

Thence .S. 0° 01! 54" W,

Cor. No. 1, and place of'beginning.

600.50'

600.49.

CHRISTMAS MILL SITE NO. 61

Begimning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 61, identical with Cor. No. 2 of the
CHRISTMAS MILIL SITE NO. .60, .Cor. No. L of the
CHRISTMAS MILL SITE NO. 66, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 67 of this survey;
froem which

The cor. of secs. 16, 17, 20, and 21, bears
S. 84° o9 55" E,, h 820, 83 ft. dlst.,
mmb= previously described.

) Thence N. 89 08! 11" W,

Cor, No. 2, 1dent1cal with Cor. No, 1 of the
‘CHRISTMAS MILL SITE NO. 62, Cor. No. L of the
CHRISTMAS MILL SITE NO. 65, and Cor. No. 3 of
the CHRISTMAS MILL SITE.NO..66 of this survey.

Set ari iron pipe, 2 ft. long, 1 ins. diam., 15

ins. in the ground and in a concrete base,
with brass cap mkd., CM 61-2-4669, CM 62-1-4669,
CM 65-li-L669, and CM 66-3-4669.

Thence N. 0° 00' 44" E

The true peint for Cor., No. 3, identieal with
Cor. No. 1 of the CHRISTMAS MILL SITE NO. L3,
Cor. No. 2 of the CHRISTMAS MILL SITE NO. Lk,
and Cor. No. L4 of.the.CHRISTMAS MILL SITE NO.
62 of this survey.

This corner falls in the bottom of a ravine
where a monument cannot be preserved, witnessed
N. 0° 00' lko" E,,’ 9 35 ft. dist., previously
described.

: ° . Thence S. 89° 03! 55" E,

Cor. No. U4, identical with Cor. No. 1.of the
CHRISTMAS MTLL SITE NO. L, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. L5, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 60 of this survey.

. Thence S, 0° 0O' 36" W,

Cor. No..1, and place of beginning.

CHRISTMAS MILL SITE NO. 62

(This form bound on left side)
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FEET

W6

600.30] .

204,50

'362:50

160.31
600,31

362.50

Beginning at Cor. No, 1 of the CHRISTMAS MILL
SITE NO. 62, identical with Cor. No., 2 of the
CHRISTMAS MIIL SITE NO. 61, Cor. No. L of the
CHRISTMAS MILL SITE NO. 65, and Cor. No., 3 of
the CHRISTMAS MILL SITE NO. 66 of this survey;
from which

' The cor., of secs. 16, 17, 20, and 21, bears
S. 84° L2 55" E,, 5 9. 31 ft. dist.,
previously descrlbed.

Thence S. 89° 39" sy W

Center of local drainage, 10 ft. wide, course
N. 20° E.

.Cor, No. .2, 1dent1ca1 wn.th Cor. No. 1 of the
CHRISTMA.S MILL SITE NO. 63, Cor. No. L of the
CHRISTMAS MILL SITE NO. 6L, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO, 65 of this survey.

Set an iron.post, 2 ft. long, 1 ins. diam., 15
.ins, in.the ground‘and in a concrete base,
with brass cap mkd. CM 62-2-4669, M 63-1-4669,
CM 6L-4-L669, and CM 65-3-L669.

" Thence N. 0° 00! L2V E.
.Centerline of road, bears N, 40° E., and S. LO°W,

Cor..No. 3, identical with Cor., No, 1 of the
CHRISTMAS MILI SITE NO. 42, Cor. No. 2 of the
CHRISTMAS MILL.SITE NO. 43, and Cor. No. L4 of
the CHRISTMAS MILL SITE NO. 63 of this survey.

- - Thence.N. 89°-39' 54" E,
Centerline.of road, bears N. L45° E. and S. 45° W

The true point for Cor. No. L, identical with
Cor. No. 1 of the CHRISTMAS MILL STTE NO. L3,
Cor. No. 2 of the CHRISTMAS MILL SITE NO. Lk,
and Cor., No. 3 of.the.CHRISTMAS MILL SITE NO.
61 of thiis survey,

This corner falls in the bottom of a ravine
where a monument cannot be preserved, wibness-
ed N, 0° 0Ot Lov E., 9.35 ft. dist., previously
described.,

' . Thence S. 0° 00T L' W,

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 63

Beginnifng at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 63, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO..62,.Cor. No. L4 of the
CHRISTMAS MILI SITE NO. 6L, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 65 of this survey;
from which

GPO 838 -7885
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FEET

" 82
125

210

600. 31

158
362.50

600.30

362,55

164,31

' The® dor.. of secs. 19, 20, 29, and 30, T. L
S., R. 16 E., G. & S. R, M., bears S, 9°
5h' 30" E., 5,993.15 ft. dist., an iron
pipe 2 ins., diam., 12 ins. above ground,
firmly set, with brass cap mkd. as
described in the official record.

Thence N. 89° 59! 12" W,
Centerliné of road, bears North and South.

Center of dr:ainage diversion channel, 20 ft.
wide, course North,.

Cor. No. 2, identical with Cor. No. 3 of the

.. CHRISTMAS MILL SITE NO. 64 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam.,
15 ins. in the ground and in a concrete base,
with brass cap mkd. CM 63-2-4669 and CM 64-3-
L669. )

" Thence N. 0° 00! 35" E.

Center of dry wash, 15 ft. wide, course N. 45° E

" Cor. No. 3, identical with Cor. No. 2 of the

CHRISTMAS MILL SITE NO. 42 of this survey.
Thence S. 89° 58! 55" E,

Center of d;t:y wash, 20 ft., wide, course North.

Cor. No. l, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 42, Cor, No. 2 of the
CHRISTMAS MILL SITE NO§ 43, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 62 of this survey.

° Thence S. 0° 00! L2V W,
Centerline of road, bears N..40° E. and S. LO°W.

Cor, No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 6L

At Cor. No. 1 of the CHRISTMAS MILL SITE NO. 6L,

identical with Cor. No. 2 of the CHRISTMAS
MILL SITE NO. 65, Cor..No. 3 of the CHRISTMAS
MILL SITE NO. 76, and Cor. No. L of the
'CHRISTMAS MILL SITE NO. 77 of this survey.

Set an iron.post, 2 ft. long, 1 ins. diam., 15
ins. in the ground and in a concrete base,
with brass cap mkd. CM 6L-1-4669, QM 65-2-
4669, CM 76-3<L669, and CM 77-L4-4669; from
which '

The cor. of secs. 19, 20, 29, and 30,
bears S. 10° 32! 36" E,, 5,636.42 ft.
dist., previously described.

(This form bound on left side)
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600,30 | Cor. No. h, identical with Cor. No. 2 of the

. 362.50| Cor. No. 1, and place of beginning.

FEET

. Thence N.. 89° 59' 30" W,

g . " . . | S 5
70 - Center of local drainage, 8 ft. wide, course
N. 50° E,

600,28 | Cor. No. 2, identical with Cor. No. 3 of the
CHRIS'I'_I‘MAS MILL SITE NO, 77 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 15
ins, in the ground and in a concrete base,
with brass cap mkd. CM 64-2-4669 and CM 77-3~
11669,

Thence N, 0° 00' 35" E,

362.55 Cor. No. 3, identical with Cox. N@. 2 of the
CHRISTMAS MILL SITE NO. 63 of this survey.

Thence S. 89° 59! 12" E,

475.30 | Center of drainage diversion channel, 20 ft.
wide, course North.

518.30| Centerline of road, bears North and South.

.CHRISTMAS MILL SITE NO. 62, Cor. No. 1 of the

CHRISTMAS MILL SITE NO. 63, and Cor, No. 3 of

the CHRISTMAS MILL SITE NO. 65 of this survey.
Thence S. 0° 00' LL* W,

145 Toe of diversion dam.

205 Crest of diversion dam, bears N. L40° W. and
2 SC hoo' Eo
240 Centerline of road, on diversion dam, bears

N. L4L0° W, and S. L40° E,

CHRISTMAS MILL SITE NO. 65

At Cor. No. 1 of the CHRISTMAS MILL SITE NO. 65,
identical with Cor. No. 2 of the CHRISTMAS
MILL SITE NO. 66, '‘4nd with Cor. Nos. L of the
CHRISTMAS .-MILL SITE NO. 75 and of the
CHRISTMAS MILL SITE NO. 76 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 15

ins, in the ground and in a concrete base,

with brass cap mkd. CM 65-1-4669, CM 66-2-4669

CM 75-4-4669, and CM 76-4-L4669; from which

- -The cor, of secs., 16, 17, 20, and 21, bears
S. 88° 32t 59" E,., 5,398.09 ft. dist.,
previously described.

1
)

. Thence S. 89° 39' sh" W.
523.30 | Centerline of road at southeast end of diversion
dam, bears N. 20° W, and S. 10° W,
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. SURVEY NO. L669 59.

FEET

600,30

157.50

362.50

- 154.30

600,30

362,50

600,51

362,50

122,50,

217.50

Cor. No, 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 6L, Cor. No. 3 of the

. CHRISTMAS MILL SITE NO, 76, and Cor..No. L4 of

. the CHRISTMAS MILL SITE NO. 77 of this survey.

Thence N, 0° 00' ULt E,

Centerline of road on diversion dam, bears
N. LO° W. and S. LO® E,

‘Crest of diversion dam, bears N. L0® W. and
S. LO° E.

Toe of diversion dam.

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO, 62, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 63, and Cor. No. L of

. the CHRISTMAS MILL SITE NO. 6L of this survey.

. Thence N. 89° 39' 54" E,

Center local drainage, 10 ft. wide, course N.
20° E.- =

Cor., No. 4, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO..61, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 62, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 66 of this survey.

" Thence S. 0° 00! LL" W,

Cor'. No. 1, and place of beginning.

CHRISTMAS MILL SITE.NO. 66 .

At Cor., Np. 1 of the CHRISTMAS MILL SITE NO. 66,
identical with Cor. No. 2 of the CHRISTMAS
MILL SITE NO. 67, Cor. No. L\ of the CHRISTMAS
MILL SITE NO. 74, and Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 75 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 15
ins. in, the ground and in a concrete base,
with brass cap mkd. CM 66-1-4669, CM 67~2-L669,
CM ThU-L-U669, and CM 75-1-4669; from which

The cor. of secs. 16, 17, 20, and 21 bears
S. 88° 28! 10" E., 1,797.62 ft..dist.,
previously described,

Thence N. 89° 11 24" W,

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 65, Cor. Nos. L of the
CHRISTMAS MILL SITE NO. 75, and of the
CHRISTMAS MILL SITE NO. 76 of this survey.

Thence N. 0° 00' 4" E,

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 61, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 62, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 65 of this survey.

(This form bound on left side)
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. SURVEY NO. L669 ' 60.

FEET

Thence S. 89°.08%.11" E, . s

600.50 [Cor. No. L, identical with Cor. No. 2 of the

CHRISTMAS MILL SITE NO. 60, Cor. No. 1 of the

CHRISTMAS MILL SITE NO. 61, and Cor. No., 3 of

the CHRISTMAS MILL SITE NO. 67 of this survey.
_Thence S. 0° 00! 36" W.

361.9h Cor. No. 1, and place of beglnnlng.

T

CHRISTMAS MILL SITE NO. 67

At Cor. No. 1 of the CHRISTMAS MILL SITE NO. 67,
identical with Cor. No. 2 of.-the CHRISTMAS MILL

. SITE NO. 68, Cor. No. L of the CHRISTMAS MILL
SITE NO» 73, and Cor. No. 1 of the CHRISTMAS
MIIL SITE NO. 74 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 15
ins. in the ground and in a concrete base,
with Brass cap mkd. CM 67-1-4669, CM.68-2-4669,
CM 73-4-L669, and CM Th4-1-4669; from which

- The cor, of secs. 16,-17,-20, and- 21, bears
S..88° 09' 01" E,, h,197 3h ft. dist.,
previously described.

Thence S. 89° 18! 00" W,

136 Center of 1ocal dralnage, 8 ft. w1de, course North -

219 Center of dry wash, 12 ft. w1de, course N. 60° E

600,81 |[Cor. No. 2, identical with Cor. No. 1 of the

CHRISTMAS MILL SITE NO. 66, Cor. No. L of the
CHRISTMAS MILL SITE NO. 7h, and Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 75 of this survey.

Th@nce N. 0° 00' 36" E

361.94 |Cor. No. 3, identical with Cor. No. 2 of the

. " CHRISTMAS. MILI, SITE NO. 60, Cor. No. 1 of the
4 CHRISTMAS MILL SITE NO. 61, and Coxr. No. L of
- - the GHRISTMAS MILL SITE NO. 66 of this survey.
Thence N. 89° 11 36" E

. 600,96 [Cor. No. L, identical?with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 59, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 60, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 68 of this survey.

Thence S, 0° 011" 54" W
22 Center of.dry wash, 15 ft. wide, course East.

363,06 [Cor, No. 1, and place of beginning.
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SURVEY NO. L1669 61,

FEET
. CHRISTMAS MILL SITE NO. 68

At Cor. No. 1 of the CHRISTMAS MILL SITE NO.68,
identical with Cor. No., 2 of the CHRISTMAS
MILL SITE NO. 69, Cor. No. L of the CHRISTMAS
MILL SITE NO. 72, and Cor. No. 1 of the
CHRISTMAS MILL SITE NO..73 of this survey.

| Set an iron post, 2 ft, long,.1 ins. diam., 15
ins. in the ground and in a concrete base,

with brass cap mkd. CM 68-1-4669, CM 69-2-4669,
CM. 72-4-L669, and M 73-1-L669; from which

The cor., of secs. 16, 17, 20, and 21, bears
S. 87° L8 14" E,, 3,598.10 ft. dist.,
previously described.,

Thence S. 89° L6' 15" W,
599.69 | Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 67, Cor. No. L of the
CHRISTMAS MILL SITE NO. 73, and Cor. No. 1 of
the CHRISTMAS. MILL SITE NO. 74 of this survey.
Thence N. 07 '01' 5" E,
121.06 | Center of dry wash, 15 ft. wide, course East.
363.06 | Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 59, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 60, and Cor. No. L of
b the CHRISTMAS MILL SITE NO. 67 of this survey.
Thence N, 89° L8t 59" E,

160 Centerline of concrete drainage pipe, U8 ins.
diam,, course N, 30° E, .

599.L42 | Cor. No, L, identical with Cor. No. 2 of the
. CHRISTMAS MILL SITE NO. 58, Cor., No. 1 of the
CHRISTMAS MILL SITE NO. 59, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO, 69 of this survey.
Thence S. 0° 00t 42" E,

362,58 | Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 69

At Cor. No. 1 of the CHRISTMAS MILL SITE NO. 69,
identical with Cor. No. 2 of the CHRISTMAS :
.MILL SITE NO. 70, Cor. No, li of the CHRISTMAS
MILL SITE NO. 71, and Cor..No. 1 of the
CHRISTMAS MILL SITE NO. 72 of this survey.

- Set an iron post, 2 ft. long, 1 ins. diam., 15
ins. in the ground and in a concrete base,
with brass cap mkd, CM 69-1-L4669, CM 70-2-
L4669, CM 71-L-1i669, and CM 72-1-4669; from
which ,

The cor. of secs, 16, 17, 20, and 21, bears
S. 87° 24t 59" E., 2,998.53 ft. dist.,
previously described.

(This form bound on left side)
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SURVEY NO. L669 62. .

FEET

Thence N. 89° LL' 28" W.

3L0 Centerline of road, bears N. L8° E, and S. 48° W.
L12 Pipeline, 12 ins. diam., bears N. 52° E. and S.
52° W..

:599,99. | Cor. No. 2, identical with Cor. No. Ly of the

CHRISTMAS MILL SITE NO. 72, Cor. No. 1 of the
R CHRISTMAS MILL SITE NO. 73, and Cor, No. 1 of
the-CHRISTMAS MILL SITE-NO. 68 of this survey.

Thence N..0° 00' L2" W,

362.58 | Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MIILI. SITE NO. 58, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 59, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 68 of this survey.

Thence S. 89° L7t O7" E. "
512.10 | Pipeline, bears N. 7° W. and S. 7° E.
600.10 .| Cor. No.“ 4, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 58, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 57, and Cor.. No. 3 of
the CHRISTMAS MILL SITE NO. 70 of this survey.
Thence S. 0° 00! 30" W.

363.04 | Cor. No. 1, and place of begimning.

o

CHRISTMAS MILL SITE NO. 70 :

|
At Cor. No. 1 of the CHRISTMAS MILL SITE NO. 70,
identical with Cor. No. 1 of the CHRISTMAS
MIIL SITE NO. 71 of this survey, on line 3-L
Sur. No. LLli3 INSPIRATION 26 lode.

Set .an iron post, 2 ft. long, 1 ins. diam., 15
ins. in the ground and in a concrete base,
with brass cap mkd. CM 70-1-4669, CM T71-1-
L4669; from which

The cor. of secs. 16, 17, 20, and 21, bears
S. 86° hé' OS“ E.’ 2’399.51 fto dj-stu’
previously described.

Thence S. 89° 59' 22" W,

180 Center of local drainage, 6 ft. wide, course
u N. 'Soo E.

599.79 | Cor. No. 2, identical with Cor. No. L of the

: ; CHRISTMAS MILL SITE NO. 71, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 72, and Cor. No. 1 of
~ % the CHRISTMAS MIIL SITE NO. 69 of this survey.

Thence N. 0° 00' 30" E,
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SURVEY NO. Li669

63,

‘66

FEET

- ul8.76
L7k, 76
599.76

65
86
117.63

363.11

260
287
363.11

363,04 -

A point selected for witness Cor. No. L,

Cor. No. 3, identical with Cor. No. L of the
CHRISTMAS MILL SITE NO. 69, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 58, and Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 57 of this survey.

Thence N. 89° 58t 58" E,
Centerline of road, bears N. 25° W, and S. 25° E|

Water line of tailings pond, bears N. 20° W. and
S. 20* E. -

The true point for Cor. No. L, identical with
Cor. No. 1 of the CHRISTMAS MILI SITE.NO. 57
and Cor. No. 2 of the CHRISTMAS MILI SITE NO.
56 of this survey, on line 3-4 Sur. No. Ll)3
INSPIRATION 26 lode.

This cerner falls in a tailings pond where a
monument cannot be set,

Thence S. 0° 00! 10" W,
Water line of tailings vond, bears East and West|

Centerline of road, bears East and West.

identical with Cor. No. 1 of the CHRISTMAS
MILL SITE NO. 57 and Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 56 of this survey, on
line 3-4 Sur. No. Ll};3 INSPIRATION 26 lode.

Set an iron post, 2 ft. long, 1 ins. diam., 15
ins. in the ground and in a concrete base,
with brass cap mkd. WC-CM 70-L4-L669, CM 57-1-
L4669, and CM 56-2-L669.

Cor. No. 1, and place of beginning.

CHRISTMAS-MILL SITE NO. 71

Beginning at Cor, No. 1 of the CHRISTMAS MILL
SITE NO. 71, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 70 of this survey, on
line 3-L Sur. No. LLL3 INSPIRATION 26 lode.

Thence S. 0° 00' 10" W,

Centerline of road, bears N. L,5° E. and S. L5° W
Powerline, bears N. 58° E. and S. 58° W.
Cor. No. 2, identical with Cor. No. 1 of the

CHRISTMAS MILL SITE NO. 8l of this survey,

on line 3-L Sur. No. LlL3 INSPIRATION 26 lode.
Set an iron post, 2 ft. long, 1 ins. diam., 15

ins. in the ground and in a concrete base,

Z%th brass cap mkd. CM 71-2-L1669 and CM 8lj~1-
69.

Thence S. 89° 59t Lé" W,

(This form bound on left side)
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SURVEY NO. L669 6l -
FEET
62 Centerline of road, bears N. 35° E. and S. 35° W/ 1:
108 . | Powerline, bears N. 58° E. and S. 58° W, :
4,90 Toe of tailings dam.

599.82 | The true point for Cor. No. 3, identical with

: Cor. No. L of the CHRISTMAS MILL SITE NO. 8L,
Cor. No. 1 of the CHRISTMAS MILL SITE NO. 83,
and. Cor. No. 2 of the CHRISTMAS MILL SITE NO.
72 of this survey.

This corner falls on the slope of a tailings
dam where a permanent monument cannot be sets
witnessed S, 0° 00' 30" W,, 221,03 ft. dist.,
hereinafter described.

Set a temporary point for Gor. No. 3.
Thence N. 0° 00' 30" E.
210.04 | Toe of tailings dam.
363.04 | Cor. No. L, identical with Cor. No. 1 of the
‘ CHRISTMAS MTLL SITE NO. 72, Cor. No. 1 of

the CHRISTMAS MILIL SITE NO. 69, and Cor. No.
2 of the CHRISTMAS MILL SITE NO. 70 of this

survey.
Thence N. 89° 59' 22" E.
419.79 | Center of local dfainage, 6 ft. wide, course .
N. 50° E.
599.79 | Cor. No. 1, and place of beginning. ;

CHRISTMAS MILL SITE NO. 72

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 72, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 69, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 70, and Cor. No. l of
the CHRISTMAS MILL SITE NO. 71 of this survey.

‘Thence S.-6° 00' 30" W.
153 Toe of tailings dam.

363.0h.| The true point for Cor. No. 2, identical with
Cor. No. 3 of the CHRISTMAS MILL SITE NO. 71,
Cor. No. L of the CHRISTMAS MILL SITE NO. 8L,
and Cor. No. 1 of the CHRISTMAS MILL SITE NO.
83 of this survey.

This corner falls on the slope of a tailings
dam where a permanent monument cannot be set;
witnessed S. 0° 00' 30" W,, 221,03 ft. dist., .
hereinafter described. e
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SURVEY NO. L669

68

65.

FEET

30-

365
599.86

90.58
227.58
362.58

187.99
259.99
599;99

135
272
362.58

33
50

Thence N, 89° L1' 50" W

Crest of atailings dam, bears N. 25° W. and S.

25° E

Water level of tailings pond, bears N. 30° E
and S. 30° W

Cor, No. 3, 1dentical with Cor., No. 2 of the
CHRESTMAS MILL SITE NO. 73, Cor. No. 1 of the
CHRISTMAS MILIL SITE NO. 82, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 83 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 14
ins. in the ground and in a concrete base,
with brass cap mkd. CM 72-3-4669, CM 73-2-L669,
CM 82-1-4669, and CM 83-L-L669.
Thence N. 0° 00" L' W
Centerline of road, bears N. 20° E., and S, 20° W

Pipeline, bears N, 58° E. and S. 58° W

.Cor. No. li, identicil with Cor. No. 1 of the

CHRISTMAS MILL SITE NO. 73, Cor. No. 1 of the
CHRISTMAS MILL -SITE NO.68, and Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 69 of this survey.
Thence S. 89° Ll' 28" E,
Pipeline, bears N. 52° E. and S. 52° W
Centerline of road, bears N. L48° E., and S. L8°W.

Cor. No.-1, and place of beg:.nn:_ng.

CHRISTMAS MILL SITE NO. 73
Beginning at Cor. No. 1 of the CHRISTMAS MILL
-SITE NO. 73, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO..68, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 69, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 72 of this survey.
Thence S. 0° 00' " E
Pipeline, bears N, 58° E. and S. 58° W
Centerline of road, bears N. 20° E. and S. 20° W.
Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 72, Cor. No. L of the
CHRISTMAS MILL SITE NO. 83, and Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 82 of this survey.
Thence S. 89° L3' 30" W
Centerline of road, bears N. 20° E. and S. 20° W.

Pipeline, bears N, 30° E. and S. 30° W

(This form bound on left side)
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SURVEY NO. L669 66.

FEET

599,98 | Cor. No. 3, identical with Cor. No. L of the

CHRISTMAS MILL SITE NO. 82, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 81, and Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 74 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam.,
15 ins. in the ground and in a ccncrete base,
with brass cap mkd. CM 73-3-L669, CM 7L4-~2-L669,
CM 81-1-4669, andCM 82-L4-L669.

Thence N. 0° 01' 54" E,

363.06 | Cor. Wo. h; identical with Cor. No. 1 of the

CHRISTMAS MILL SITE NO. 74, Cor. No. 1 of the

CHRISTMAS MILL SITE NO. 67, and Cor. No. 2 of

the CHRISIMAS MILL SITE NO. 68 of this survey.
Thence N. 89° L6' 15" E,

599.69 | Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 7L,

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 74, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 67, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 68, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 73 of this survey.

Thence S. 0° O1' 5L W.

363.06 | Cor. No. 2, identical with Cor. No. 3 of the

CHRISTMAS MILL SITE NO..73,.Cor. No, L of the
CHRISTMAS MILI SITE NO. 82, and Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 81 of this survey.

Thence S. 89° 24 L8 W.

101, Center of local arainage, 10 ft. wide, course
North..

600.66 | Cor..No, 3, identical with Cor. No. L of the

CHRISTMAS MILI SITE NO. 81, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 80, and Cor. No. 2 of
the CHRISTMAS MILI SITE NO. 75 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 15
ins. in the ground and in a concrete base,
with brass cap mkd., CM 7L-3-4669, CM 75-2-
1669, CM 80-1-4669, and CM 81-L-L669.

Thence N. 0° 00' LO" E.
278 Centér of dry wash, 10 ft. wide, course N. 30° E}
361.87 | Cor. No. L, identical with Cor. No. 1 of the

) CHRISTMAS MILL SITE NO. 75, Cor. No., 1 of the
CHRISTMAS MILL SITE NO. 66, and Cor. No. 2 of
_the CHRISTMAS, MILI, SITE NO. 67 of this survey.

Thence N. 89° 18' oO" E,
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SURVEY NO. L4669

67

FEET

381.81.
LoL.81
600.81.

83.87
361.87

152

600,51

362.53

600,51

Center of dry wash, 12 ft. wide, course N. 60° E.
Center of local drainage, 8 ft. wide, course North

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 75

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 75, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 66, Cor. No. 2 of the

. CHRISTMAS MILL SITE NO. 67, andCor. No. L of
the CHRISTMAS MILL SITE NO. 7L of this survey.

Thence S. 0° 00' LO" W.
Center of dry wash, 10 ft. wide, course N. 30° E.

Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO.. 7k4,.Cor. No.. L4 of the
CHRISTMAS MILL SITE NO. 81, and Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 80 of this survey.

Thence N. 89° 15' 10" W,
Center of dry wash, 10 ft. wide, course N. 30° E.

Cor, No. 3, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 76, Cor. No. L of the
CHRISTMAS MILL SITE NO.. 79, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 80 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 15
ins. in the ground and in a concrete base,
with brass cap mkd. CM 75-3-4669, CM 76-1-4669,
CM 79-L-1669, and CM 80-L-L669.

Thence N. 0° 00' Li" E.

Cor. No. L4, identical with Cor. No. L4 of the
CHRISTMAS MILL SITE NO. 76, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 65, and Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 66 of this survey.

Thence S. 89° 11! 24" E,

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 76

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 76, identical with Cor. No. 3 of the
CHRISTMAS MILI SITE NO. 75, Cor. No. L of the
CHRISTMAS MILL SITE NO. 80, and Cor. No. L4 of
the CHRISTMAS MILL SITE NO. 79 of this survey;
from which

The cor. of secs. 19, 20, 29, and 30, bears
S. 4° 45t 21" E., 5,200.14 ft. dist.,
previously described.

(This form bound on left side)
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- . SURVEY NO. L669 68

FEET

Thence S. 89° L4O' O4" W,
580.30 | Centerline of road, bears North and S, L5° W.

600.30 | Cor. No. 2, identical with Cor. No. 1.of the

CHRISTMAS MILL SITE NO. 77, Cor. No. L of the
CHRISTMAS MILL SITE NO. 78, and Cor., No. 3 of
the CHRISTMAS MILL SITE NO. 79 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 14
ins. in the ground and in a concrete base,
with brass cap mkd. CM 76-2-4669, CM 77-1-L669}
CM 78-4-L669, and CM 79-3-L669.

‘ Thence N. 0° 00' 44" E.
1,0 " | Centerline of road, bears N. 75° W. and S. 75° E}

280.50 | Centerline of road, bears N. 55° E. and S. 55° W}

362.50 | Cor. No.. 3, identical with Cor. No. ki of the

g : CHRISTMAS MILL SITE NO. 77, Cor. No. 1 of the

CHRISTMAS MILL SITE NO. 6L, and Cor. No. 2 of

the CHRISTMAS MILL SITE NO. 65 of this survey.

'Thence N. 89° 39' SL" E.

r77 Centerline of road, at southeast end of diver-
sion dam, bears N. 20° W. and S, 10° W.

600.30 | Cor. No. L, identical with Cor. No. 1 of the

CHRISTMAS MILL SITE NO. 65, Cor. No. 2 of the

CHRISTMAS MILL SITE NO. 66, and Cor. No. L of

the CHRISTMAS MILL SITE NO. 75 of this survey.
Thence S. 0° 00! LL" W.

362,53 | Cor. No. 1, and place of beginning.

CHRISTMAS MILI. STTE MO, 77

Begimming at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 77, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 76, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 79, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 78 of this survey;
from which .

The cor, of secs. 19, 20, 29, and 30, bears
S. 1% 15" 50" E,, 5,280.47 ft. dist.,
previously described.

Thence N. 89° 59 L5v W,

298 ' ‘Center &f drainage diversion channel, 20 ft.
wide, course N. 8° W.

600.26 | Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 78 of this survey.

Sef an iroh post, 2 ft. iong, 1 ins. in diam.,
15 ins. in the ground and in a concrete base,
with brass cap mkd. CM 77-2-4669, and CM 78-3-
4669.
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FEET

142

362.55

530.28

600.28

82
322.50
' 362.50

178

280

600.25

362.51

Thence N. 0° 00' 35" E,

Center of local drainage, 6 ft. wide, course
East.

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 64 of this survey.

Thence S. 89° 59' 30" E.

Center of local drainage, 8 ft. wide, course
N. 50° E.

Cor. No. Li, identical with Cor. No. 1 of the
CHRISTMAS MILI, SITE NO. 6li, Cor. No. 2 of the
CHRISTMAS MILIL SITE NO. 65, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 76 of this survey.

Thence S. 0° 00' Li§" W,
Centerline of road, bears N. 55° E. and S. 55° W.
Cenﬂerlihe of road, bears N. 75° W. and S. 75° E.

Cor, No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 78

At Cor. No. 1 of the CHRISTMAS MILIL SITE NO. 78,
identical with -Cor. No. 2 of the CHRISTMAS
MILL SITE NO. 79, Cor. No. 3 of the CHRISTMAS
MILL SITE NO. 90, and Cor. No. L4 of the
CHRISTMAS MILL SITE NO., 91 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam.,
15 ins. in the ground and in a concrete base,
with brass cap mkd. CM 78-1-L4669, CM 79-2-4669,
CM 90-3-L669, and CM 91-4-4669; from which

The cor. of secs. 19, 20, 29, and 30, bears
S. 12° 05t 19" E., 4,925.42 ft. dist.,
previously described.

Thence N. 89° 59! 28" W.
Centerline of road, bears N. L45° E, and S. 55° W,

Center of drainage diversion channel, course N.
30° E., 20 ft. wide.

Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 91, and Cor. No. L of
. the CHRISTMAS MILL SITE WO. 92 of this survey.

Set.an iron post, 2 ft. long, 1 ins. diam., 14
ins. in the ground and in.a concrete base,
with brass cap mkd. CM 78-2-L669, CM 91-3-4669,
and CM 92-4-L669.

" Thence N. 0° 00' 35" E.

Cor. No. 3, identical with Cor. No., 2 of the
CHRISTMAS MILL SITE NO, 77 of this survey.

(This form bound on left side)
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Thence S. 89° 59! Li5" E

302.26[ Center of drainage diversion channel, 20 ft.
wide, course N. 8° W.

600.26] Cor. No. L, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 77, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 76, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 79 of this survey.
Thence S. 0° 00' LL" W,

20 Centerline of road, bears N. 45° E. and S.
{ Ls5°w -

- 362,56 Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 79

At Cor. No. 1 of the CHRISTMAS MILL SITE NO.
79, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 80, Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 89, and Cor. No
y of the CHRISTMAS MILL SITE NO. 90 of this
survey.

Set an iron post, 2 ft. long, 1 ins. diam.,
1l ins. in the ground, and in a concrete base,
with brass cap mkd. CM 79-1-4669, CM 80-3-
L4669, CM 89-3~ h669, and CM 90-L4-L4669; from
which

The cor. of secs, 19, 20, 29, and 30,
bears S. 5° 06! 45" E., 4,838.95 ft.

. dist., previously described.
Thence S. 89° 39' 57" W.

280 Center of dry wash, 10 ft. wide, course N. 55°
E. .

600.30f Cor., No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 78, Cor. No. L of the
CHRISTMAS .MILL SITE NO. 91, and Cor. No. 3

of the CHRISTMAS MILL SITE NO. 90 of this
survey.

“oeee Thence N. 0° 00' Wi E

342.56 CenEerllne of road, bears N. 45° E. and S.
. L5

362.56 Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 76, Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 77, and Cor.
No. L4 of the CHRISTMAS MILL SITE NO. 78 of
this survey.

Thence N. 89° LOo' oy E

20 Centerline of road, bears North and S. 45° W
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246 .54
362,54

362,04

600.51

116

362,50

uL8.51
600.51

600.30 |

Cor. No. L, identical with Cor. No. L of the
CHRISTMAS MILL SITE NO. 80, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 75, and Cor. No. 1 of
the CHRISTMAS MTLL SITE NO. 76 of this survey.

“ Thence S. 0° 00' LO" W.
Center of dry wash, 10 ft. wide, course N. 85° E

Cor. No. 1; and plaée of beginning.

497.51

CHRISTMAS MILL SITE NO. 80

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 80, identical with Cor. No. 2 of the
CHRISTMAS MILIL SITE NO. 75, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 7L, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 81 of this survey;
from which :

The cor. of secs. 16, 17, 20, ad 21, bears
N. 87° 12' 36" E., 4,801.67 £t. dist.,
previously described.

Thence S. 0° 00' 36" W.

Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 81, Cor. No. L4 of the
CHRISTMAS MILL SITE NO. 88, and Cor. No. L of

. the CHRISTMAS MILL SITE NO. 89 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 14
ins. in the ground and in a concrete base,
with brass cap mkd. CM 80-2-1;669, CM 81-3-
L669, CM 88-4-L669, and CM 89-4-L669.

Thence N. 89° 18' 02" W,

Center of dry wash, . 8 ft. wide, course
N. 30° E.

Cor. No. 3, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 79, Cor. No. L of the
CHRISTMAS MILL SITE NO. 90, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 89 of this survey.

Thence N. 0° 00' LO" E.

Center of dry wash, 10 ft. wide, course N.
85° Ec

Cor. No. L, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 75, Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 76, and Cor. No.

Ly of. the CHRISTMAS MILL SITE NO. 79 of this
survey.

Thence S. 89° 15! 10" E,
Center of dry wash, 10 ft. wide, course N. 30°E.

Cor. No. 1, and plaée of beginning.

(This formn bound on left side)
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CHRISTMAS MILL SITE NO. 81

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 81, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 7L, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 73, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 82 of this survey;
from which

The cor. of secs. 16, 17, 20, and 21,
bears N. 86° 53' 42" E., 4,201.52 ft.
dist., previously described.

Thence S. 0° 01! 54" W.

363.06 | Cor. No. 2, identical with Cor. No. 3 of the

. CHRISTMAS MILL SITE NO. 82, Cor. No. L of
the CHRISTMAS MILL SITE NO. 87, and Cor. No.
1 of 4he CHRISTMAS MILL SITE NO. 88 of this
survey.

Set an iron post, 2 ft. long, 1 ins. diam.,
15 ins. in the ground and in a concrete base,
with brass cap mkd. CM 81-2-4669, CM 82-3-
L669, CM 87-L-1669, and CM 88-1-4669.

. Thence S. 89° 30' 38" W.

175 - | Center of local drainage, 6 ft. wide, course
: N. LO° E.

600.51 Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 80, Cor. No. L of the
CHRISTMAS MILL SITE NO. 88, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 89 of this survey.

Thence N. 0° 00! 36" E.
362,04 | Cor. No. L, identieal with Cor. No. 3 of the
CHRISTMAS MILI SITE NO. 7h, Cor. No. 2 of the
- CHRISTMAS MILL SITE NO. 75, and Cor. No. 1 of
the CHRISTMAS MILIL SITE NO. 80 of this survey.
Thence N. 89° 24t L8" E,

- 499,66 | Center-of local drainage, 10 ft. wide, course
North.

600.66 | Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 82

Beginning at Cor. No. 1.of the CHRISTMAS MILL
SITE-NO. 82, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 73, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 72, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 83 of this survey;
from which

The cor. of secs. 16, 17,, 20, and 21,
- bears No 86° 25' 26" E., 3’602-39 fto
dist., previously described.

Thence S. 0° 00' Li" E.
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309.88

362.58

162
182

600. 25

363.06

549.98
566.98
599.98

A point selected for witness Cor. No. 2, identi-
cal with Cor. No. 3 of the CHRISTMAS MILL SITE
NO. 83, Cor. No. L of the CHRISTMAS MILL SITE
NO. 86, and Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 87 of this surver

Set an iron post, 2 ft. long, 1 ins. diam., 15
ins. in the ground and in a concrete base,

. with brass cap mkd WC - CM 82-2-1669, CM 83-3-
1669, CM 86-L-L669, and CM 87-1-L4669.

The true point for Cor. No. 2, identical with
Cor. No. 3 of the CHRISTMAS MILL SITE NO. 83,
Cor. No. i of the CHRISTMAS MILL SITE NO. 86,
and Cor..No. 1 of the CHRISTMAS MILL SITE NO.
87 of this survey.

This corner falls near the edge of a tailings
pond where a monument would soon be covered
and lost, therefore set a temporary point for
the true corner.

Thence S..89° LO' LS" W,

Centerline of road,‘beaﬁs N. 15° E, and S. 15° W,

Pipeline, bears N. 15° E. and S. 15° W.

Cor. No., 3, identical with Cor. No., 1 of the
CHRISTMAS MILL SITE NO. 88, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 81, and Cor. No. L of
the CHRISTMAS MILL SITE NO., 87 of this survey.

Thence N. 0° O1' 5Lt E.

Cor. No. li, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 81, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 74, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 73 of this survey.

Thence N. 89° ;3! 30" E.
Pipeline, bears N. 30° E. and S. 30° W.
Centerline of road, bears N.20)° E. and S. 20° W,

Cor. No, 1, and place of beginning.

' CHRISTMAS MILL SITE NO. 83

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 83, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 72, Cor. No., 3 of the
CHRISTMAS MILL SITE NO. 71, and Cor. No. L4 of
the CHRISTMAS MILL SITE NO. 84 of this survey.

This corner. falls on the slope of a tailings
dam where a permanent monument cannot be set.

From the temporary point set for Cor. No. 1,
The cor. of secs. 16, 17, 20, and 21, bears

N. 85° 39' oo" E., 3,004.18 ft. dist.,
previously described.

(This form bound on left side)
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Thence S. 0° 00' 32" W,

52,0l |Crest of tailings dam, bears N. 25° W. and S.
_25° E. .

190 . W%?%F level of tailings pond, bears East and S.

0" W. "

221.03 |A point selected for witness Cor. No. 1, identical
: with Cor. No. 2 of the CHRISTMAS MILL SITE NO.

72, Cor. No. 3 of the CHRISTMAS MILL SITE NO,

71, and Cor. No. 4 of the CHRISTMAS MILL SITE

NO. 8l of this survey.

Set an iron post, 2 .ft. long, 1 ins. diam., 1L
ins. in the .ground and in a concrete base,
with brass cap mkd. WC - CM 83-1-4669, CM 72-2-
L1669, CM T71-3-L4669, and CM 8L-L-L4669.

308.0l |Power line, bears N. 61° E. and S. 61° W,

363.04 |The true point for Cor. No. 2, identical with

. Cor. No,.3 of the CHRISTMAS MILL SITE NO. 8L,
Cor. No. li of the CHRISTMAS MILL SITE NO. 85,
and Cor. No. 1 of the CHRISTMAS MILL SITE NO,
86 of this survey.

This corner falls in the center of a graded road
where a permanent monument cannot be set, bears
N. 70°:E., and S. 70° W., witnessed S, 0° 00!
30" W., 60.28 ft. dist., hereinafter described.

Set a temporary point for Cor. No. 2.
" Thence N. 89° 39' 11" W.
106. | Power line, bears N. 61° E., and S. 61° W.

599.72 | The true point for Cor. No. 3, identical with
Cor. No. 2 of the CHRISTMAS MILL SITE NO. 82,
Cor. No..1 of the CHRISTMAS MILL SITE NO. 87,
and Cor. No. U4 of the CHRISTMAS MILL SITE NO.
.86 of this survey.

.| This corner falls near the edge of a tailings
pond where a monument would soon be covered
and lost,.

Thence N, 0° 00' LL" W.
52.70 | Witness Cor. No. 3, previously described.

362.58 | Cor. No. L, identical with Cor. No. 1 of the

: CHRISTMAS MILL SITE NO. 82, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 73, and Cor, No. 3 of
the CHRISTMAS MILL SITE NO. 72 of this survey.

Thence S. 89° L1' 50" E,

23l.86 | Water level of tailings pond, bears N. 30° E.

; and S. 30° W.

569.86 | Crest of tailings dam, bears N. 25° W. and S.
25° E.

599.86 | Cor. No. 1, and place of-beginning.
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CHRISTMAS MILI SITE NO. 8l

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 8L, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO., 71 of this survey, on
line 3-L4 Sur. No. LhL;3 INSPIRATION 26 lode;

. from which

The cor. of secs. 16, 17, 20, and 21, bears
N. 8L4° 34! 03" E., 2,406.52 ft. dist.,
previously described.

Thence S. 0° 00' 10" W.

363.11 Cor. No. 2, identical with Cor. No. 1 of the
- CHRISTMAS MILIL SITE NQ. 85 of this survey, on
line 3-L4 Sur. No. LL}i3 INSPIRATION 26 lode.

Set an iron nost, 2 ft. long, 1 ins. diam., 15
ins. in the ground and in a concrete base,
with brass .cap mkd. CM 8L-2-4669 and CM 85-1-

L669.
Thence N. 89° 59' 50" W,
330 Centerline of road, bears N. 10° E. and S. 10° W
560 Centerline of road, bears N. 60° W. and S. 60° E

599.87 | The true point for Cor. No..3, identical with
Cor. No. 2 of the CHRISTMAS MILL SITE NO. 83,
Cor. No. 1 of the CHRISTMAS MILL SITE NO. 86,
and Cor. No. ! of the CHRISTMAS MILI SITE NO.
85 of this survey.

This corner falls in the center of a graded road

% where a permanent monument cannot be setb;
witnessed S. 0° 00' 30" W., 60.28 ft. dist.,
hereinafter described.

Thence N. 0° QO' 32" E,
55 .| Power line bears N. 61° E. and S. 61° W.
142.01 | Witness Cor. No. L, previously described.

173.0L4 | Water level of tailings pond, bears East.and S.
60. wl

31 Crest of tailings dam, bears N, 25° W. and S.
25° E.

363.0L | The true point for Cor. No. L, identical with
Cor. No. 1 of the CHRISTMAS MILL SITE NO. 83,
Cor. No. 2 of the CHRISTMAS MILL SITE NO. 72,

and Cor. No. 3 of the CHRISTMAS MILL SITE NO.
71 of this survey.

Thiscorner falls on the slope of a tailings dam
where a permanent monument cannot be set.

Thence N. 89° 59' L6" E,
109.82 | Toe of tailings dam.

491.82 | Power line, bears.N. 58° E. and S. 58° W.

(This form bound on left side)
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537.82 | Centerline of road, bears N. 35° E. and S. 35° W

599.82 | Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 85

Beginning at Cor. Na. 1 of the CHRISTMAS MILL
. SITE NO. 85, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 84 of this survey, on
line 3-4 Sur. No. Ll4L3 INSPIRATION 26 lode;
from which .

The cor. of secs. 16, 17, 20, and 21, bears
M. 76° 08' 37" E., 2,467.53 ft. dist.,
previously .described.

Thence S. 0° 00' 10" W,
12 Toe of tailings dam.
253 Crest of tailings dam, bears East and West.

353.49 | Intersect Cor. No. 3 Sur. No. Lh4L3 INSPIRATION
{ 26 lode, identical with Cor. No. L Sur. No.
L3 INSPIRATION 14 lode, and Cor. No. 1 Sur.
No. .liliy3 INSPIRATION 15 lode.

. 363.09 | The true point for Cor. No. 2, on line 3-L
Sur. No. lLlLi3 INSPIRATION 1l lode and line
1-2 Sur. No. LL;3 INSPIRATION 15 lode.

This point falls in a tailings pond and was
deither monumented nor witnessed. 7

Thence N. 89° 591 26" .

558 Water level of tailings pond,bears N. 60° E

and S. 60° W.

599,90 | .Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 86 of this survey,
on line 3-L4 Sur. No. L4);3 INSPIRATION 15
lode, and line 1-2 Sur. No. Ll43 INSPIRATION
16 lode.

Set an iron post, 2 ft. long, 1 ins. diam., 14
ins. in the ground and.in a concrete base,
with brass cap mkd. CM 85-3-4669 and CM 86-2-
L669.

Thence N. 0° 00! 30" E

9.85 | Intersect Cor. No. L Sur. No. L );3 INSPIRATION
15 lode, identical with Cor. No. 1 Sur. No.
Lly)y3 INSPIRATION 16 lode.

117.02 | Pipeline, bears East and West.

302.7 | A point selected for witness Cor. No. l,
identical with Cor. No, 1 of the CHRISTMAS
MILI. SITE NO. 86, Cor. No. 2 of the CHRISTMAS
MILL SITE NO. 83, and Cor. No. 3 of.the
CHRISTMAS MILL SITE NO. 84 of this survey.
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= Set an iron post, 2 ft. long, 1 ins. diam., 1L
ins,. in the ground and in a concrete base,
with brass cap mkd. WC - CM 85-4-4669, CM 86-
1-4669, CM 83-2-4,669, and CM 8l-3-L669.

363.02 The true point for Cor. No. i, identical with
Cor. No. 1 of the CHRISTMAS MILL SITE NO. 86,
Cor. No. 2 of the CHRISTMAS MILL SITE NO. 83,
and Cor. No. 3 of the CHRISTMAS MILI, SITE NO,
8l of this survey.

This corner falls on the center of a graded
road where a permanent monument cannot be
set.,

Thence S. 89° 59' 50" E.
39.87 | Centerline of road, bears N. 60° W. and S. 60° E|
269,87 | Centerline of road, bears N. 10° E, and S. 10° W|

599.87 | Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 86

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 86, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO,., 83, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 8L, and Cor, No. L of
the CHRISTMAS MILL SITE NO. 85 of this survey.

; This corner falls in the center of a graded
N road where a permanent monument cannot be set.

From the temporary point marking the true
. corner,

The cor. of secs. 16, 17, 20, and 21,
bears N, 78° 50' 28" E., 3,053.32 ft.
dist., previously described.

Thence S. 0° 00' 30" W.
60.28.] Witness Cor. No. 1, previously described.
2L6 Pipeline, bears East and West.

353.17 | Intersect Cor. No. L Sur. No. LlLili3 INSPIRATION
15 lode, identical with Cor. No. 1 Sur. No.
Lli;3 INSPIRATION 16 lode.

.363.02 | Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 85 of this survey,
on line 3-4 Sur. No. L3 INSPIRATION 15 lode,
and line 1-2 Sur. No. LL);3 INSPIRATION 16

lode.
Thence N. 89° 35' 03" W.
s 306 . | Pipeline, bears N. 15° E, and S. 15° W,

324 Centerline of road, bears N. 15° E. and S. 15° W\
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599.60 | The true point for Cor. No. 3, identical with
Cor. No. 2 of the CHRISTMAS MILL SITE NO. 87
of this survey, on line 3-4 Sur. No. Lhh3
INSPIRATION 16 lode, and line 3-4 Sur. No.
hlly3 INSPIRATION 17 lode.

This corner falls on the surface of a graded
road where a permanent monument cannot be set,
bears N, 60° E, and S. 60° W.

Thence N. 0° 00' Lh" W.

5.85 | Intersect Cor. No. L Sur. No. Lhh3 INSPIRATION
16 lode, identical with Cor. No. 3 Sur. No.
Lh}y3 INSPIRATION 17 lode.

7.4y | A point selected for witness Cor. No. 3,
. : identical with Cor. No. 2 of the CHRISTMAS
MILL SITE NO. 87 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 15
ins. in the ground and in a concrete base,
with brass cap mkd. WC - GM 86-3-L4669, and
CM 87-2-L669.

82 . Power line, bears N. 61° E. and S. 61° W.

.362.30 | The true point for Cor. No. L, identical with
Cor. No. 1 of the CHRISTMAS MILL SITE NO. 87,
Cor. No. 2 of the CHRISTMAS MILL SITE NO. 82,
and Cor. No. 3 of the CHRISTMAS MILL SITE NO,
83 of this survey.

This corner félls near the edge of a tailings
pond where a monument would soon be covered
and lost, witnessed N. 0° 00' L4" W., 52.70
ft. dist., previously described.

Thence S. 89° 39' 11" E,

:193.72. | Power line, bears N. 61° E. and S, 61° W,

599.72 | Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO, 87

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 87, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 82, Cor. No. 3 of the
.CHRISTMAS MILL SITE NO. 83, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 86 of this survey.

This corner falls near the edge of a tailings
pond where a monument would soon be covered
and lost, witnessed N. 0° 00' LL" W., 52.70
ft. dist., previously described.

From the true v»oint set for Cor. No. 1,
The cor. of secs. 16, 17, 20, and 21 bears

N. 80° L3' 22" E., 3,6L42.95 ft. dist.,
previously described.
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Thence S. 0° 00' Lh* E.

280.30 | Power line, bears N. 61° E. and S. 61° W.
31&;86 t Witness .Cor. No. 2, préviously described.

356.45 | Intersect Cor. No. L Sur. No. LLL3 INSPIRATION
16 lode, identical with Cor. No. 3 Sur. No.
LL);3 INSPIRATION 17 lode.

362:,30 | The true.point for Cor. No, 2, identical with
Cor. No. 3 of the CHRISTMAS MILI. SITE NO. 86
of this survey, on line 3-4 Sur. No. LLL3
INSPIRATION 16 lode, and line 3-L; Sur. No.
Llil;3 INSPIRATION 17 lode.

This corner falls on the surface of a graded
road where a vermanent monument cannot be

set.
Thence S. 89° 36! 25" W,
154 melﬂw{&mss.&°w.mdN.&°E.
180 - | Centerline of road, bears N. L45° W. and S. L5° H.
L55 Centerline of road, bears N. L45° E. and S. L5° W.
L75. Pipeline, bears N. 4O° E. and S. LO° W.

600.53 Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO, 88 of this survey,
on line 1-2 Sur. No.. ;3 INSPIRATION 17
lode, and line 3-L Sur. No. L4443 INSPIRATION
18 lode.

Set an iron post, 2 ft. long, 1 ins. diam., 14
ins, in the ground and in a concrete base,
with brass cap mkd. CM 87-3-L669 and
CM 88-2-L669.

Thence N. 0° O1' 54" E,
10.32| Intersect Cor. No. 2 Sur. No. Ll)3 INSPIRATION
17 lode, identical with Cor. No. 3 Sur. No.

- 4h},3 INSPIRATION 18 lode.

363.06| Cor. No., L, identical with Cor. No. 1 of the

CHRISTMAS MILL SITE NO. 88, Cor. No. 2 of the

CHRISTMAS MILL SITE NO. 81 and Cor. No. 3 of

the CHRISTMAS MILL SITE NO. 82 of this survey.

Thence N. 89° LO' 45" E.
1418.25| Pipeline, bears N, 15° E. and S. 15° W.
L38.25| Centerline of road, N. .15° E. and S. 15° W.

600.25| - Cor. No. 1, and place of beginning.
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CHRISTMAS MILL SITE NO. 88 Lo

Beginning at Cor. No. 1 of the CHRISTMAS MILL -
SITE NO. 88, identical with'Cor. No. 2 of the
CHRISTMAS MILL SITE NO, 81, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 82, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 87 of this survey;
from which

The cor. of secs. 16, 17, 20, and 21, bears
. N..81° 591 12n E,, L,236.92 ft. dist.,
previously described.

Thence S. 0° 01! Sh" W,

352,74 | Intersect Cor. No., 2 Sur. No. LLhL3 INSPIRATION
17 lode, identical with Cor. No. 3 Sur. No.
L3 TNSPIRATION 18 lode.

363.06 | Cor. No. 2, identical with Cor. No. 3 of the

4 CHRISTMAS MILL SITE NO. 87 of this survey, on
line 1-2 Sur. No. Ll)j3 INSPIRATION 17 lode,
and.line 3-4 Sur. No. LLh3 INSPIRATION 18 lode.

Thence S. 89° 36! 21" W,

. 30 . | Toe of tailings dam.
135 Crest of tailings dam, bears N. 55° W, and S.
55° E.

600.36 | The true point for Cor.No. 3, identical with

Cor. No..1 of the CHRISTMAS MILL SITE NO. 89
and Cor. No. L of the CHRISTMAS MILL SITE NO.
96 of this survey, on line 1-2 Sur. No. ,
LLL3 INSPIRATION 18 lode.

This corner falls in a tailings pond where a
monument cannot be set.

Thence N. 0° 00' 36" E,

14.80 | Intersect Co}. No. 2 Sur. No. lli;3 INSPTRATION

18 lode.

160 Crest. of tailings dam, bears N. 75° E. and
S. 75° W.

194 Toe of tailings dam.

237.39 | A point selected for witness Cor. No. 3,
identical with Cor. No. 1 of the CHRISTMAS
MILL SITE, NO. 89, and Cor., No. L of the
CHRISTMAS MILL SITE NO. 96 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam.,
11y ins. in the ground and in a concrete base,
with brass cap mkd. WC - CM 88-3-L669,
CM 89-1-U4669, and CM 96-L-L669.

362,06 | Cor. No. L, identical with Cor. No. L of the

CHRISTMAS MILL SITE NO. 89, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 80, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 81 of this survey.
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125,51

600.51

70
600.52

2L).53

. 362‘0 53

103

600. 51

124,67
166.06

Thence N. 89° 30' 38" E.

Center of local drainage, 6 ft. wide, course
N. LO® E.

Cor.‘No.,1, and'pla&e of beginning.

CHRISTMAS MILL SITE NO. 89

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 89, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 88 and Coxz. No. L of
the CHRISTMAS MILL SITE NO. 96 of this survey,
on ling 1-2 Sur. No. Llij3 INSPIRATION 18 lode.

This,corher falls in a tailings pond where a
monument cannot be set, witnessed N. 0° 00!
36" E., 237.39 ft. dist., previously described.

From the true point for Cor. No. 1,
The cor. of secs. 19, 20, 29, and 30, bears
S. 2° 10" 38" W., L,453.53 ft. dist.,

previously described.

Thence N. 89° 20" Lh" W,

.| Water level of tailings pond, bears N. and S.

Cor. No.. 2, identical with Cor. No. 1 of the

CHRISTMAS MILL SITE NO. 90, Cor. No. L of the
CHRISTMAS MILL SITE NO. 95, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 96 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam.,
14 ins. in the ground and in a concrete base,
with brass cap mkd. CM 89-2-L4669, CM 90-1-4669,
CM 95-L-L669, and CM 96-3-L4669.

Thence N. 0° 00' LL4" E,.

Center of local drainaée, 10 ft. wide, course
N. LO® E.

[ Cor. No.. 3, identical with Cor. No. L of the

CHRISTMAS MILL SITE NO. 90, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 79, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 80 of this survey.
Thence S. 89° 18' 02" E.
Center of dry wash, 8 ft. wide, course N. 30° E,
Cor. No.:h, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 80, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 81, and Cor. No. l of
the CHRISTMAS MILL SITE NO. 88 of this survey.
Thence S. 0° 00' 36" W,

Witness Cor. No, 1, previously described.

Toe of tailings dam.
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202.06 | Crest of talllncs dam, bears N. 75° E. and
S. 75° W.

347.26 | Intersect Cor. No. 2 Sur. No. hth INSPIRATION
- 18 lode.

362.06 | Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 90

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 90, identical with Cor. No. 2 of the
CHRISTMAS. MILL SITE-NO. 89, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 96, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 95 of this survey;
from which

The cor. of secs. 19, 20, 29, and 30, bears
S. 5° 31t 36" E., L,477.99 ft. dist.,
previously described.

Thence S. 89° 39' 33" W,

128 Center of local drainage, 10 ft. wide, course
N. hso Eo '

600.30 | Cor.-No. 2, identical with Cor. No. 1 of the

CHRISTMAS MILL SITE NO. 91, Cor. No. L of the
CHRISTMAS MILL SITE NO.. 94, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 95 of this survey.

Set an iron post, 2 ft. long, 1 ins, diam., 15
ins. in the ground and in a concrete base,
with brass cap mkd. CM 90-2-4669, CM 91-1-L669
CM 9L-l~-U4669, and CM 95-3-4669.

Thence N. 0° -00' 4L" E

158.60 | Center of local drainage, 8 ft. wide, course

S. 55° E
362.60 | Cor. No. 3, identical with Cor. No. L of the
CHRISTMAS MILL SITE NO. 91, Cor. No. 1 of the
CHRISTMAS MILI SITE NO.- 78, and Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 79 of this survey.
Thence N. 89° 39' 57" E
320.30 | Center of dry wash, 10 ft. wide, course N. 55° E
600.30 | Cor. No. L4, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO, 79, Cor. No. 3 of the
CHRISTMAS MILL SITE NO.. 80,- and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 89 of this survey.
Thence S. 0° 00' Lh" W

118 | Center of local drainage, 10 ft. wide, course
N. 4O° E

362.53 | Cor. No. 1, and place of beginning.
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180

270
288

600.23

87.55

362.55

320.25

L22.25

600.25

204

362,60

CHRISTMAS MILL SITE NO. 9N

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 91, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 90, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 95, and Cor. No. L of
the CHRISTMAS MILL .SITE NO. 94 of this survey;
from which ‘

The cor. of secs. 19, 20, 29, and 30, bears
S. 13°.02' 29" E., 4,571.51 ft. dist.,
previously described.

Thence N. 89° 59! 12v W,
Toe of diversion dam.

Crest -of diversion dam, bears N. 45° W. and

S. L45° E.

Centerline of road, 20 ft. wide, on diversion
dam, bears N. L5° W. and S. L45° E.

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILI, SITE NO. 92, Cor. No. L4 of the
CHRISTMAS MILL SITE NO. 93, and Cor. No. 3 of
the -CHRISTMAS MILIL SITE NO. 94 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 14
ins. in the ground and in a concrete base,
with brass cap mkd. CM 91-2-L669, CM 92~1-L669 |
CM 93-L4-L4669, and CM 9L-3-4669.

Thence N. 0° 00' 35" E,

Center of local drainage, 8 ft. wide, course
S. 80° E.

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 78 and Cor. No. L of
the CHRISTMAS MILL SITE.NO, .92 of this survey.

" Thence S. 89° 591 28" E,

.Centerline of .drainage diversion channel, 20 ft.
wide, course N. 30° E.

Centerline of road, bears N. L45° E. and S.55° W.

Cor. No. li, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 78, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 79, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 90 of this survey.

Thence S. 0° 00' Li" W.

Center .of local drainagé, 8 ft. wide, course

S. 55° E,

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 92

Beginning at Cor. No, 1 of the CHRISTMAS MILL

.SITE NO. 92, identical .with Cor. No. 2 of the

(This form bound on left side)
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CHRISTMAS MILL SITE NO. 91, Cor. No. 3 of the
CHRISTMAS MILL .SITE NO. 94, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 93 of this survey;
from which

The cor., of secs. 19, 20, 29, and 30, bears
S. 20° O7' 20" E., L,743.27 ft. dist.,
previously described.

. Thence N.'89°.h9' 20" W,

599.52 |Cor. No. 2, identical with Cor. No. 3 of the
; CHRISTMAS MILL SITE NO. 93 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 14
ins. in the ground and in a concrete base,
with brass cap mkd. CM 92-2-4669 and CM 93-3-

Thence N. 0° 00' LL" E.

362.53 [Cor, No. 3.

Set an iron post, 2 ft. long, 1 ins. diam., 13

ins, in the ground and in a concrete base,

with brass cap mkd. CM 92-3-4669; from which
A granite rock in place, 30 x 24 ins. 24
ins. above the ground bears N, 88° 22!

= = - W., 17.96 ft. dist., mkd. X B R CM 92-3-
4669 on East face.

A granite rock in place, 24 x 20 ins., 12
ins, above the ground, bears S. 16° 30' W.|
52.39 ft, dist., mkd. X B R CM.92-3-44669
on Northeast face,

Thence S. 89° L9' 27" E.

599.50 |Cor..No. L, identical with Cor. No. 3 of the

CHRISTMAS MILL SITE NO. 91 and Cor. No. 2 of

the CHRISTMAS MILL SITE NO. 78 of this survey.

Thence S. 0° 00' 35" W.
275 Center local drainage, 8 ft. wide, course 5. 80° El

362.55 |Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 93

At Cor. No., 1 of the CHRISTMAS MILL SITE NO. 93,
identical with Cor. No. 2 of the CHRISTMAS MILL
SITE NO. 94, Cor. No. 3 of the CHRISTMAS MILL
SITE NO. 99, and Cor. No. 4 of the CHRISTMAS
MILL SITE NO. 100 of .this survey.

.|Set an iron post, 2 ft. long, .1 ins. diam., 13
ins. in the ground and in a concrete base,
with brass cap mkd. CM 93-1-4669, CM 9L4-2-4669,
CM 99-3-U4669, and CM 100-4-~L4669; from which

The cor., of.secs. 19, 20, 20, and 30, bears
S. 21° Ll L5" E., 4,L04.6L ft. dist.,

previously described.
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599.5k

6l

. 362.53

- 599.52

95

362.55

Thence N. 89° L9 13" W,

Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 100 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 1L
" ins. in the ground and in a concrete base,
with brass cap mkd. CM 93-2-466%9and CM 100-3~
L669.
Thence N. 0° 00' LL" E,

Center of local drainage, 8 ft. wide, course
N. 45° E.

Cor. No; 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 92 of this survey.

Thence S. 89° L9 20" E.

Cor. No. L, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 92, Cor. No, 2 of the
CHRISTMAS MILL SITE NO, 91, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 94 of this survey.

Thence S. 0° QO0' 35" W,

Center of local drainage, 8 ft. wide, course
East.

Cor. No. 1, and pléce_of beginning.

600.21

267.55

362.55

CHRISTMAS MILL SITE NO. 9L

At Cor. No. 1 of the CHRISTMAS MILL SITE NO. 9k,
identical with Cor. No. 2 of the CHRISTMAS
MILL SITE NO. 95, Cor. Nao. 3 of the CHRISTMAS
MILL SITE NO. 98, and Cor. No. L of the
CHRISTMAS MILL SITE NO. 99 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 14
ins. in the ground and in a concrete base,
with brass cap mkd. CM 94-1-4669, CM 95~2-1669,
CM 98-3-L4669, and CM 99-L-4669; from which

The cor. of secs. 19, 20, 29, and 30, bears

S. 14° 09! 12" E., L4,219.14 ft. dist.,
previously described.

Thence N. 89° 59' 19" W,

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 93, Cor. No. L of the
CHRISTMAS MILL SITE NO. 100, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 99 of this survey.
| Thence N. 0° 0O 55" E. ‘

Center of local drainage, 8 ft. wide, course
East.

Cor. No. 3,.identical with Cor. No. 2 of the
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CHRISTMAS MILL SITE NO. 91, Cor. No. 1 of the

CHRISTMAS MILL SITE NO. 92, and Cor. No. L4 of

the CHRISTMAS MILL SITE NO. 93 of this survey.
Thence S. 89° 59' 12" E,

312.23 | Centerline of road, 20 ft. wide, on diversion
dam, bears N, 45° W. and S. 45° E.

330,23 | Crest of diversion dam, bears N. 45° W. and

S. L5° E.

1,20.23 | Toe of diversion dam.

600,23 | Cor. No. lLi, identical with Cor. No, 1 of the

CHRISTMAS MILIL SITE NO. 91, Cor. No. 2 of the

CHRISTMAS MILL SITE NO. 90, and Cor. No. 3 of

the CHRISTMAS MILL SITE NO. 95 of this survey.
Thence S. 0° 00' LL4" W.

142 Centerline of road, bears N. 80° W. and S. 60° E|

326 - Center of drainage diversion channel, 20 ft.
wide, course N, 50° W.

362.53 | Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 95

At Cor. No. 1 of the CHRISTMAS MILL SITE NO. 95;
identical with Cor. No. 2 of the CHRISTMAS
MILL SITE NO. 96, Cor. No. 3 of the CHRISTMAS
MILL SITE NO. 97, and Cor. No. L} of the
CHRISTMAS MILL SITE NG, 98 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 13
ins. in the ground and in a concrete base,
with brass cap mkd. CM 95-1-L4669, CM 96-2-
L1669, .CM 97-3-4669, and CM 98-L-4669; from
which

The cor. of secs. 19, 20, 29, and 30, bears
- - - S, 6% 00¢ 52" E., 4,116.83 ft. dist.,
previously described.

. Thence S. 89° 42! 15" W,
200 Centerline of road, bears West and N. 65° E.

255 .| Centerline of road at southeast end of diversion
dam, bears N. 52° W. and East.

556,30 | Centerline of drainage diversion channel, 20
: ft. wide, course N. 50° W.

600.30 | Cor. No. 2, identical with Cor. No. 1 of fhe

CHRISTMAS MILL SITE NO. 9h, Cor. No. L} of the
CHRISTMAS MILI SITE NO. 99, and Cor. No., 3 of
-the CHRISTMAS MILI. SITE NO. 98 of this survey.

Thence N. 0° 00' LL" E.
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362.53

172.30
' 600.30

268

155
23L4.88

Lo2

600.53

36.53

220.53 .

Cor. No.. 3, identical with Cor. No. 1 of the

363.00

Center of dréinage diversion chamnel, 20 ft.
wide, course N. 50° W,

Centerline of road, bears, N. 80° W. and S. 60° E.
CHRISTMAS MILIL SITE NO. 91, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 90, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 94 of this survey.

Thence N. 89° 39' 33" E.

Center of dry wash, 10 ft. wide, course N. L5° E|

Cor. No. L, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 90, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 89, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 96 of this survey.

Thence S. 0° 00' LL" W.
Centerline of road, bears N. 65° E. and S. 65° W,

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO, 96

At Cor. No. 1 of the CHRISTMAS MILL SITE NO. 96,
identical with Cor. No. .4 of the CHRISTMAS
MILL SITE NO. 97 of this survey, on line 1-2
Sur. No. LLl43 INSPIRATION 18 lode.

This corner falls in a‘tailings pond where a
monument cannot be set.

From the true point for Cor. No. 1,

The cor, of secs. 19, 20, 29, and 30, bears
S. 22 221 08" W.,.,091.76 ft. dist.,
" previously described,

Thence N, 89° 26! 10" W,

Water level of tailings pond, bears N. 10° E. and
S, 10° W,

A point selected for witness Cor. No. 1,
identical with Cor. No. Y4 of the CHRISTMAS
MILL SITE NO. 97 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 13
ins, in the ground and in a concrete base,
with brass cap mkd. WC - CM 96-1-L669, and
CM 97-L-L669.

Centerline of road, bears N. 70° E. and S. 70° W

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 95, Cor. No. L of the
. CHRISTMAS MILIL SITE NO. 98, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 97 of this survey.

!
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Thence N. 0° 00' 4" E.
95 Centerline of road, bears N. 65° E, and S. 65° W,

363.00 .| Cor. No. 3, identical with Cor. No. 2 of the

CHRISTMAS MILL SITE NO. 89, Cor. No. 1 of the
CHRISTMAS MILL SITE NO.. 90,. and Cor..No, L of
the CHRISTMAS MILL SITE NO. 95 of this survey.

Thence S. 89° 20' LL4" E,

530.52 | Water level of tailings pond, bears N and S.

600,52 | The true point for Cor. No. 4, identical with
Cor. No. 3 of the CHRISTMAS MILL SITE NO. 88,
and Cor. No. 1 of the CHRISTMAS MILL SITE NO.
89 of -this survey, on line 1-2 Sur. No. Lhh3
INSPIRATION 18 lode.

This corner falls in a tailings pond where a
monument cannot be set; witnesBed N. 0° 00¥
36" E., 237.39 ft. dist., previously described|

Thence S. 0° 00' 36" W,

362.05 | Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 97

At Cor. No. .1 of the CHRISTMAS MILL SITE NO. 97,
identical with Cor. No. L of the CHRISTMAS
MILL SITE NO. 104 of this survey, on line
1-2 Sur. No. LLL3 INSPIRATION 18 lode.

Set an iron post, 2 ft. long, 1 ins. diam.,

1l ins. in the ground and in a concrete base,
. with brass cap mkd. CM 97-1-4669, and

CM 104-L-1669; from which

The cor. of secs. 19, 20, 29, and 30, bears
S, 2° 35t 52" W,, 3,730.04 ft. dist.,
previously described.

.Thence N. 89° 31" 36" W,

L5 Water level of tailings pond, bears N. LO® E.
: and S. LO® W. .
170 Water level.of tailings pond, bears N. and S.

559.5L | Genterline of road, bears N. 35° W. and S. 45° B

600.54 | The true point for Cor. No. 2, identical with
Cor. No. 3 of the CHRISTMAS MILL SITE NO.
104, Cor. No. L.of the CHRISTMAS MILL SITE
NO. 103, and Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 98 of this survey.

This corner falls on the. cut-bank above a road
where- a monument cannot be preserved; witness-
ed S.-0° 00' 42" W., 8.78 ft. dist., herein-
after described.
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. Set a tempgorary point for Cor. No. 2.
Thence N. 0° 00' LL" E.

363.00 | Cor. No. 3, identical with Cor. No. 2 of the

: CHRISTMAS MILL SITE NO.. 96, Cor. No. 1 of fe
CHRISTMAS MILL SITE NO. 95, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 98 of this survey.

Thence S. 89° 26! 10" E.
198.53 | Centerline of road, bears N. 70° E. and S.
70° W.

365.65 | Witness Cor. No. L, previously described.

Ll5.53 | Water level of tailings pond, bears N. 10° E.
and S. 10° W.

600.53 | The true point for Cor. No. L, identical with
Cor. No. 1 of the CHRISTMAS MILL SITE NO. 96
of this survey, on line 1-2 Sur. No. LLh3
INSPIRATION 18 lode.

This corne¥ falls in a tailings pond where a
monument cannot be set.

Thence S. 0° 00' 36" W.
292 | Water level of tailings pond, bears N. 60° E.

and S. 60° W.
- 362.05 | Cor. No. 1, and place of beginning.

. CHRISTMAS MILL SITE NO. 98

. Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 98, identical with Cor. No. 2 of the
CHRISTMAS MILIL SITE NO. 97, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 104, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 103 of this surveyl

This corner falls on the cut-bank above a
road where a monument cannot be preserved;
witnessed S. 0° 00' 42" W., 8.78 ft. dist.,
hereindfter described.

From the temporary point set for Cor. No. 1,

The cor. of secs. 19, 20, 29, and 30,
bears S. 6° 35' 45" E., 3,756.03 ft.
dist., previously described.

Thence S. 89° L' Lé" W,

.600.29 | Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 99, Cor. No. L of

: the CHRISTMAS MILL SITE NO. 102, and Cor.
K ; - No. 3 of the GHRISTMAS MILL SITE NO. 103 of
this survey.

of Set an iron post, 2 ft. long, 1 ins. diam., 13
.ins. in the ground and.in a concrete base,
with brass cap mkd. CM 98-2-4669, CM 99-1-
1669, .CM 102-4~L669, and CM 103-3-L669.

(This form bound on left side)
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FEET

Thence N. 0° 00' 42" E.

241,56 .| Center of local drainage, 8 ft. wide, course
N. L4L5° E.

362.56 | Cor. No. 3, identical with Cor. No. 2 of the

' : CHRISTMAS MILL SITE NO. 95, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 94, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 99 of this survey.

fhence N. 89° 42r 15" E,

Ll Center of drainage diversion channel, 20 ft.
wide, course N, 50° W.

35.30 | Centerline of road at southeast end of diversion
dam, bears N. 52° W. and East.

400.30 | Centerline of road, bears West and N. 65° E.
600.30 | Cor. No. L4, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 95, Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 96, and Cor. No. 3

of the CHRISTMAS MILL SITE NO. 97 of this
survey.

Thence S. 0° 00' LL" W,

363.00 | Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 99

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO, 99, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 98, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 103, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 102 of this survey;
from which

The cor. of secs. 19, 20, 29, and 30, bears
- S. 15° 28' 03" E., 3,868.62 ft. dist.,
previously described.

Thence N. 89° 59' 15" W,

.60 . Center of local drainage, 8 ft. wide, course
North,

. 600.20 |Cor. No. 2, identical with Cor. No. 1 of the

! CHRISTMAS MILL SITE NO. 100, Cor. No. L of the
CHRISTMAS MILL SITE NO. 101, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO, 102 of this survey

Set an iron post, 2 ft. long, 1 ins. diam., 1L
ins. in the ground and in a concrete base,
with brass cap mkd, CM 99-2-4669, CM 100-1-
L4669, CM 101-4-14669, and CM 102-3-1669.

Thence N. 0° 00! 35" E,

362,55 |Cor. No. 3, identical with .Cor. No. 2 of the
CHRISTMAS .MILL SITE NO. 94, Cor. No. 1 of the
CHRISTMAS MIIL SITE NO. 93, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 100 of this survey

]
1
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FEET

600.21

121

362.56

599.56.

362.53

599.54

' 362.55

Thence S. 89° 59 19" E,

Cor. No. L, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 94, Cor. No., 2 of the
CHRISTMAS MILL SITE NO. 95, and Cor. No. 3 of
the CHRISTMAS MILI SITE NO. 98 of this survey.

Thence S. 0° 00' Lj2" W.

Center of local drainage, 8 ft. wide, course
No )-I.So Eo

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO, 100

Beginning at Cor., No. 1 of the CHRISTMAS MILL
SITE NO.. 100, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 99, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 102, and Cor. No. L of
the CHRISTMAS MILI. SITE NO. 101 of this survey;
from which

The cor. of secs. 19, 20, 29, and 30, bears
S. 23° 38' 15" E.,. 4,070.13 ft.. dist.,
previously described.

Thence N. 89° L9' 06" W.

Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 101 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam.,
13 ins. in the ground and in a concrete base,
with brass cap mkd. CM 100-2-4669 and
CM 101-3-4669.

Thence N. 0° ‘00" LL" E,

Cor. No. 3, identical with Cor. Neo. 2 of the
CHRISTMAS MILL SITE NO. 93 of this survey.

Thence S. 89° 49' 13" E,

Cor. No. L, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 93, Cor. No., 2 of the
CHRISTMAS MILL SITE NO. 94, and Cor. No. 3 of
the. CHRISTMAS MILL SITE NO. 99 of this survey.

Thence S. 0° 00' 35" W,

Cor. No. 1, and place of beginning,

CHRISTMAS MILL SITE NO. 101

At Cor. No.. 1 of the CHRISTMAS MILL SITE NO. 101,
. identical with Cor. No. 2 of the CHRISTMAS MILI
SITE NO. 102, Cor. No. 3 of the CHRISTMAS MILL
SITE NO. 107, and Cor. No. L of the CHRISTMAS
MILI SITE NO. 108 of this survey.

(This form bound on left side)
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Set an iron post, 2 ft. long, 1 ins. diam., 1L
ins. in the ground and in a concrete basg,
with brass cap mkd., CM 101-1-4669,

CM 102-2-L4669, CM 107-3-4669, and CM 108-L~
L669; from which

The cor. of secs. 19, 20, 29, and 30, bears
S. 25° 51' 56" E., 3,7L0.85 ft. dist.,
previously described.

Thence N. B9™ L8*. 59" W,

L5 | Center of local drainage,. 6 ft. wide, course
N. 60° E.

599.57 .| Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO, 108 of this survey.

Set an iron bost, 2 ft..long, 1 ins. diam., 1L
ins. in the ground, and in a concrete base,
with brass cap mkd., CM 101-2-4669 and
CM. 108-3-L669.

Thence N. 0° 00' Li" E.

362.53 | Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 100 of this survey.

Thence S. 89° L9' 06" E.

599.56 | Cor. No. L, identical with Cor. No. 1. of the

CHRISTMAS MILL SITE NO. 100, Cor. No. 2 of the

CHRISTMAS MILL SITE NO. 99, and Cor. No. 3 of

the CHRISTMAS MILL SITE NO. 102 of this survey.
Thence S. 0° 00' 35" W.

336.55 | Center of local dfainage, 6 ft. wide, course
N. 60° E. .

362.55 .| Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 102

At Cor. No. 1 of the CHRISTMAS MILL SITE NO. 1024
identical with Cor. No, 2 of the CHRISTMAS MILI
SITE NO. 103, Cor. No. 3 of the CHRISTMAS MILL
SITE NO. 106, and Cor. No. L of theCHRISTMAS
MILL SITE NO., 107 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 15
ins. in the ground and in a concrete base,
with brass cap mkd. CM 102-1-4669, CM 103-2-
L1669, CM 106-3-4669, and CM 107-L-L669;
from which

The cor. of secs. 19, 20, 29, and 30, bears
S. 17° 02' 33% E., 3,520.55 ft. dist.,
previonsly described.

Thence. N. 8§° 59t 111 W,
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. 600.18 | Cor. No. 2, identical with Cor. No. 1 of the

) , CHRISTMAS MILL SITE NO. 101, Cor. No. L of the
CHRISTMAS MILL SITE NO. 108, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO., 107 of this survey

Thence N. 0° 00' 35" E.

26 Center of local drainage, 6 ft. wide, course
N. 60° E.

362,55 | Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 99, Cor. No. 1 of the
CHRISTMAS MILIL SITE NO. 100, and Cor. No. L4 of
the CHRISTMAS MILL SITE NO. 101 of this survey

Thence S. 89° 59 15" E,

540,20 | Center of local drainage, 8 ft. wide, course
North.

600.20 | Cor. No. L, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 99, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 98, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 103 of this survey

Thence S. 0° 00! LL" W.
80 Center d local drainage,6 ftwide,course M 45° W.
362.56 | Cor. No. 1, and place of beginning.

. CHRISTMAS MILIL SITE NO. 103

.| At Cor, No. 1 of the CHRISTMAS MILL SITE NO.

. 103, identical with Cor. No. 2 of the CHRIST-
MAS MILL SITE NO. 104, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 105, and Cor. No. L
of the CHRISTMAS MILL SITE NO. 106 of this
survey.

Set an iron post, 2 ft. long, 1 ins. diam., 15
ins. in the ground and in a concrete base,
with brass cap mkd. CM 103-1-4669, CM 104-2-
L4669, CM 105-3-L669, and CM 106-4-14669; from
which

The cor. of secs. 19, 20, 29, and 30, bears
S. 7° 18" 02" E., 3,395.70 ft. dist.,
previously described.

Thence S. 89° L7' 17" W.

383 Center of local drainage, 6 ft. wide, course N.
35° W.

600.29 | Car. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILIL SITE NO. 106, Cor. No. L of
the CHRISTMAS MILL SITE NO. 107, and Cor. No.
1 of the CHRISTMAS MILL SITE NO. 102, of this
survey.

Thence N. 0° 00' 44" E.

282.56 Ceﬁzfr of local drainage, 6 ft. wide, course N.
W,

(This form bound on lejt side)
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362.56

600.29

8.78

363.00

135

320

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITEi NO. 98, Cor. No. 1 of the
CHRISTMAS MILI SITE NO. 99, and Cor. No. L4 of
the CHRISTMAS MILL SITE NO. 102 of this survey,

Thence N. 89° Ll L6" E.

The true point for Cor. No. L, identical with
Cor. No. 1 of the CHRISTMAS MILL SITE NO. 98,
Cor. No. 2 of the CHRISTMAS MILL SITE NO. 97,
-and Cor. No. 3 of the CHRISTMAS MILL SITE NO.
104 of this survey.

This corner falls on the cut- bank above a
road where a monument cannot be preserved.

Thence S. 0° 00' Lo W.

A point selected for witness Cor. No. L,
identical with Cor. No. 1 of the CHRISTIMAS
MILI, SITE NO. 98, Cor. No.-2 of the CHRISTMAS
MILL SITE NO. 97, and Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 104 of this survey.

Set an iron post,; 2 ft. long, 1 ins. diam., 14
ins. in the ground and in a concrete base,
with brass cap mkd. WC - CM 103-L-L669,

CM 98-1-14669, CM 97-2-4669, and CM 10L-3-L669.

Cor. No. 1, and place of beginning.

CHRISTMAS MILIL SITE NO. 104

At Gor. No. 1-of the CHRISTMAS MILL SITE NO.
104, identical with Cor. No. L of the

. CHRISTMAS MILL SITE NO. 105 of this survey,
on line 1-2 Sur. No. hhli3 INSPIRATION 18 lode.

This corner falls in the entrance driveway to
the concentrator building of the CHRISTMAS
Mine where a monument cannot be set; witnessed
N. 0° 00' 36" E., 40.10 ft. dist., hereinafter
described.

Set a temporary point for Cor, No. 1, from
which

The cor. of secs. 19, 20, 29, and 30,
bears S. 2° 52' 32" W., 3,368.39 ft.
dist., previously described.

Thence N. 89° 37' OoO" W,

Centerline of paved highway, rbears N. 55° W.,
and S. 55° E.

| Power line, bears N. 50° E., and S. 50° W.
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FEET

600.53

354.22
363000

Iy
1430.54
555.5L
600,5)

83
155

321.96

362.06

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 103, Cor. No. L of the
CHRISTMAS MILL SITE NO. 106, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 105 of this survey

Thence N. 0° 00' 42" E.
Witness Cor. No. 3, previously described.

The true point for Cor. No. 3, identical with
Cor. No. 2 of the CHRISTMAS MILL SITE NO. 97,
Cor. No. 1 of the CHRISTMAS MILL SITE NO. 98,
and Cor. No. L4 of the CHRISTMAS MILL SITE NO.
103 of this survey.

This corner falls on the cut-bank above a road
where a monument cammot be preserved.

Thence S. 89° 31' 36" E.
Centerline of road, bears N. 35° W. and S. 45°E.
Water level of tailings pond, bears N. and S.

Water level of tailings pond,bears N. LO® E. ang
S. LO® W.

Cor. No. L, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 97 of this survey, on
line 1-2 Sur. No. LLL3 INSPIRATION 18 lode.

Thence S. 0° 00! 36" W.
Power line, bears N. 50° E. and S. 50° W.

Centerline of paved highway, bears N. 75° E.
and S. 75° W.

A point selected for witness Cor. No. 1,
identical with Cor. No. 4 of the CHRISTMAS
MILL SITE NO. 105, of this survey, on line
1-2 Sur. No. Lkh3 INSPIRATION 18 lode.

Set an iron post, 2 ft. long, 1 ins. diam., 14
ins. in the ground and in a concrete base,
with brass cap mkd. WC - CM 10L4-1-4669 and
CM 105-L-L669.

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 105

At Cor. No. 1 of the CHRISTMAS MILL SITE NO.
105, identical with Cor. No. L4 of the
CHRISTMAS MILL SITE NO. 11k of this survey,
on line 1-2 Sur. No. Lhly3 INSPIRATION 18 lode.

This corner falls in an electrical switch yard
and cannot be monumented; witnessed S. 0° 00"
36" W., 85.57 ft. dist., hereinafter described

From the true point for Cor. No. 1,

(This form bound on left side)
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10
160 -

. 1482.55

600.55

124

135
363.00

280.53
465.53

600.53

30

73

The cor. of secs. 19, 20, 29, and 30,
bears S. 3° 13t 15" W., 3,006.85 ft.
dist., previously described.

Thence N. 89° L2' 25" W.
Leave electrical substation.
Centerline of road, bears N. 70° E. and S. 70° W
Centerline of road, bears S. 60° E. and N.LO® W.

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 106, Cor. No. L4 of
the CHRISTMAS MILL SITE NO. 113, and Cor. No.
3 of the CHRISTMAS MILL SITE NO. 11k of this
survey.

Set an iron post, 2 ft. long, 1 ins. diam., 15
ins. in the ground and in a concrete base,
with brass cap mkd. CM 105-2-L4669, CM 106-1-
4669, CM 113-L-L669, and CM 11L-3-L669.

Thence N. 0° 00! LL* E.

Centerline of road, bears S. 40° E. and N.

55° W.
Power line, bears N. 50° E. and S. 50° W.

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 104, Cor. No. 1 of
the. CHRISTMAS MILL SITE NO. 103, and Cor. No.
i of the CHRISTMAS MILL SITE NO. 106 of this
survey.

Thence S. 89° 37' 00" E.

Power line, bears N. 50° E. and S. 50° W,

Centerline of paved highway, bears N. 55° W.
and S. 55° E.

The true point for Cor. No. L, identical with
Cor. No. 1 of the CHRISTMAS MILL SITE NO. 10k
of this survey, on line 1-2 Sur. No. LLL3
INSPIRATION 18 lode.

This corner falls in the entrance driveway to
the concentrator building of the Christmas
mine where a monument cannot be set; witnessed
N. 0° 00* 36" E., 40.10 ft. dist., previously
described.

Thence S. 0° 00' 36" W.

Centerline of paved highway, bears N. 80° W.
and S. 80° E.

Centerline of entrance drive to crusher build-
ing, bears N. 60° W. and S. 60° E.
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260
342
362.05

Iy
370
507.29
520.29
600,29

362.55

217.29

600.29

228

Centerline of road, bears N. 85° E. and S. 85° W.
Enter electrical substation.

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 106

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 106, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 105, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 11k, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 113 of this survey;
from which

The cor. of secs. 19, 20, 29, and 30, bears
S. 8° 10" 22" E., 3,036.01 ft. dist., -
previously described.

Thence S. 89° L9' 52v W,

Centerline of road, bears N. 65° W. and S. 65° E.

Power line, bears N. 78° E. and S. 78° W.

Centerline of road, bears N. 55° E. and S. 55° W.

Power line, bears N. 88° W. and S. 88° E.

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 107, Cor. No. k4 of the
CHRISTMAS MILL SITE NO. 112, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 113 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 13
ins. in the ground and in a concrete base,
with brass cap mkd. CM 106-2-4669, CM 107-1-
L4669, CM 112-4-4669, and CM 113-3-4669.

Thence N. 0° 00' LL» E.

Power line, bears N. 88° W. and S. 88° E.

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 103, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 102, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 107 of this survey.

Thence N. 89° L7' 17" E.

Center of local drainage, 6 ft. wide, course
N. 35° W.

Cor. No. L, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 103, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 10i, and Cor. No. 3 of
the CHRISTMAS MILI SITE NO. 105 of this survey.

Thence S. 0° 00' LhL4* W.

Powerline, bears N. 50° E. and S. 50° W.

(This form bound on left side)
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FEET

239
363.00

Centerline of road, bears S. L4/0° E. and N. 55° W.

Cor. No. 1, and place of beginning.

600,16

ol

362.55

600.18

359.55
362.55

CHRISTMAS MILL SITE NO. 107

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO, 107, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 106, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 113, and Cor. No. k4 of
the CHRISTMAS MILL SITE NO. 112 of this survey
from which

The cor. of secs. 19, 20, 29, and 30, bears
S. 18° 57t hkim E., 3,175.72 £t. dist.,
previously described.

Thence N. 89° 591 120 W,

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 108, Cor. No. L of the
CHRISTMAS MILL SITE NO. 111, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 112 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 13
ins, in the ground and in a concrete base,
with brass cap mkd. CM 107-2-4669, CM 108-1-
4669, QM 111-L-4669, and CM 112-3-4669.

Thence N. 0° 00t 35" E,

Power line, bears N. 88° W. and S. 88° E.

Cor. No. 3, identical with Cor. No. li of the
CHRISTMAS MILL SITE NO. 108, Cor. No. 1 of the
CHRISTMAS MILI SITE NO. 101, and Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 102 of this survey.

Thence S. 89° 59! 11" E,

Cor. No. Li, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 102, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 103, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 106 of this survey.

Thence S. 0° 00' Li" W.

Power line, bears N. 88° W. and S. 88° E.

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 108

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 108, identicd with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 107, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 112, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 111 of this survey;
from which

The cor. of secs. 19, 20, 29, and 30, bears
S, 28° 31' O™ E., 3,418.31 ft. dist.,
previously described.
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FEET

599459

lly.92

L5
339.94

362,53
55457

599.57

338.55
362.55

Thence N. 89° L48' 53 W,

The itrue point for Cor. No. 2, identical with
Cor. No. 3 of the CHRISTMAS MILIL SITE NO. 111,
on line 3-4 of the CHRISTMAS MILL SITE NO. 110
of this survey.

This corner falls in a graded road, bears E. andW.
where a permanent monument cannot .be set witnessed
S. 0° 00' Lh* W., 9.05 ft., dist., hereinafter
described.

Set a temporary point for Cor. No. 2.

Thence N. 0° 00* 4" E.

Intersect Cor. No. 3 of the CHRISTMAS MILL SITE
NO. 110, identical with Cor. No. It of the
CHRISTMAS MILL SITE NO. 109 of this survey,
hereinafter described.

Powerline, bears N, 88° W. and S. 88° E.

Intersect Cor. No. 3 of the CHRISTMAS MILL SITE
NO. 109 of this survey, hereinafter described.

Core. No. 3, identical with Cor, No. 2 of the
CHRISTMAS MILL SITE NO. 101 of this survey.

Thence S. 89° L48' 59" E.

Center of local drainage, 6 ft. wide, course
N. 60° E, . :

Cor. No. L, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 101, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 102, and Cor. No. 3 of
the CHRISTMAS MILI, SITE NO, 107 of this survey.

Thence S. 0° 00' 35" W.

Power line, bears N. 88° W. and S. 88° E.

Cor. No. 1, and place of begimning.

CHRISTMAS MILL SITE NO, 109

At Cor. Nqo. 1 of the CHRISTMAS MILL SITE NO, 109
identical with Cor. No. 2 of the CHRISTMAS MILL
SITE NO. 110 of this survey, on line L-1 Sur.
No. 2175 Climax lode.

Set an iron post, 2 ft. long, 1 ins. diam., 13
ins. in the ground and in a concrete base,
with brass cap mkd. CM 109-1-4669 and CM 110~
2-4669; from which

(This form bound on left side)
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The cor. of secs. 19 and 30, T. L S. R. 16!
E., G. & S, R. M,, and secs. 2l and 25,
#Te hst’ R. 15Eo, G, & S. R.H., bears
S. 30° 47 55" W., 3,499.L48 f£t. dist.,
an iron post, 2 ins., diam., 10 ins.
sbove ground, firmly set, with brass
cap mkd. as described in the official

1 record,

Thence N. 9° 56' 15" W,

298.15 | Cor. No. 2, on line L4-1 Sur. No. 2175 Climax
lode,

Set an iron post, 2 ft. long, 1 ins. diam., 13
ins. in the ground and in a concrete base,
with brass cap mkd. CM 109-2-4669; from which

Cor. No. L Sur. No. 2175 Climax lode
bears N. 9° 56' 15" W., L64.10 £t. dist.

Thence N. 89° L6 25" E,

748.83 | Cor. No. 3, on line 2-3 CHRISTMAS MILL SITE NO.
108 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 1k
ins. in the ground and in a concrete base,
with brass cap mkd. CM 109-3-4669; from which

A granite rock in place, 18 x 18 ins., 10
ins. above the ground, bears S, 23° 28!
E., 48.88 ft. dist., mkd. X B R-CM109-3-
L4669 on top surface.

A granite rock in place,‘ 18 x 16 ins., 12
ins. above the ground, bears N. 51° 56!
E., 27.15 ft. dist., mkd. X BR - CM
109-3-14669 on north face.

" Thence S. 0° 00! Lh" W,

2919 | Power line, bears N. 88° W. and S. 88° E.

295.02 | Cor. No. L, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 110, on line 2-3
CHRISTMAS MILL SITE NO. 108 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 1L
ins. in the ground and in a concrete base,
with brass cap mkd, CM 109-h-h669, and CM
110"3-,4669.

Thence S. 89° 52! 01" W,

585 Power line, bears S. L46° W.and N. L46° E

697.31 | Cor. No. 1, and place of beginning.

GPO 839-785
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FEET

230
325.54

112,31

697.31

Ll .92

53.97

220
322.17

Set an iron post, 2 ft. long, 1 ins. diam., 13

Cor. No. 3, identical with Cor. No. L of the

CHRISTMAS MILL SITE NO. 110

At Cor. No. 1 of the CHRISTMAS MILL SITE NO. 110,
identical with Cor. No. 2 of the CHRISTMAS
MILL SITE NO. 119 of this survey, on line L-1
Sur. No:; 2175 Climax lode.

ins. in the ground and in a concrete base,
with brass cap mkd. CM-110-1-4669 and CM 119-
2-1j669; from which

The cor. of secs. 19, 24, 25, and 30, bears
S. 34° 32' 25" W., 3,259.45 ft. dist.,
previously described.

Cor., No. 1 Sur. No. 2175 Climax lode bears
S. 9° 56! 15" E,, Lol.88 ft. dist.

Thence N. 9° 56' 15" W,
Power line, bears N. 46° E. and S. L46° W.

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 109 of this survey, on
line 4-1 Sur. No. 2175 Climax lode.

Thence N. 89° 52t 01" E,

Power line, bears N. 46° E. and S. L46° W.

CHRISTMAS MILL SITE NO, 109, on line 2-3
CHRISTMAS MILL SITE NO. 108 of this survey.

Thence S. 0° 00 Ll W,

Intersect the true point for Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 108, identical with
Cor. No. 3 of the CHRISTMAS MILL SITE NO.
111 of this survey; also centerline of road,
bears East and West.

Witness Cor. No. 2 of the CHRISTMAS MILL SITE
NO. 108, identical with Witness Cor. No. 3
of the CHRISTMAS MILL SITE NO. 111 of this
survey, hereinafter described.

Centerline of road, bears N. 45° W. and S. 45° E,
Cor. No. L, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 119, on line 2-3
CHRISTMAS MILL SITE NO. 111 of this survey.
Set an iron post, 2 ft. long, 1 ins. diam., 14
ins. in the ground and in a concrete base,
with brass cap mkd. CM 110-L4-4669, and
CM 119-3-4669.
Thence S. 89° 57' 19" W.

Cor. No. 1, and place of begimning.

(This form bound on left side)



SURVEY NO. 14669 102,

FEET

CHRISTMAS MILL SITE NO. 111

At Cor. No. 1 of the CHRISTMAS MILL SITE NO. 111,
identical with Cor. No. 2 of the CHRISTMAS MILIL
SITE NO. 112, Cor. No. 3 of the CHRISTMAS MILL
SITE NO. 117, and Cor, No, L4 of the CHRISTMAS
MILL SITE NO. 118 of this survey.

Set an iron post, 2 ft. long, 1 ins. in diam.,
15 ins. in the ground and in a concrete base,
with brass cap mkd. CM 111-1-4669, CM 112-2-
4669, CM 117-3-4669, and CM 118-4-4669; from
which . :

The cor. of secs. 19, 20, 29, and 30,
bears S. 31° 43' 09" E., 3,104.32 ft.
dist.,. previously described.

Thence N. 89° 50 00" W,

599.61 | Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 118, on line 3-4 of
CHRISTMAS MILL SITE NO. 119 of this survey.

Set an iron post, 2 f£t. long, 1 ins. diam., 15
ins. in the ground and in a concrete base,
with brass cap mkd. CM 111-2-4669 and
CM 118-3-L669.

Thence N. 0° 00' L4" E.

85.85| Intersect Cor. No. 4 of the CHRISTMAS MILL SITE
NO. 110, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 119 of this survey.

188.02] ceﬁtfrline of road, bears N, 45° W. and S.
5° E.

354.05| A point selected for witness Cor. No. 3,
identical with Cor. No. 2 of the CHRISTMAS
MTLL SITE NO. 108, on line 3-l CHRISTMAS
MILL SITE NO. 110 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 13
ins. in the ground and in a concrete base,

with brass cap mkd, WC - CM 111-3-L4669 and
M 108-2-14669.

363.10| The true point for Cor. No. 3, identical with
Cor. No., 2 of the CHRISTMAS MILL SITE NO.
108, on line 3-4 CHRISTMAS MILL SITE NO. 110
of this survey.

This corners falls in a graded road where a
permanent monument cannot be set.

Thence S. 89® 48! 53" E,

599.59| Cor. No. l, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 108, Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 107, and Cor. No.
3 of the CHRISTMAS MILL SITE NO. 112 of this
survey.

Thence S. 0° 00* 35" W.
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238
362.90

600.15

124.90
362.90

600.16

L9
362.6L

Centerline of road, bears East and West.

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 112

At Cor. No. 1 of the CHRISTMAS MILL SITE NO.

112, identical with:Cor. No. 2 of the

CHRISTMAS MILL SITE NO. 113, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 116, and Cor. No. L4 of
the CHRISTMAS MILL SITE NO. 117 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 13
ins. in the ground and in a concrete base,
with brass cap mkd. CM 112-1-4669, CM 113-2-
14669, CM 116-3-4669, and CM 117-L-L669; from
which -

The cor. of secs. 19, 20, 29, and 30, bears
S. 21° 20" 39" E., 2,835.22 £t. dist.,
previously described.
Thence S. 89° 59 18" W,
Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 111, Cor. No. 3 of the

CHRISTMAS MILL SITE NO. 117, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 118 of this survey.

Thence N. 0° oo! 35" E,

Centerline of road, bears East and West.

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE M. 107, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 108, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 111 of this survey.

Thence S. 89° 59* 12 E,

Cor. No. L, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 107, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 106, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 113 of this survey.

Thence S. 0° 00' L2" W,
Centerline of road, bears N. 75° E. and S. 75° W.

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 113

At Cor. No. 1 of the CHRISTMAS MIII, SITE NO.
113, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 114, Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 115, and Cor. No. L4 of
the CHRISTMAS MILL SITE NO. 116 of this survey.

(This form bound on left side)
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152
500.28
600.28

313.6L
362.6h

80
93

559.29
600,29

19
363.00

Cor. No. 2, identical with Cor. No. 1 of the

230,29

Set an iron post, 2 ft. long, 1 ins, diam., 15
ins. in the ground and in a concrete base,
with brass cap mkd. CM 113-1-4669, CM 114-2-
4669, @M 115-3-4669, and CM 116-4-4669; from
which

The cor. of secs. 19, 20, 29, and 30,
bears S. 9° 16' " E., 2,677.20 ft.
dist., previously described.

_ Thence S. 89° 51' 55" W,

Centerline of road, bears N. L45° W. and S. L5°E.

Centerline of road, bears N. 55° E. and S. 55° W,
CHRISTMAS MILL SITE NO. 112, Cor. No. L4 of the
CHRISTMAS MILL SITE NO. 117, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 116, of this survey

' Thence N. 0° 00' L2v E.

Centerline of road, bears N. 75° E. and S. 75° W,

Cor. No. 3, identical with Cor. No. L of the
CHRISTMAS MILL SITE NO. 112, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 107, and Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 106 of this survey.

Thence N. 89° 49' 52% E,

Power line, bears N. 88° W. and S, 88° E.

Centerline of road, bears N. 55° E. and S. 55° W,

Power line, bears N, 78° E. and S. 78° W.

Centerline of road, bears N. 65° W. and S. 65° E,

Cor. No. L, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 106, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 105, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 11l of this survey|

Thence S. 0° 00' Li4" W.
Centerline of road, bears S. 65° E. and N. 65° W,

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 114

At Cor. No. 1 of the CHRISTMAS MILL SITE NO.
114, identical with Cor. No. L of the
CHRISTMAS MILL SITE NO. 115 of this survey,
on line 1-2 Sur. No. lLlils3 INSPIRATION 7 lode.

This corner falls on a rock slide where a
permanent monument cannot be established;
witnessed N, 0° 00' 36" E., 134.86 ft. dist.,
hereinafter described.

GPO 839-785
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128
600.56
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363

118

440.55
590.55
600.55

15
37.27

85.57

181

227.14

Set a temporary point for Cor. No. 1; from which
The cor. of secs. 19, 20, 29 and 30, bears

S. 3° 39t 36" W., 2,6L4L5.50 ft. dist.,
previously described.

Thence N. 89° L8! 09" W,
Centerline of road, bears N. 50° E. and S. 50° W.

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 113, Cor. No. L of the
CHRISTMAS MILL SITE NO. 116, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 115 of this survey.

Thence N. 0° 00' Li" E.
Centerline of road, bears N. 65° W, and S, 65° E.
Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 105, Cor, No. 1 of the
CHRISTMAS MILL SITE NO. 106, and Cor. No. k4 of
the CHRISTMAS MILL SITE NO. 113 of this survey;
from which

The center of a water tank, 65 ft. diam.,
bears S. 41° 00 E., 200 ft. dist.

Thence S. 89° L3+ 25" E.

Centerline of road, bears N. 4O°® W. and S. 60° E.

Centerline of road, bears N. 70° E. and S. 70° W.

Enter electrical substation,

The true point for Cor. No. L, identical with
Cor. No. 1 of the CHRISTMAS MILI SITE NO. 105
of this survey, on line 1-2 Sur. No. Lhl3
INSPIRATION 18 lode.

This corner falls in a electrical substation
and cannot be monumented.

Thence S. 0° 00' 36" W.
Leave electrical substation.
Intersect Cor. No. 1 Sur. No. LLL3 INSPIRATION

18-1lode, identical with Cor. No. 2, Sur. No.
L4Ll3 INSPIRATION 7 lode.

=

A point selected for witness Cor. No. L4, identica
with Cor. No. 1 of the CHRISTMAS MILL SITE NO.
105 of this survey, on line 1-2 Sur. No. LLL3
INSPIRATION 18 lode.

Set an iron post, 2 ft. long, 1 ins. diam., 14
ins. in the ground and in a concrete base,
with brass cap mkd. WC -CM 114-L-L4669 and
CM 105-1-L669.

Pipeline, bears N. 85° E. and S. 85° W.

A point selected for witness Cor. No. 1,
identical with Cor. No. L of the CHRISTMAS
MILL SITE NO. 115 of this survey, on line
1-2 Sur, No. LhL3 INSPIRATION 7 lode.

(This form bound on left side)
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290

362.00

600.58

2h3.9L

362,94

U72.56

600.56

362.00

Set an iron post, 2 ft. long, 1 ins. diam., 15
ins. in the ground and in a concrete base,
with brass cap mkd. WC - CM 114-1-4669 and
CM 115-L-L669.

Centerline of road, bears N. 85° E. and S. 85° W.

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 115

At Cor. No. 1 of the CHRISTMAS MILL SITE NO.
115, identical with Cor. No. L of the
CHRISTMAS MILL SITE NO. 125 and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 126 of this survey,
on line 1-2 Sur. No. Ll43 INSPIRATION 7 lode.

This corner falls in the bottom of a dry wash
area where a monument cannot be preserved, wit-
nessed S, 0° 00' 36" W., 25.83 ft. dist., here-
inafter described.

Set a temporary point for Cor. No. 1; from which

The cor. of secs. 19, 20, 29 and 30, bears
S. L° 14 16" W., 2,28L4.35 ft. dist.,
previously described.

Thence N. 89° 53t 32" W,

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 116, Cor. No. L4 of the
CHRISTMAS MILL SITE NO. 12L, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 125 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 13
ins. in the ground and in a concrete base,
with brass cap mkd. CM 115-2-4669, CM 116-1-
1669, oM 124-L-L669, and CM 125-3-L669.

Thence N. 0° 00" LL" E.
Centerline of road, bears N. 55° W. and S. 70° E.
Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 11L4, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 113, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 116 of this survey.
Thence S. 89° LB8' 09" E.
Centerline of road, bears N. 50° E. and S. 50° W,
The true point for Cor. No. L4, identical with
Cor. No. 1 of the CHRISIMAS MILL SITE NO. 11k
of this survey, on line 1-2 Sur. No. LlLh3
INSPTRATION 7 lode.

This corner falls on a rock slide where a
permanent monument cannot be established;
witnessed N. 0° 00* 36" E., 13L.86 ft. dist.,
previously described.

Thence S. 0° 00' 36" W.

Cor. No. 1, and place of beginning.
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119 |
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CHRISTMAS MILL SITE NO. 116

Beginning at Cor, No. 1 of the CHRISIMAS MILL
SITE NO., 116, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 115, Cor. No. 3 of the
CHRISTMAS MTLI SITE NO. 125 and Cor. No. U4 of
the CHRISTMAS MILL SITE NO. 124 of this survey;
from which

The cor. of secs. 19, 20, 29, and 30, bears
S. 10° 43! 35" E., 2,319.76 £t. dist.,
previously described.

Thence S. 89° 53! 52" W,

Center of local drainage, 6 ft. wide, course
S. 25° E. :

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 117, Cor. No. L of the
CHRISTMAS MILL SITE NO. 123, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 124 of this survey.

Set an iron post, 2 ft. long, 1 ins. in diam.,
12 ins. in tke ground and in a concrete base,
with brass cap mkd. CM 116-2-4669, CM 117-1-
4669, GM 123-4-4669, and CM 12l-3-4669.
Thence N. 0° 00' Li* E.
Centerline of road, bears N. 55° E. and S. 55° W.
Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 113, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 112, and Cor. No. L4 of
the CHRISTMAS MILL SITE NO. 117 of this survey.
Thence N. 89° 51' 55" E,
Centerline of road, bears N. 55° E. and S. 55° W.
Centerline of road, bears N. 45° W. and S. 45° E.
Cor. No. 4, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 113, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 114, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 115 of this survey.
Thence S. 0° 00' LhL4* W.
Centerline of road, bears N. 55° W. and S. 70° E.

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 117

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO, 117, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 116, Cor. No. 3 of the
CHRISTMAS MILI SITE NO. 124, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 123 of this survey;
from which

The cor. of secs., 19, 20, 29, and 30, bears
S. 24° 22' 15" E,, 2,501.02 ft. dist.,
previously described.

(This form bound on left side)
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Thence N. 89° 58' 58% W,
120 Centerline of road, bears North and South.

600.14 |Cor. No. 2, identical with Cor. No, 1 of the

: . CHRISTMAS MILL SITE NO. 118, Cor. No. L4 of the
CHRISTMAS MILL SITE NO. 122, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 123 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam.,
13 ins. in the ground and in a concrete base,
with brass cap mkd. CM 117-2-4669, CM 118-1-
4669, CM 122-L4-4669, and CM 123-3-L4669.

Thence N. 0° 00' 37% E.
362.30 | Cor. No. 3, identical with Cor. No, 2 of the
| CHRISTMAS MILL SITE NO. 112, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 111, and Cor. No. L of
the CHRISTMAS MILL SITE NO, 118 of this survey.
| Thence N. 89° 59' 18" E,
600.15 | Cor. No. L, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 112, Cor. No. 2 of the
CHRISTMAS MILL .SITE NO. 113, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 116 of this survey.
Thence S. 0° 00' LL" W,
70 | Centerline of road, bears N. 55° E. and S. 55° W.

362.60 | Cor. No..1, and place of beginning.

CHRISTMAS MILL SITE NO. 118

Beginning at Cor. No. 1 of the CHRISTMAS MILL
| SITE NO. 118, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 117, Cor. No. 3 of the
CHRTSTMAS MILL SITE NO. 123, and‘Cor. No. L4 of
the CHRISTMAS MILL SITE NO. 122 of this survey;
from which

The. cor. of secs. 19, 20, 29, and 30, bears
S. 35° 37 02" E,, 2,802.65 ft. dist.,
previously described.

Thence N, 89° 537 554 W,

252,52 | Intersect 1ine L4-1 CHRISTMAS MILL SITE NO. 120
of this survey. :

599.62 | Cor. No. 2, identical with Cor, No. 3 of the
 CHRISTMAS MILL SITE NO. 122 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 1k
ins. in the ground and in a concrete base,
with brass cap mkd. CM 118-2-4669 and CM 122-
3-1669.

Thence N. 0° 00' Li* E,

GPO 838-788



Form 9180-21
. (November 1967)

SURVEY NO. L4669 109.

FEET

148.L46

362,98

599.61

362.30

Lol.88

6140.98

85.85

Intersect Cor. No. i of the CHRISTMAS MILL SITE
NO, 119, on line 3-l; CHRISTMAS MILL SITE NO.
120 of this survey.

Cor. No. 3, identical with Cor. No, 2 of the
CHRISTMAS MILL SITE NO. 111, on line 3-i
CHRISTMAS MILL SITE NO. 119 of this survey.

Thence S. 89° 50' 00" E.

Cor. No. L, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 111, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 112, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 117 of this survey.,

Thence S. 0° 00' 37" W,

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 119

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 119, identical with Cor. No, 1 Sur.
No. 2175 Climax lode, on line 2-3 Sur. No.
2175 Four Aces lode.

A chiseled cross on the top of a malpais rock,
8 x 10 ins.,-13 ins. above the ground,
chiseled C-1-2175 on northwest face; I
chisel the following marks on the east face
of the rock: CM 119-1-4669; from which

The cor. of secs. 24 and 25, T. L4 S., R.
15 E., G, & S. R. M., and of secs. 19
and 30, T. 4 S., R. 16 E,, G. & S. R. M.,
bears S. 39° 59' 43" W., 2,58L4.07 ft.
dist., previously described.

A cross (X) and B R 1-2175, chiseled on 2.
granite rock 48 x 36 ins., 36 ins. above
the ground, bears S. 23° 30' E., 46.22
ft. dist.

A cross (X) and B R 1-2175, chiseled on a
malpais rock 24 x 24 ins., 36 ins. above
the ground, bears N. 25° 10' E., L47.33
ft. ) dist.

Thence N. 9° 56' 15" W,

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO, 110 of this survey,
on line 4-1 Sur. No. 2175 Climax lode.

Thence N..89° 57' 19" E.

Cor. No. 3, identical with Cor. No. L4 of the
CHRISTMAS MILL SITE NO. 110, on line 2-3
CHRISTMAS MILL SITE NO. 111 of this survey.

Thence S. 0° 00' LL" W.

Intersect Cor. No., 2 of the CHRISTMAS MIIL SITE

(This forin bound on left side)
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193

282,39

579.56

.Cor. No. 1, and place of beginning.

No. 111, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 118 of this survey.

Cor. No. li, established at the intersection of
line 2-3 CHRISTMAS MILL SITE NO. 118, and line
3-l; CHRISTMAS MILL SITE NO. 120 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 15
ins. in the ground and in a concrete base,
with brass cap mkd. CM 119-4-4669.

Thence S. 80° 10' 15" W.

Center local drainage, 8 ft. wide, course
S. 10° W.

Intersect Cor. No. 2, Sur. No. 2175 Four Aces
lode, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 120 of this survey.

. 370,06
599.49

157

297.141.

CHRISTMAS MILL SITE NO. 120

At Cor. No. 1 of the CHRISTMAS MILL SITE NO.
120, identical with Cor. No. U4t of the CHRIST-
MAS MILI, SITE NO. 121 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 15
ins. in the ground and in a concrete base,
with brass cap mkdi. CM 120-1-4669 and CM 121-
L-4669; from which,

The cor. of secs. 19, 20, 29, and 30,
bears S. L40° 47' 01% E., 2,854.65 ft.
dist., previougly described.

Thence S. 82° L49' 15" W,
Intersect line 2-3 CHRISTMAS MILL SITE NO. 122,

Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 121 of this survey,
on line 1-2 Sur. No. 2175 Four Aces lode.

Set an iron post, 2 ft. long, 1 ins. diam., 15
ins. in the ground and in a concrete base,
with brass cap mkd. CM 120-2-4669 and CM 121-
3-k669.

Thence N. 9° 47' 08" W,

Centerline of local drainage, 8 ft. wide,
course S.. 40° W.

Cor. No. 3, identical with Cor. No. 2 Sur. No.
2175 Four Aces lode, on line L4-1 CHRISTMAS
MILI SITE NO. 119 of this survey.
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325.13
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A chiseled cross (X) on the top of a granite
rock, 20 x 15 ins., 18 ins. above the ground,
chiseled F A 2-2175 on southwest face; I
chisel the following marks on the east face of
the rock: M 120-3-4669; from which

A cross (X) and B R 2-2175, chiseled on a
granite rock 36 x 36 ins., 48 ins. above
the ground, bears N. 89° W., 7.89 ft.
dist.

A cross (X) and B R 2-2175, chiseled on a
granite ledge, bears S. 10° 30' E., 7.22
£t. dist.

Thence N. 80° 10t 15" E,

Center of local drainage, 8 ft. wide, course
S. 10° W.

Intersect Cor. No. 4 of the CHRISTMAS MILL SITE

NO. 119, on line 2-3 CHRISTMAS MILL SITE NO.
118 of this survey.

Cor. NO. "-I-o

Set an iron post, 2 ft. long, 1 ins. diam., 1}
ins. in the ground and in a concrete base,
with brass cap mkd. CM 120-L-L4669.

Thence S. 9° 41' 08" E.

Intersect line 1-2 CHRISTMAS MILL SITE NO. 118,
and line 3-l CHRISTMAS MILL SITE NO. 122 of
this survey.

Cor., No. 1, and place of beginning.

CHRISTMAS MILL SITE NO., 121

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 121, identical with Cor. No. 2 Sur.
No. 2175 Last Chance lode, on line 2-3
CHRISTMAS MILL SITE NO. 130 of this survey.

A chiseled cross (X) on the top of a granite
rock in place, 2 x 28 ins., 36 ins. above the
ground, chiseled L C-2-2175; I chisel the
following marks on the southeast face:

M 121-1-4669; from whibh

The cor. of secs. 19, 20, 29, and 30, bears
8. U43° U46' L4o9* E., 2,630.28 £t. dist.,
previously described.

A cross (X) and B R 2-2175, chiseled on a
granite rock 2 x 22 ins., 20 ins. above
the ground, bears N. 52° 30' W., 10.20 ft.
disto

Thence S. 77° 18' LO" W.

Cor. No. 2, on line 1-2 Sur. No. 2175 Four
Aces lodegyand on line 3-4, Sur. No. 2175

(This formn bound on left side)



115

. SURVEY NO. L4669 112,

FEET

31.33

323.83

229.43

599.L49

248.50

266,22

70
128.39

Last Chance lode.

Set an iron po'st, 2 ft. long, 1 ins. diam., 13
ins. in the ground and in a concrete base,
with brass cap mkd., CM 121-2-4669; from which

Cor. No. 1, Sur. No. 2175 Four Aces lode
bears S. 9° L47' 08" E., 868.67 £t. dist.,

Thence N. 9° L47' 08" W,

Intersect Cor. No. 3 Sur. No. 2175 Last Chance
lode, on line 1-2 Sur. No. 2175 Four Aces lode.

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 120 of this survey,
on line 1-2 Sur. No. 2175 Four Aces lods.

Thence N. 82° L9t 15" E,

Intersect line 2-3 CHRISTMAS MILL SITE NO. 122
of this survey.

Cor. No. L, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 120 of this .survey.

Thence S. 9° 41' 08" E.
Intersect Cor. No. 3 of the CHRISTMAS MILL SITE
NO. 130, on line 1-2 CHRISTMAS MILL SITE NO.
122 of this survey.

Cor. No. 1, and place of beginning.

1At Cor. No. 1 of the CHRISTMAS MILL SITE NO.

|This corner falls in a haul road where a per-

CHRISTMAS MILL SITE NO. 122

122, identical with Cor. No. 2 of the CHRIST-
MAS MILL SITE NO. 123, on line 3-4 CHRISTMAS
MILI, SITE NO. 130 of this survey.

manent monument cannot be established.
Set a teﬁporary point for Cor. No. 1; from which

The cor. of secs. 19, 20, 29, and 30, bears
S. 40°® 25' 13" E., 2,517.37 ft. dist.,
previously described.

Thence N. 89° 59' 16" W.
Edge of hsul road, bears N. 65° E. and S. 65° W.

A point selected for witness Cor. No. 1, identical
with Cor. No. 2 of the CHRISTMAS MILIL SITE NO.
123 of this survey. This point was also
selected for witness Cor. No. L4 of the CHRIST-
MAS MILI SITE NO. 130, identical with Cor. No.
3 of the CHRISTMAS MILL SITE NO. 129 of this
survey.
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Set an ironwst, 2 ft. long, 1 ins. diam., 13
ins. in the ground and in a concrete base,
with brass cap mkd. WC - CM 122-1-4669,

CM 123-2-4669, CM 136-L4-L669, and CM 129-3-
4669; this brass cap was also scribed with
directional markings appropriate for the
mill site boundaries involved.

Intersect Cor. No. 3 of the CHRISTMAS MILL
SITE NO. 130, on line 4-1 CHRISTMAS MILL SITE
NO. 121 of this survey, hereinafter described.

Cor. No. 2.

Set an iron post, 2 ft. long, 1 ins. diam., 13
ins, in the ground and in a concrete base,
with brass cap kd. G 122-2-4669; from which

A granite rock in place, 2h x 18 ins., 12
ins. above the ground, bears S. 89° 15!
B., 36.23 ft. dist., mkd. X B R - CM 122~
2-1669 on southwest face.

A granite rock in place 2h x 20 ins. 2 18
ins. above the ground, bears N. 63° 17!
Eo, 22.1‘7 fto disto, mkdo X B R i Gl{
122-2-14669 on south face.

Thence N.-O" 00! i E.

Intersect line 3-l, CHRISTMAS MILL SITE NO.
121 and line 1-2 CHRISTMAS MILL SITE NO. 120
of this survey.

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 118 of this survey.

Thence S. 89° 53! 55% E,

Intersect line L~-1 CHRISTMAS MILL SITE NO. 120
of this survey.

Cor. No. L4, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 118, Cor. No. 2 of the
CHRISTMAS MILL SITE MO. 117, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 123 of this survey,

Thence S. 0° 00' 35" W.

Northwest edge of gravelled haul road; bears
N. 65° E. and S. 65° W. :

| Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 123

At Cor. No. 1 of the CHRISTMAS MILL SITE NO.
123, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 124, on line 2-3
CHRISTMAS MILL SITE NO. 128 of this survey.

(This form bound on left side)
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Set an iron post, 2 ft. long, 1 ins. diam., 14
ins. in the ground and in a concrete base,
with brass cap mkd. CM 123-1-4669 and CM 12}~
2-4669; from which

The cor. of secs. 19, 20, 29, and 30, bears
S. 28° 18' 21" B,, 2,176.62 £t. dist.,
previously .described.

Thence N. 89° 591 16" W,

Intersect Cor. No. 2 .of .the CHRISTMAS MILL SITE
NO. 128, identical with Cor. No. L4 of the
CHRISTMAS MILL SITE NO. 129 of this survey,
hereinafter described.

Toe -of haul road embankment.

Intersect the true point for Cor. No. 3 of the
CHRISTMAS MILI, SITE NO. 129, identical with
Cor. No. 4 of the CHRISTMAS MILL SITE NO. 130
of this survey, witnessed N. 89° 59' 16" W.,
212,17 £t. dist., previously described.

Southeast edge of haul road, bears N. 65° E.
and S. 65° W, :

The true point for Cor. No. 2, identical with
Cor. No. 1 of the CHRISTMAS MILI SITE NO. 122,
on line 3-4 CHRISTMAS MILL SITE NO. 130 of
this survey.

This corner falls in a haul road where a per-
manent monument cannot be established, witness-
ed N. 89 59' 16" W., 128...39 ft. disto,

; previously described..

Thence N. 0° 00' 35" E,

Northwest edge of gravelled haul road, bears
N. 65° E. and S, 65° W.

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO.. 117, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 118, and Cor. No. k4 of
the CHRISTMAS MILL SITE NO. 122 of this survey.

Thence S. 89° 58' 58" E,

Centerline of road, bears North and South.

Cor. No. li, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 117, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 116, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 12l of this survey.

Thence S. 0° 00t Li" W,

Cor. No. 1, and place of beginning.
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CHRISTMAS MILL SITE NO. 12}

At Cor. No. 1 of the CHRISTMAS MILL SITE NO. 12,
identical with Cor, No. 2 of the CHRISTMAS MILL
SITE NO. 125 of this survey.

Set an iron post, 2 ft. long, 1 ins, diam., 13
ins. in the ground and in a concrete base,
with brass cap mkd. CM 124-1-4669 and CM 125~
2-14669; from which

The cor. of secs. 19, 20, 29, and 30, bears
S. 12° {1 59% E,, 1,964.28 f£t. dist.,
previously described.

Thence N. 89° 59 16" W.

Center of local drainage, 8 ft. wide, course
South.

Intersect Cor. No. 2 of the CEB.ISTMAS MILL SITE
NO. 127, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. .128 of this survey,
hereinafter described.

Cor. No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILIL SITE NO. 123, on line 2-3 of the
CHRISTMAS MILL SITE NO. 128 of this survey.

Thence N. 0° 00' Li* E.

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 116, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 117, and Cor. No. L of
the CHRISTMAS MILL SITE NO. 123 of this survey.

Thence N. 89° 53! 52% E,

Center -of local drainage, 6 ft. wide, course
S. 25° E. . -

Cor. No. L, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 116, Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 115, and Cor. No. 3 of
the CHRISTMAS MILL SITE NO. 125 of this survey.

Thence S. 0° 00' Li" W,

Intersect line 2-3 CHRISTMAS MILL SITE NO., 127
of this survey.

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 125

At Cor. No. 1 of the CHRISTMAS MILL SITE NO. 125,
on line 3-4 CHRISTMAS MILL SITE NO. 126, and on)
line 1-2 Sur. No. Lll3 INSPIRATION 7 lode.

(This form bound on left side)
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Set an iron pipe, 2 ft. long, 1 ins. diam., 13
ins. in the ground and in a concrete base,
with brass cap mkd. CM 125-1-4669; from which

The cor. of secs. 19, 20, 29, and 30, bears
S..5° 01t 58" W., 1,923.52 £t. dist.,
previously described.

A granite rock in place, 24 x 19 ins., 12
ins. above the ground, bears S. 63° 22! E.
6.10 ft. dist., mkd. X B R - QM 125-1-4669]
on west face.

A granite rock in place 36 x 30 ins., 18
ins. above the ground, bears N. L42°
. 33' E,, 32.20 ft, dist., mkde X BR - CM
125-1-)4669 on south face.

Thence N, 89° 59' 16" W,

353.23 Inﬁérsect line 1-2 CHRISTMAS MILL SITE NO. 126
and line 3-4 CHRISTMAS MILL SITE NO. 127 of
this survey.

600,60 Gor. No. .2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 124 of this survey.

Thence N. 0° QO' " E.

82,80 | Intersect line 2-3 CHRISTMAS MILL SITE NO. 127
of this survey.

363,00 |Cor. No. 3, identical with Cor. No. 2 of the

. CHRISTMAS MILL SITE NO. 115, Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 116, and Cor. No. 4 of
the CHRISTMAS MILL SITE NO. 124 of this survey.

Thence S. 89° 53' 32" E,

600,58 |The true point for Cor. No. li, identical with
Cor. No. 1 of the CHRISTMAS MILIL SITE NO. 115
and Cor. No. 3 of the CHRISTMAS MILL SITE NO.
126 of this survey, on line 1-2 Sur. No.

hlk}hi3 INSPIRATION 7 lode.

This.corner falls in the bottom of a dry wash
where a monument cannot be preserved.

Thence S. 0° 00t 36" W.

25.83 | A point selected for witness Cor. No. l,
identical with Cor. No. 1 of the CHRISTMAS
MILL SITE NO. 115 and Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 126 of this survey,
on line 1-2 Sur. No. Llili3 INSPIRATION 7 lode.

Set an iron post, 2 £t. long, 1 ins. diam., 1L
ins. in the ground and in a concrete base,
with brass cap mkd. WC - CM 125-4-4669,

CM 115-1-4669, and CM 126-3-4669.

362.00 |Cor. No. 1, and place of beginning.
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CHRISTMAS MILL SITE NO. 126

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 126, identical with Cor, No. 2 Sur.
No. Llily3 INSPIRATION 2 lode, on line 3-L Sur.
No. 2175 California lode.

An iron post, 2 ins, diam., 24 ins. above ground,
with base surrounded by a mound of stone, with
brass cap mkd, I 2-2-Lh1i3; I add the following
marks on the brass cap: CM 126-1-4669; from
which

The cor. of secs. 19, 20, 29, and 30, bears
S. 4° 33! 34" E., 1,562.98 f£t. dist.,
previously described.

Thence N. 9° 32' LO" W.

Intersect Cor. No. 3, Sur. No. 2175 California
lode, idéntical with Cor. No. L of the CHRIST-
MAS MILL SITE NO. 127 of this survey, herein-
after described.

Intersect line 1-2 CHRISTMAS MILL SITE NO. 125
of this survey.

Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 127 of this survey.

Set an iron post, 2 ft. long, 1 ins. diam., 1k
ins. in the ground with a concrete base,
with brass cap mkid. CM 126-2-}4669and CM 127-
3-,46690

Thence N. 58° 59! 47" E,

The true point for Cor. No. 3, identical with
Cor. No. 1 of the CHRISTMAS MILL SITE NO. 115
. and Cor. No. L of ‘the CHRISTMAS MILL SITE NO.
125 of this survey, on line 1-2 Sur. No. Lll3
INSPIRATION 7 lode.

This corner falls in the bottom of a dry wash
where a monument cannot be preserved.

Thence S. 0° 00! 36" W,

Witness Cor. No. 3, previously described.
Intersect Cor. No. 1 of the CHRISTMAS MILL SITE
NO. 125 of this survey, on line 1-2 Sur. No.

Lhk3 INSPIRATION 7 lode.
Centerline of road, bears N. 35° E. and S. 35° W.
Pipeline, bears N, 35° E. and S. 35° W.
Intersect line 2-3 Sur. No. Lh43 INSPIRATION 2

lode at a point from which Cor. No. 2 bears
So 6h° hB‘ Wo, 323-79 fto dist.

(This form bound on left side)
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Cor. No. L, on line 1-2 Sur. No. LLL3
INSPIRATION 7 lode.

Set an iron post, 2 ft..long, 1 ins. diam., 13
ins. in the ground and in a concrete base,
with brass cap mkd. CM 126-4-4669; from which

Cor. No. 1 Sur. No. LhL3 INSPIRATION 7
lode bears.S. 0° 00' 36" W,.,169.28 ft.
dist.

Thence S. 75° 36! 25" W,
Pipeline, bears N. 35° E. and S. 35° W,
Centerline of road, bears N. 35° E. and S. 35° W

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 127

Beginning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 127, d4dentical with Cor. No. 2 Sur.
No. 2175 California lode, on line 2-3 Sur.
No. 2175 Joker lode.

The original granite stone marking Cor. No. 2
Sur. No. 2175 California lode has been lost.
I restore the position of this corner from
bearing rocks which are still in place.

Set an iron post, 2 ft. long, 1 ins. diam., 1k
ins. in the ground and in a concrete base,
with brass cap mkd. CAL-2-2175 and CM 127-
1-4669; from which

The cor. of secs. 19, 20, 29, and 30, bears
S. 23° 521 31" E,, 1,776.k) ft. dist.,
previously described.

A cross (X) and B R 2-2175, chiseled on a
malpais rock 48 ins. x 36 ins., 2k ins.
above the ground, bears S. 16° 15' W.,
9.40 ft. dist.

A cross (X) and B R 2-2175, chiseled on a
granite rock 10 x 10 ft., U8 :Lns. above
the ground, bears N. 24° 30' E., 23.50
fto dist.

Thence N. 12° 11! 50" W.

Intersect line 3-l4 Sur. No. 2175 Joker lode at
a point from which Cor. No. 3 bears N, 47°
. 351 50" E., 13.46 ft. dist.; also intersect
the line 4-1 CHRISTMAS MILIL SITE NO. 128
of this survey.
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Cor. No. 2, identical with Cor. No. 3 of the
CHRISTMAS MILL SITE NO. 128, on line 1-2
CHRISTMAS MILL SITE NO, 124 of this survey.

Set an iron post, 2 f£t. long, 1 ins. diam., 1k
ins. in the ground and in a concrete base
with brass cap mkd. CM 127-2-4669and
CM 128-3-4669.

Thence N. 76° 42! 38" E.
Center local drainage, 8 ft. wide, course South.

Intersect line L4-1 CHRISTMAS MILL SITE NO. 12l
and line 2-3 CHRISTMAS MILL SITE NO. 125 of

this survey.

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 126 of this survey.

Thence S. 9° 32! LO" E.

Intersect line 1-2 CHRISTMAS MILL SITE NO. 125
of this survey.

Cor. No. li, identical with Cor. No. 3 Sur. No.
2175 California lode, on line 1-2 CHRISTMAS
MILL SITE NO. 126 of this survey.

A chiseled cross (X) on the top of a granite
rock 8 x 5 ins., 15 ins. above the ground,
chiseled C-3-2175 on soutlwest face; I chisel
the following marks on the northwest face of
the rock: CM 127-L4-4669; from which

A cross (X) and B R 3-2175, chiseled on a
malpais rock 24 x 30 ins., 28 ins. above
the ground, bears N. 13° 15' E., 10.92
ft. dist.

A cross (X) and B R 3-2175, chiseled on a
malpais rock 25 x 30 ins., 30 ins. above
the ground, bears N. 64° 15" W., 21.84
£+, dist.

Thence S. 64° 51 hhv W, .

Center of local drainage, 8 f£t. wide, course
S. 25° E,

Cor. No. 1, and place of beginning.

CHRISTMAS MILL SITE NO. 128

At Cor, No. 1 of the CHRISTMAS MILL SITE NO, 128,
identical with Cor. No. 1 of the CHRISTMAS MILIL
SITE NO. 129 of this survey, on line 3-L Sur.
No. 2175 Joker lode.

-
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1 Set an iron post, 2 ft. long, -1 ins. diam., 14

This corner falls in the bottom of Copper Gulch
where a monument cannot be preserved, witnessed|
So ll.7° 35' 50" W. h8038 ft. disto, herein.after
described; from which

The cor. of seecs. 19, 20, 29, and 30, bears
S. h0° 28' 01'.“ Eo’ 1,89’4051 fto disto,
previously described.

Thence N. 9° 41' 08" W,
North bank of Copper Gulch, cowrse East.

Cor. No. 2, identical with Cor. No. L -of the
CHRISTMAS MILL SITE NO. 129, on line 1-2
CHRISTMAS MILL SITE NO. 123 of this survey.

ins. in the ground and in a concrete base,
with brass cap mkd. CM 128-2-4669 and
CM 129-L4-4669.

Thence S. 89° 59' 16" E,

Intersect Cor. No. 1 of the CHRISTMAS MILL SITE
NO. 123, identical with Cor: No. 2 of the
CHRISTM® MILL SITE NO. 124 of this survey.

Cor. No. 3, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 127, on line 1-2
CHRISTMAS MILL SITE NO. 124 of this survey.

Thence S. 25° 18' 30" E,

Cor. No. L, identical with Cor. No. 3 Sur. No.
2175 Joker lode.

A cross (X) chiseled on the top of a granite
rock, 14 x 12 ins., 15 ins. above the ground,
chiseled J-3-2175 on southwest face; I chisel
the following marks on the north face of the
rock: CM 128-4-U4669.

Thence S. 47° 35' 50" W.

Intersect line 1-2 CHRISTMAS MILL SITE NO. 127
of this survey.

North bank of Copper Gulch, course N, 70° E.
Cor. No. 1, and place of beginning,

CHRISTMAS MILL SITE NO. 129

Begimning at Cor. No. 1 of the CHRISTMAS MILL
SITE NO. 129, identical with Cor, No. 1 of the
CHRISTMAS MILL SITE NO. 128 of this survey, on
line 3-4 Sur. No. 2175 Joker lode.

This corner falls in Copper Gulch where a monun-
ment cannot be preserved.
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18
1418.38

278.60

82
120
520
672.63

222
237.79

1459.99
181,99

Thence S. L47° 35' 50" W,

Intersect Cor. No. 4 Sur. No. 2175 Joker lode,
identical with Cor. No. 3 Sur. No. 2175
Alabama lode,

South bank of Copper Gulch, course N. 70° E.

A point selected for witness Cor. No. 1,
identical with Cor. No. 1 of the CHRISTMAS
MILL SITE NO. 128 of this survey, on line 3-4
Sur. No. 2175 Joker lode.

Set an iron post, 2 ft. long, 1 ins. diam., 14
ins. in the ground and in a concrete base,
with brass cap mkd, WC - (f 128-1-4669 and
CM 120-1-U669.

Cor, No. 2, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 130 of this survey, on
line 2-3 Sur. No. 2175 Alabama lode.

Set an iron post, 2 ft. long, 1 ins. diam., 14
ing., in the ground and in a concrete base,
with brass cap mkd. CM 129-2-4669 and CM
130-1-4669.

Thence N. 9° 41! 08" W,

South bank of Copper Gulch, course East.

North bank of Copper Gulch, course East.

Toe of haul road embankment.

The true point for Cor. No. 3, identical with
Cor. No. L1 of the CHRISFMAS MILL SITE NO. 130
on line 1-2 CHRISTMAS MILL SITE NO. 123 of
this survey.

This corner falls on the unconsolidated f£ill
slope of a haul road where a permanent monument
cannot be established, witnessed N. 89° 59! 16
Wey, 212,17 f£t. dist., previously described.

Thence S, 89° 59' 16" E.

Toe of haul road embankment.

Cor. No. L, identical with Cor. No. 2 of the
CHRISTMAS MILL SITE NO. 128, on line 1-2
CHRISTMAS MILL SITE NO. 123 of this survey.

Thence S. 9° 41' 08" E.

North bank of Copper Gulch, course East.

Cor. No. 1, and place of beginning.

(This forn bound on left side)
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350
730

- 785

87L4.90

62.23

120.62

CHRISTMAS MILL SITE NO. 130

Beginning at Cor. No. 1 of the CHRISTMAS MILL
-SITE NO. 130, identical with Cor. No. 2 of
the CHRISTMAS MILL SITE NO. 129 of this
survey, on line 2-3 Sur. No. 2175 Alabama lode|
from which

The cor. of secs. 19, 20, 29, and 30,
bears- S, 48° 52' 11" E., 1,905.56 ft.
dist. s previously described.

Thence S. h7 35' 500 W

Cor. No. 2, identical with Cor. No. 2 Sur. No.
2175 Alabama lode, on line 1-2 Sur. No. 2175
Last Chance lode.

A chiseled cross (X) on the top of a granite
rock, 15 x 12 ins., 14 ins. above the ground
chiseled A-2-2175 on west face; I chisel the
following marks on the northeast face of the
rocks CM 130-2-4669; from which

A cross (X) and B R 2175, chiseled on a
granite rock 48 x 40 ins., 36 ins. above
the ground, bears N. LL4° 53! E., 52.77
ft. dist.

Thence N, 9° L1t 08" W,
Toe of haul road embankment.

Southeast edge of haul road, bears N. hS E.
and S. h5° Ww.

Northwest edge of haul road, bears N. 45° E.
and S. U45° W.

Intersect Cor. No. 2 Sur. No. 2175 Last Chance
lode, identical with Cor. No. 1 of the
CHRISTMAS MILL SITE NO, 121 of this survey.

Cor. No. 3, astablished at the intersection of
line 4-1 CHRISTMAS MILL SITE NO. 121 and line
1-2 CHRISTMAS MILL SITE NO. 122 of this survey

Set an iron post, 2 ft. long, 1 ins. diam., 14
ins. in the ground and in a concrete base,
with brass cap mkd. OM 130-3-4669. -

Thence S. 89° 59! 16" E.

Witness Cor. No. L4, identical with Cor. No., 3
of the CHRISTMAS MILL SITE NO. 129, on line
1-2 CHRISTMAS MILL SITE NO. 123 of this survey|
This monument is also witness Cor. No. 1 of
the CHRISTMAS MILL SITE NO. 122, identical
with Cor. No. 2 of the CHRISTMAS MILL SITE NO.
123 of this survey, previously described.

Edge of haul road, bears N. 65° E, and S. 65° W.
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190.62 | Intersect the true point for Cor. No. 1 of the
CHRISTMAS MILL SITE NO. 122, identical with

! Cor. No. 2 of the CHRISTMAS MILL SITE NO. 123
of this survey.

228,62 | Southeast edge of haul road, bears N, 65° E,
! and S. 65° W.

274.40 | The true point for Cor. No. ki, identical with
Cor. No. 3 of the CHRISTMAS MILL SITE NO, 129,
on line 1-2 CHRISTMAS MILL SITE NO, 123 of
this survey. ;

This corner falls on the unconsolidated fill-
slope of a haul road where a permanent monu-
ment cannot be established. witnessed N. 89° 59
16" W., 212.17 ft. dist., previously described.

Thence S. 9° 41! 08" E.

152.63 | Toe of haul road embankment.

552.63 | North bank of Copper Gulch, course East.

590.63 South bank of Copper Gulch, course East.

672.63 | Cor. No. 1, and place of beginning.

SURVEY NO. L669

AREAS
Acres
Total area, CHRISTMAS MILL SITE NO. 1 L4.997
Area in conflict with=--
[Nw% sec. 16, T. 4 S., R. 16 E., G.&S.R.M. 0,149
. Total area, CHRISTMAS MILL SITE NO. 2  L.999
. Total area, CHRISTMAS MILL SITE NO. 3  L.991
Total area, CHRISTMAS MILL SITE NO. L4  4.991
Total area, CHRISTMAS MILL SITE NO. 5  L.998
Total area, CHRISTMAS MILL SITE NO. 6 k.997
Area in conflict with --
NWw sec. 16, T. 4 S., R. 16 E., G.&S.R.M. 0.195
Total area, CHRISTMAS MILL SITE NO. 7' . L4.997
Area in conflict with --
Nws sec. 16, T. 4 S., R. 16 E., G.&S.R.M. 0,241
Total area, CHRISTMAS MILL SITE NO. 8 k.999
Total area, CHRISTMAS MILL SITE NO. 9  L.993
Total area, CHRISTMAS MILL SITE NO. 10 L.991
Total area, CHRISTMAS MILL SITE NO0. 11 5.000
Total area, CHRISTMAS MILL SITE NO. 12 L4.983
Totel area, CHRISTMAS MILL SITE NO. 13 L.991
Total area, CHRISTMAS MILL SITE NO. 14 k.99
Total area, CHRISTMAS MILL SITE NO. 15 L4.997
Total area, CHRISTMAS MILL SITE NO. 16  L.997
Area in conflict with --
Nw4 and S sec. 16, T. 4 S., R. 16 BE.
G. & S. R, M, 0.267
Total area, CHRISTMAS MILL SITE NO. 17 L4.996
Area in confliet with --
Sws sec. 16, T. 4 S., R. 16 E., G.&S.R.M. 0,237
Potal area, CHRISTMAS MILL SITE NO. 18 L4.998

(This form bound on left side)
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Total area,
Total area,
Total area,
Total area,
Total-é.rea,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,

Area

SW4 sec. 16, T.

Total area,
Area

S sec. 16, T,

Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total, area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,

CHRISTMAS MILL SITE NO. 19
CHRISTMAS MILI. SITE NO. 20
CHRISTMAS MILL SITE NO. 21
CHRISTMAS MILL SITE NO,. 22
CHRISTMAS MILIL SITE NO. 23
CHRISTMAS MILL SITE NO. 2L
CHRISTMAS MILL SITE NO. 25
CHRISTMAS MILL SITE NO. 26
CHRISTMAS MILL SITE NO.. 27
CHRISTMAS MILI SITE NO. 28
CHRISTMAS MILL SITE NO. 29
CHRISTMAS MILL SITE NO. 30
CHRISTMAS MILL SITE NO. 31
in conflict with --

h S." R. 16 Eo, G.&S.R.H.
CHRISTMAS MILL SITE NO. 32
in conflict with --

h. S., R. 16 E., G.&S.R.M.
CHRISTMAS MILL SITE NO. 33
CHRISTMAS MILL SITE NO. 3k
CHRISTMAS MILL SITE NO. 35
CHRISTMAS MILL SITE NO. 36
CHRISTMAS MILL SITE NO. 37
CHRISTMAS MIIL SITE NO. 38
CHRISTMAS MILL SITE NO. 39
CHRISTMAS MILL SITE NO. 4O
CHRISTMAS MILL SITE NO. W1
CHRISTMAS MILL SITE NO. )42
CHRISTMAS MILL SITE NO. L3
CHRISTMAS MTLL SITE NO. Lk
CHRISTMAS MILL SITE NO. L5
CHRISTMAS MILL SITE NO. L6
CHRISTMAS MILL SITE NO. 47
CHRISTMAS MILL SITE NO. 48
CHRISTMAS MILIL SITE NO. L49
CHRISTMAS MILL SITE NO. 50
CHRISTMAS MILL SITE NO. 51
CHRISTMAS MILL SITE NO. 52

Area in conflict with --

S.W% s.ec. 16, T.

Total area,
Area

4 S., R. 16 E., G.&S.R.M.
CHRISTMAS -MILI, SITE NO. 53
in conflit with --

Sws sec. 16, T. 4 S., R. 16 E., G.&S.R.M.
Sur. No. Lhili3 INSPIRATION 23 lode

Sur. No. 43 INSPIRATION 23 lode, exclusive

of its conflict with SWs sec. 16

Total area,
Area

Total area,
Area

Total area,
Area

Total area,
Total area,
Total area,

- Total area,

Total area,
Total area,
Total area,

- Total area,

Total area,

CHRISTMAS MILlL SITE NO. 5L
in conflict with --

Sur. No. Lhl3 INSPIRATION 2L lode

CHRISTMAS MILI. SITE NO. 55
in conflict with --

Sur. No. Lhli3 INSPIRATION 25 lode

CHRISTMAS MILL SITE NO. 56
in conflict with --

Sur. No. Lhi}i3 INSPIRATION 26 lode

CHRISTMAS MILL SITE NO. 57
CHRISTMAS MILL SITE NO. 58
CHRISTMAS MILL SITE NO. 59
CHRISTMAS MILL SITE NO. 60
CHRISTMAS MILL SITE NO. 61
CHRISTMAS MILL SITE NO. 62
CHRISTMAS MILIL SITE NO. 63
CHRISTMAS MILL SITE NO. 6L
CHRISTMAS MILL SITE MO. 65

0.759
14.969

0,781
4.976

0.794
k.988

0.800
L4.986
4.999
L.991
5.000
k.991
4.996
k.996
4,996
4.996
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128
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Total area, CHRISTMAS MILL SITE NO. 66 1;.333

Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total ares,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,

CHRISTMAS MILL SITE NO,
CHRISTMAS MILIL SITE NO.
CHRISTMAS MILL SITE NO,
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO.

CHRISTMAS MILL SITE NO. 7

CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO,
CHRISTMAS MILL SITE NO,
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILI, SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILIL SITE NO.
CHRISTMAS MILL SITE NO.

Area in confllict with --

Total area,

Sur. No. Ll)i3 INSPIRATION 15 lode

CHRISTMAS MILL SITE NO.

Area in conflict with =-

Total area,

Sur. No. Lhl;3 INSPIRATION 16 lode

CHRISTMAS MILL SITE NO,

Area in conflict with --

Total area,

Sur. No. 4hli3 INSPIRATION 17 lode

CHRISTMAS MILI, SITE NO.

Area in conflict with -

Total area,
Total area,
Total area,
Potal area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total area,
Total areéa,
Total area,
Tqotal area,
Total area,
Total area,
Total area,

Sur. No. Llli3 INSPIRATION 18 lode

CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO,.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILI, SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO,.
CHRISTMAS MILI, SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILI, SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO,
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILL SITE NO.
CHRISTMAS MILI SITE NO.
CHRISTMAS MILL SITE NO.

67
68
69
70
T
72
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Total area, CHRISTMAS MILL SITE NO. 118 L4.992
Total area, CHRISTMAS MILI, SITE NO. 119 L4.903
Total area, CHRISTMAS MILL SITE NO. 120 L4.281

Area in conflict with --

EHRISTMAS MILL SITE NO. 118 of this survey 1.342

CHRISTMAS MILL SITE NO. 122 of this survey 1.159
Potal area, CHRISTMAS MILIL SITE NO. 121 L4.055

Area in conflict with --

Sur. No. 2175 Last Chance lode 0.215

CHRISTMAS MILL SITE NO. 122 of this survey 1.987
Total area, CHRISTMAS MILIL SITE NO. 122 4.988
Total area, CHRISTMAS MILI SITE NO. 123 L4.985
Total areg, CHRISTMAS MILL SITE NO. 124 L.99L
Total area, CHRISTMAS MILL SITE NO. 125 L.998
Total area, CHRISTMAS MILIL SITE NO. 126 L.517

Area in conflict with --

Sur. No. 4hli3 INSPIRATION 2 lode 0.211

CHRISTMAS MILL SITE M. 125 of this survey 2.11k
Total area, CHRISTMAS MILL SITE NO. 127 3.188

Area in conflict with --

Sur. No. 2175 Joker lode 0.032

CHRISTMAS MILL SITE NO. 12 of this survey 0.333

CHRISTMAS MILL SITE NO. 125 of this survey 0.599
Total area, CHRISTMAS MILL SITE NO. 128 3.240

Area in conflict with -=-

CHRISTMAS MILL SITE NO. 127 of this survey 0.008
Total area, CHRISTMAS MILI SITE NO. 129 3.106
Total area, CHRISTMAS MILL SITE NO. 130 L4.860

LOCATION

This survey is locatéd in Sur. . sec. 16, Unsur.
secs. 17, 18719 and 20, T. 4.5, R.716 B2 .G. &
8. R.M., Gila County, Arizona

The survey of the CHRISTMAS MILL SITES is
1de1":1{_:11ca1 with the respective location as marked

COHNER DESCRIPTIONS AND SUPPLEMENTAL
DATA

The Cor of secs. 8, 9, 16, and 17, T. 4 S.,
R. 16 E., G, & S. R. M.,is an iron post, 2 ins.
daim., 13 ins. above ground, firmly set, marked
as described in the official record. The line
between this sec. cor. and the % sec. cor. of
secs., 16 and 17, previously described, bears
N. 0° 53' 17" E,, 2,685.40 ft.

Sur. No. 2175 California lode: Cor. No. 3 is
a granite stone, firmly set and properly marked.
Cors. Nos. 1 and L4 have been destroyed. Although
Cor. No. 2 could not be found, its position was
re-established from found bearing rocks. Line
2-3 was found to be N. 64° 51' L4» E., 597.51
ft., instead of N. 64° L46' E., 600 ft., as
approved. The line between Cor. No. 3 Sur. No,.
2175 California lode and Cor. No. 2 Sur. No.
Lhly3 INSPIRATION 2 lode was used to ascertain
the bearing of line 3-L, no other evidence as
to the true direction of this line being avail-
able; this line was found to be S. 9° 32! LO" E.,
324.71 ft., instead of S. 9° 37! E., 324.78 ft.,
as approved for Sur. No. Lhkh3 INSPIRATION 2 lodej
1line 1-2 shown as approved.

g
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"as approved.

"ly marked; Cor., No. 3 could not be found.

| 300 ft., as approved; the line between Cor.

1 £t., as approved; line 1-2 shown as approved.

Sur. No. 2175 Joker lode: Cor. No. 3 is
a granite stone, firmly set and properly
marked; no other cornmers were found. The
line between re-established Cor. No. 2 Sur.
No. 2175 California lode and Cor. No. 3 was
found to be N. 9°31'10" W., 248.95 ft., in-
stead of N. 9°39 , as approved.
The line between/azg)%?t g{1§:h§ur No. 2175 cal-
ifornia lode and Cor. No. 2 shown as approved.
The line between Cor. No. 3 and Cor. No. 2
Sur. No. 2175 Alabama lode was used to ascertain
the bearing of line 3-4, S. 47°35'50" W., in-
stead of S. 47°40' W., as approved. The
length of line 3-4 is shown 643 ft., as approv-
ed; line 4-1 shown as approved.

Sur. No. 2175 Alabama lode: Cor. No. 2
is a granite stone, firmly set and properly
marked; no other corners were found. The
line between Cor. No. 2 and Cor. No. 3 Sur.
No. 2175 Joker lode was used to ascertain the
bearing of line 2-3, N. 47°35'50" E., instead
of N. 47°40' E., as approved. The length of
line 2-3 was found to be 592.77 ft. instead of
600 ft., as approved; lines 1-2 and 3-4 shown

Sur. No. 2175 Last Chance lode: Cor. No. 2
is a granite rock in place, properly marked; no
other corners were found. Set a point for Cor.
No. 3 on line 1-2 Sur. No. 2175 Four Aces lode
at a distance of 900.00 ft. from Cor. No. 1
Sur. No. 2175 Four Aces lode, as approved.

The line between Cor. No. 2 Sur. No. 2175
Alabama lode and Cor. No. 2 was found to be

N. 9°41'08" W., 874.90 ft., instead of N. 9°39'
W., 878 ft., as approved. The line between
Cor. No. 2 Sur, No. 2175 Alabama lode and Cor.
No. 1 shown as approved. Line 2-3 was found
to be S. 80°18'29"'W., 598.40 ft.,, instead of
S. 80°21' W., 600 ft., as approved; line 3-4
was found to be S, 9°47'08" E., instead of

S. 9°39' E., as approved.’

Sur. No. 2175 Four Aces lode: Cors. Nos, 1
and 2 are granite stones firmly set and proper-

Line 1-2 was found to be N. 9°47'08" w.,
1,489.91 ft., instead of N. 9°39' W., 1500 ft.,
as approved, The line between Cor. No. 3 Sur.
No. 2175 Last Chance lode and Cor. No. 2 was
found 'to be N. 9°47'08" W., 589.91 ft., instead
of N. 9°39' W., 600 ft., as approved., The

line betwéen Cor. No. 2 and Cor. No. 1 Sur.

No. 2175°Climax lodé was found to be S. 80°10'
15" w., 297.16 ft., instead of S. 80°21' Ww.,

No., 1 Sur. N6. 2175 Climax lode and Cor. No. 3
shown as approved,

Sur. No. 2175 Climax lode: Cors. Nos. 1
and 4 are granite stones, firmly set and proper-
ly marked. Line 4-1 was found to be S. 9°56'15"
E., 1,493.07 ft., instead of S. 9°39' E., 1500

(This form bound on left side)
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Sur. No. 4443 INSPIRATION 2 lode: Cors.
Nos. 1 and 2 are iron posts, firmly set and
properly marked; Cor. No. 3 could not be found.
Line 1-2 was found to be N. 9°32'40" W., instead
of N. 9°37' W., as approved. Line 2-3 shown
as approved.

Sur. No. 4443 INSPIRATION 7 lode: Cors.
Nos. 1 and %4 are iron posts, firmly set and
properly marked; Cors. Nos. 2 and 3 have been
destroyed. Cor. No. 2 was re-established at
the point at which the line between Cor. No. 1
of this lode and Cor. No. &4 Sur. No. 4443
INSPIRATION 30 lode intersects the line between
Cor. No. 3 Sur. No. 4443 INSPIRATION 8 lode
and Cor. No. 2 Sur. No. 4443 INSPIRATION 16
lode; line 1-2 was found to be N. 0°00'36" E.,
1500.90 ft., instead of NORTH, 1500 ft., as
approved; lines 4-1 and 2-3 shown as approved.

Sur, No. 4443 INSPIRATION 15 lode:  Cors.
Nos. 2 and 3 are iron posts, firmly set and
properly marked., Cor. No. 1 has been buried
by tailings and Cor, No. 4 has been destroyed.
Cor. No. 1 is identical with Cor. No., 3 Sur.
No. 4443 INSPIRATION 26 lode, and Cor. No. &4
Sur., No. 4443 INSPIRATION 14 lode, and was re-
established as hereinafter described, Cor. No.
4 was re-established at the point at which
the line between Cor. No. 3 of this lode and
Cor. No. 4 Sur. No. 4443 INSPIRATION 27 lode
intersects the line between Cor. No. 2 Sur.
No. 4443 INSPIRATION 26 lode and Cor. No. 3
Sur., No. 4443 INSPIRATION 19 lode. Line 1-2
was found to bear S. 0°00'10" W., instead of
SOUTH, " as approved., Line 3=-4 was found to
bear N, 0°00'30" E., instead of NORTH, as
approved. Line 4~1 was found to be S. 89°58'
E., 599.90 ft., instead of EAST, 600 ft., as
‘approved, '

Sur, No. 4443 INSPIRATION 16 lode: Cor. No.
2 is an'iron post, fifmly set and properly
marked, All other corners have been destroyed
by road construction and élearing operations.
Cor. No. 1 is identical with Cor. No. 4 Sur,
No. 4443 INSPIRATION 15 lode, and was re=
established as previously described. Cor. No.
4 was ' re~-established at thée point at which the
line between Cor.No. 4 Sur. No. 4443
INSPIRATION 6 lode and Cor. No. 4 Sur. No.
4443 INSPIRATION 28 lode intersects the line
between Cor., No. 2 Sur. No. 4443 INSPIRATION 26
lode and Cor. No. 3 Sur. No. 4443 INSPIRATION 19
lode. Line 1-2 was found to bear S. 0°00'30"
W., instead of SOUTH, as approved. Line 3-4
was found to bear N. 0°00'44" W., instead of
NORTH, as approved. Line 4-1'was found to be
S. 89°58' E., 599.58 ft., instead of EAST, 600
ft., as approved.

Sur. No. 4443 INSPIRATION 17 lode: All four
corners have been destroyed by road construction
and clearing operations. Cor. No. 2 was re-
established at the point at which the line be-
tween Cor. No. 4 Sur. No. 4443 INSPIRATION 7
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44" E., instead of SOUTH, as approved.

lode and Cor. No. 4 Sur. No. 4443 INSPIRATION
29 lode intersects the line between Cor. No. 2
Sur. No. 4443 INSPIRATION 26 lode and Cor. No.
3 Sur. No. 4443 INSPIRATION 19 lode. Cor. No.
3 is identical with Cor. No. 4 Sur. No. 4443
INSPIRATION 16 lode and was re-established as
previously described. Line 1-2 was found to
bear N. 0°0D1'54" E., instead of NORTH, as
approved. Line 2-3 was’ found to be S. 80°58'
E., 600.51 ft., instead of EAST, 600 ft., as
approved. Line 3-4 was found to bear S. 0°00'

Sur. No. 4443 INSPIRATION 18 lode: All four
corners have been destroyed or buried by tail-
ings. Cor. No. 1 is identical with Cor. No. 2
Sur. No. 4443 INSPIRATION 7 lode and was re-
established as previously described. Cor. No. 2
was re-established at the point at which the
line between Cor. No. 1 Sur. No. 4443 INSPIRATION
7 lode and Cor., No. 4 Sur. No. 4443 INSPIRATION
30 lode intersects the line between Cor. No. 2
Sur. No. 4443 INSPIRATION 26 lode and Cor. No.
3 Sur. No. 4443 INSPIRATION 19 lode. Cor. No.
3 is identical with Cor. No. 2 Sur. No. 4443
INSPIRATION 17 lode and was re-established as
previously described. Line 1-2 was found to
be N. 0°00'36" E., 1500.28 ft., instead of
NORTH, 1500 ft., as approved. Line 2-~3 was
found to be S. 89°58' E., 600.36 ft., instead
of EAST, 600 ft., as approved. Line 3-4 was
found to bear S. 0°01'54" W., instead of SOUTH,
as approved. Line 4-1 shown as approved.

Sur, No. 4443 INSPIRATION 23 lode: All
four corners are iron posts,. firmly set and
properly marked. Line 1-2 was found to bear
S. 0°00'32" W., instead of SOUTH, as approved.
Line 3-4 was found to bear N. 0°00'25" E.,
instead of NORTH, as approved. Line 4-1 was
found to be N. 89°59'39" E., 600.16 ft., instead
of EAST, 600 ft., as approved.

Sur. No. 4443 INSPIRATION 24 lode: All four
corners are iron posts, firmly set and properly
marked. Line 1-2 was found to bear S. 0°00'25"
W., instead of SOUTH, as approved. Line 3-4
was found to bear N. 0°00'16" E., instead of
NORTH, as approved. Line 4-1 was found to be
S. 89°59'39" E., 600.44 ft., instead of EAST,
600 ft., as approved.

Sur. No. 4443 INSPIRATION 25 lode: All four
corners are iron posts, firmly set and properly
marked. Line 1-2 was found to bear S. 0°00'16"
W., instead of SOUTH, as approved. Line 3-4
was found to bear N. 0°00'54" E., instead of
NORTH, as approved. Line 4-1 was found to be
EAST, 600.29 ft., instead of EAST, 600 ft.,
as approved,

Sur. No. 4443 INSPIRATION 26 lode: Cors.
Nos. 1 and 2 are iron posts, firmly set and
properly marked. Cors. Nos. 3 and 4 fall in
tailings ponds and have been covered. Cor.
No. 3 was re-established at the point at which

(This form bound on left side)
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the line between Cor. No. 2 of this lode and
Cor. No. 3 Sur. No.4443 INSPIRATION 19 lode
intersects the line betWeen' Cor. No. 2 Sur.
No. 4443 INSPIRATION 15 lode and Cor. No. 4
Sur. No. 4443 INSPIRATION 36 lode. Cor. No.
4 was re-established at the point at which
the line between Cor. No. 1 of this lode and
Cor. No. 4 Sur. No. 4443 INSPIRATION 27 lode
intersects the line between Cor. No. 2 Sur.
No. 4443 INSPIRATION 15 lode and Cor. No. 4
Sur. No. 4443 INSPIRATION 36 lode. Line 1-2
was found to bear S. 0°00'54" W,, instead of
SOUTH, as approved., Line 3-4 was found to
bear N, 0°00'10" E., 1500.51 ft., instead of
NORTH, 1500 £t., as approved. Line 4-1 was
found to bear S. 89°59'12" E., 600.44 ft.,
instead of EAST, 600 ft., as approved.

Line 2-3 was found to bear N. 89°58' W.,

instead of WEST, as approved.

Sur. No. 4443 INSPIRATION 14 lode: Cors.
Nos. 1 and 3 are iron posts, firmly set and
properly marked. Cor. No. &4 is identical with
Cor. No. 3 Sur. No. 4443 INSPIRATION 26 lode
and was re-established as previously described.
Line 3-4 was found to bear N. 0°00'10" E.,
instead of NORTH, as approved. Line 4-1 was
found to bear 5. 89°58' E., instead of EAST,
as’ approved. ’

FIELD' ASSISTANTS

Wilburn H. Martin . Chainman
A. Michael Orchard Chainman

GPO 839-785
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Form 4686 UNITED STATES
(January 1963) DEPARTMENT OF THE INTERIOR
- BUREAU OF LAND MANAGEMENT

[ CERTIFICATE OF SURVEYOR

Name of Mineral Surveyor Date

Travis L. Gant July 22, 1968

I HEREBY CERTIFY That in pursuance of an order received from the
Bureau of Land Management , at Phoenix, Arizona

o dated March I , 1968 , I have carefully executed the survey of the claim
of Inspiration Consolidated Copper Company
known as the (lode, placer, or mill site) CHRISTMAS MILL SITES NOS. 1 through 130
situated in Sur. sec. 16 and Unsur. secs. 17, 18, 19 and 20 ,
Township ,.], S. s Range 16 E. ) Gila and Salt River Meridian, in the
State of  Arizona

?

This survey, designated as number 4669 , has been executed by me and under my direction
and has been made in strict conformity with said order, the Manual of Instructions for the Survey of Public
Lands of the United States, and in the specific manner described in the foregoing field notes.

I FURTHER CERTIFY That the labor expended and improvements made upon and for the benefit of
the (lode or placer) location(s)
embraced in the said mining claim by claimant(s) or
grantors are fully stated in my report. The character, extent, location, and itemized value are specified in
full detail. No portion of, or interest in, said labor and improvements so credited to this claim has been in-
cluded in the estimate of expenditures upon any other claim.

Globe, Arizona Wﬂ/ﬂzé DL/W

(Location) (Signature of Mineral Surveyor)

14 CERTIFICATE OF APPROVAL Bureau of Land Management
| Office
Arizona State Office
Location
’ Phoenix, Arizona

Date
March 18, 1969

The foregoing field notes of mineral survey number 4669 ,in Surveyed Section 16
and Unsurveyed Sections 17, 18, 19 and 20 » [_] surveyed [ unsurveyed
Township 4 S. ,Range 16 E. | Gila and Salt River
State of Arizona , executed by Travis L. Gant s
Mineral Surveyor, under order dated March 4 , 19 68 , having been critically examined and the
necessary corrections made priorto their certification by the surveyor, the field notes and the survey therein
described are hereby approved.

Y.eridian, in the

’ ,71.?..._._-__-/ ﬂ; 4“"‘“ Acting State Director

Raymoly c (ABthgsisesSienature) Jf (Title)

— e

CERTIFICATE OF TRANSCRIP1

I CERTIFY That the foregoing tran
number is a true copy of the original fi

of the above described mineral survey

ﬂuthorized Signature) (Title) =

3_13, U. 8. C. section 1001, makes it a crime for any person knowingTy and willfully to make to any department or
<y of the United States any false, fictitious, or fraudulent statements or representations as to any matter within
urisdiction. -

GPO 831245






